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01010000 ST. JOHN RIVER AT NINEMILE BRIDGE, ME

St. John Basin
Upper St. John Subbasin

LOCATION.--Lat 46°42'02", long 69°42'56" referenced to North American Datum of 1983, Aroostook County, ME, Hydrologic Unit 01010001, on right bank
in T12 R15, 0.1 mi downstream from Ninemile Brook, 0.4 mi downstream from site of Ninemile Bridge, and 11 mi northwest of Clayton Lake Post
Office.

DRAINAGE AREA.--1,341 mi2.
SURFACE-WATER RECORDS

PERIOD OF RECORD.--
DISCHARGE: October 1950 to current year.

REVISED RECORDS.--WDR ME-82-1: Drainage area.
GAGE.--Water-stage recorder. Datum of gage is 931.26 ft above National Geodetic Vertical Datum of 1929.

REMARKS.--Records goad, except for periods of ice effect, Nov. 12-14, and Nov. 17 to Apr. 21, which are poor. Satellite telemeter at station. Gage is
operated in conjunction with a co-located precipitation gage (station 464200069425701).

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 44,400 ft%/s, May 1, 1974, gage height, 12.63 ft; maximum gage height, 23 ft, Apr. 11, 1991,
estimated from flood marks (backwater from ice); minimum discharge, 32 ft3/s, Sept. 10, 2002; gage height, 0.19 ft.

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 43,600 ft3/s, Apr. 30, gage height, 12.15 ft; maximum gage height, 14.71 ft, Apr. 20 (backwater
from ice); minimum discharge, 256 ft3/s, Sept. 6-7, gage height, 1.01 ft.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008
DAILY MEAN VALUES

[e, estimated]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 1,820 3,540 el 180  el1,330 el,720 €918 e770 34,200 1,090 11,700 1,360 411

2 1,300 2,900 el,060 el1,250 1,870 e888 e848 23,200 1,450 7,250 1,990 390

3 969 2,410 e984  el,180 1,820 €863 el,090 16,200 1,530 4,580 6,830 343

4 763 2,480 e966  el, 110 1,750 e851 el,350 13,800 1,360 4,140 13,200 310

5 624 3,280 €959  el,060 1,650 e856 el,570 14,600 1,160 3,490 12,300 286

6 522 3,330 €934  el1,030 el1,540 €856 el,720 15,300 983 2,590 8,660 264

1 452 3,780 e899  e1,020 1,440 e885 el,790 14,900 844 1,940 5,940 266

8 406 4,530 e849  el1,070  el,340 €910 e2,020 14,700 784 1,500 4,940 338

9 371 4,060 e805 el,640 1,270 €910 e2,680 15,800 809 1,230 4,810 441

10 357 3,290 e758  e2,580 1,220 €910 e3,680 14,000 1,160 1,220 4,250 1,460

1" 341 2,690 e730  e3,000 1,170 €906 e4,830 11,400 1,890 1,350 3,580 1,420

12 412 2,150 e702 2,940 el,130 €904 €5,390 9,510 2,840 1,120 4,140 1,070

13 4,540  el,870 e682  e2,720 1,100 e889 €5,600 8,170 2,670 914 4,660 829

14 7,130 e1,680 e663 2,470 ¢1,070 e885 €5,640 7,200 1,990 1,300 4,180 738

15 5,780 1,960 e651 e2,300 1,050 e871 e5,510 6,390 1,490 2,260 3,250 763

16 4,180 6,610 e639  e2,140 1,030 e854 e5,430 5,640 1,700 1,660 2,490 1,620

17 3,080  e7,900 €629 2,000 1,010 €839 e5,410 4,820 1,950 1,180 1,980 1,340

18 2,370 6,390 €620  el1,880 1,020 e822 €7,690 4,060 4,340 906 1,680 953

19 1,910  e4,710 e611 el,780  el1,150 e817 el1,200 3,520 9,830 860 1,570 738

20 2,020 3,450 e603  el,710 1,440 e811 el16,500 3,110 10,500 1,400 1,630 593

21 3,130  e3,020 e594  el,650 1,700 e799  e21,800 2,710 9,640 1,670 1,330 496

22 2,950 2,810 e586  el,590  el,730 e786 25,100 2,560 8,820 1,560 1,070 430

23 2,400 2,430 e578  el,540  el,660 €780 28,300 2,850 7,010 1,810 890 375

24 3,490  €2,210 e620  el,500 1,520 e779 32,800 2,650 6,830 1,890 757 334

25 4,420 2,030 el1,020 el,460 1,370 e791 34,000 2,250 7,400 3,430 695 308

26 3,640 2,030 el,710 el,430 el,230 e791 30,600 1,850 6,080 3,950 795 290

27 2,970  el,900 1,970  el,400 1,120 e787 26,200 1,620 6,340 2,830 696 360

28 6,620 el,600 e1,880 e1,370  el1,030 e783 21,700 1,530 6,140 2,170 597 1,680

29 7,920  el,310 el,720 1,350 €971 €780 29,800 1,310 7,720 1,740 510 4,340

30 6,250  e1,290  el1,570  el,350 - e770 42,300 1,120 13,000 1,570 453 4,810

3 4,620 --- el 440  el,500 - €760 - 967 - 1,430 420 -

Total 87,757 93,640 29,612 52,350 39,121 26,051 383,318 261,937 129,350 76,640 101,653 27,996

Mean 2,831 3,121 955 1,689 1,349 840 12,780 8,450 4,312 2,472 3,279 933

Max 7,920 7,900 1,970 3,000 1,870 918 42,300 34,200 13,000 11,700 13,200 4,810

Min 341 1,290 578 1,020 971 760 770 967 784 860 420 264
Cfsm 2.11 2.33 0.71 1.26 1.01 0.63 9.53 6.30 3.22 1.84 2.45 0.70
In. 2.43 2.60 0.82 1.45 1.09 0.72 10.63 7.27 3.59 2.13 2.82 0.78

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1951 - 2008, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 2,027 2342 1,417 816 654 1,017 7,649 6,888 2,106 1,480 1,349 1,293

Max 7,078 5,717 4,899 3,365 2,981 4296 13,420 16,550 4,705 6,845 5,985 3,930

(wy) (2006)  (1964)  (1951)  (2006)  (1996)  (1979)  (1976)  (1961)  (1954)  (1984)  (1981)  (1954)

Min 347 540 311 207 143 180 1,918 1,474 453 174 113 102

(wy) (1956)  (1957)  (1956)  (1957)  (1961)  (1956)  (1967)  (1987)  (1988)  (1952)  (1953)  (1952)
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SUMMARY STATISTICS
Calendar Year 2007 Water Year 2008 Water Years 1951 - 2008
Annual total 922,052 1,309,425
Annual mean 2,526 3,578 2,423
Highest annual mean 3,605 2006
Lowest annual mean 1,336 1957
Highest daily mean 26,500 Apr 26 42,300 Apr 30 42,300 Apr 30,2008
Lowest daily mean 241 Sep 11 264 Sep 6 34 Sep 10, 2002
Annual seven-day minimum 299 Sep 6 314 Sep 2 42 Sep 5,2002
Maximum peak flow 43,600 Apr 30 44,400 May 1, 1974
Maximum peak stage 1471 Apr20 23.00 Apr11, 1991
Instantaneous low flow 256 Sep 6 32 Sep 10, 2002
Annual runoff (cfsm) 1.88 2.67 1.81
Annual runoff (inches) 25.58 36.32 24.55
10 percent exceeds 5,720 7,770 6,120
50 percent exceeds 1,210 1,600 1,010
90 percent exceeds 406 628 260
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