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Water-Data Report 2008
08018500 Sabine River near Mineola, TX

Sabine Basin
Upper Sabine Subbasin

LOCATION.--Lat 32°36'49", long 95°29'08" referenced to North American Datum of 1927, Wood County, TX, Hydrologic Unit 12010001, on left bank at
downstream side of highway embankment, 3 ft downstream from left end of bridge on U.S. Highway 69, 3.5 mi south of Mineola, 4.5 mi upstream
from Missouri Pacific Railway Lines bridge, 16.2 mi upstream from Lake Fork Creek, and at mile 461.1.

DRAINAGE AREA.--1,357 mi2.
SURFACE-WATER RECORDS

PERIOD OF RECORD.--May 1939 to Sept. 1959, Oct. 1967 to current year. Gage-height records collected at this site since July 1946 are contained in reports
published by the National Weather Service. Water-quality records: Chemical data: Oct. 1967 to Oct. 1996. Biochemical data: Oct. 1973 to Oct. 1996.
Radiochemical data: Mar. to June 1981. Specific Conductance: Oct. 1967 to Sept. 1991. Water Temperature: Oct. 1967 to Sept. 1991.

REVISED RECORDS.--WSP 1732: Drainage area.

GAGE.--Water-stage recorder. Datum of gage is 304.16 ft above NGVD of 1929. May 12, 1939 to Dec. 11, 1955, at site 55 ft upstream from downstream
side of bridge at same datum. Dec. 12, 1955 to Dec. 12, 1959, at downstream side of bridge at same datum. Oct. 1, 1967 to Sept. 12, 1968,
nonrecording gage at downstream side of bridge at same datum. Sept. 13, 1968 to Oct. 23, 1974, water-stage recorder at downstream side of bridge
at same datum. Oct. 24, 1974 to Oct. 16, 1975, at site on right bank 75 ft downstream from bridge at same datum. Satellite telemeter at station.

REMARKS.--Records fair except those for estimated daily discharges, which are poor. Since Oct. 1960, at least 10% of contributing drainage area has
been regulated. Flow may also be slightly affected at times by discharge from floodwater-retarding structures controlling runoff from a 9.70 miZ area
in the Mill Creek drainage basin.

AVERAGE DISCHARGE FOR PERIOD PRIOR TO REGULATION.--20 years {water years 1940-1959) prior to regulation by Lake Tawakoni, 1,054 ft3/s (763,600
acre-ft/yr).

EXTREMES FOR PERIOD PRIOR TO REGULATION.--WATER YEARS 1940-1959: Maximum discharge 76,000 ft3/s Apr. 1, 1945 (gage height, 24.00 ft);
maximum gage height, 24.37 ft June 8, 1943; no flow at times.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008
DAILY MEAN VALUES

[e, estimated]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 26 21 36 108 e216 124 4,700 1,320 684 707 8.0 14
2 21 e20 31 84 210 95 4,590 1,010 580 723 7.9 14
3 18 19 28 68 180 157 4,160 683 495 284 7.9 20
4 17 19 27 63 155 934 3,750 565 418 107 7.5 29
5 16 19 26 63 128 1,400 3,690 605 336 63 7.1 24
6 16 19 27 59 108 1,570 3,730 504 256 46 6.9 36
1 19 18 31 53 92 1,870 3,330 382 195 37 6.7 39
8 24 17 30 54 87 2,210 2,680 435 166 30 7.1 28
9 24 16 28 68 82 2,510 2,450 e486 150 26 9.3 43
10 21 16 26 170 72 3,040 2,300 e505 150 22 9.1 92
1" 17 18 28 186 62 3,740 2,270 e458 671 19 8.2 125
12 15 18 99 122 94 3,870 2,320 e402 1,350 17 22 121
13 13 16 221 86 318 3,370 2,600 457 1,680 16 20 111
14 12 15 260 66 695 2,850 3,020 430 1,820 15 17 489
15 16 14 426 54 793 2,570 3,110 678 1,640 14 19 886
16 59 13 e550 47 494 2,350 2,870 1,260 1,080 13 24 861
17 83 13 359 44 1,200 2,170 2,630 1,590 618 13 40 510
18 78 14 273 42 1,780 €2,040 2,480 1,720 445 15 101 182
19 55 26 176 40 2,000 3,720 2,240 1,760 444 14 84 84
20 38 24 119 38 2,160 6,120 2,020 1,650 529 12 146 55
21 28 20 90 38 2,110 6,260 1,870 1,340 528 12 244 42
22 22 16 73 43 1,640 8,550 1,750 946 441 11 363 33
23 29 14 60 47 811 9,910 1,620 687 344 11 el85 27
24 45 el7 54 47 332 9,240 1,460 542 270 11 118 23
25 172 59 50 49 212 8,190 1,290 463 198 11 68 20
26 126 90 83 127 162 €7,390 1,140 421 145 10 42 17
27 90 77 303 206 146 6,680 1,080 420 108 10 29 15
28 60 65 363 220 284 6,040 1,310 748 77 9.3 23 14
29 38 58 321 185 216 5,440 1,440 812 92 8.5 20 12
30 28 45 221 152 - 4,960 el,430 825 262 8.3 17 11
3 23 148 145 — 4670 785 8.2 15
Total 1,249 816 4,567 2,774 16,839 124,040 75,330 24,889 16,172 2,303.3  1,682.7 3,977
Mean 40.3 27.2 147 89.5 581 4,001 2,511 803 539 74.3 543 133
Max 172 90 550 220 2,160 9,910 4,700 1,760 1,820 723 363 886
Min 12 13 26 38 62 95 1,080 382 77 8.2 6.7 11
Ac-ft 2,480 1,620 9,060 5,500 33,400 246,000 149,400 49,370 32,080 4,570 3,340 7,890
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1968 - 20082, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 266 682 1,119 918 1,286 1,655 1,277 1,683 915 373 58.7 65.5
Max 2,158 5,296 5,873 4,097 5,179 6,885 4,086 6,934 4,083 6,133 419 616
(wy) (1974)  (1975)  (1992)  (1998)  (2001)  (2001)  (1990)  (1968)  (1973)  (2007)  (1979)  (1974)
Min 3.42 8.43 10.9 26.2 20.3 28.0 31.8 24.0 5.72 4.77 0.07 0.05
(wy) (1988)  (2006)  (1990)  (2000)  (1996)  (1996)  (1971)  (2005)  (1971)  (2006)  (1987)  (1987)
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SUMMARY STATISTICS
Calendar Year 2007 Water Year 2008 Water Years 1968 - 20087
Annual total 328,229 274,639.0
Annual mean 899 750 856
Highest annual mean 1,904 1968
Lowest annual mean 29.8 1996
Highest daily mean 16,900 Jul 8 9,910 Mar 23 36,200 Dec 11, 1971
Lowest daily mean 11 Aug 29 6.7 Aug 7 0.00 Aug 13,1970
Annual seven-day minimum 14 Aug 24 73  Aug 2 0.00 Sep 15,1971
Maximum peak flow 10,100 Mar 23 37,700 Dec 11, 1971
Maximum peak stage 18.37 Mar 23 21.53 Dec 11,1971
Annual runoff (ac-ft) 651,000 544,700 620,400
10 percent exceeds 2,210 2,330 2,610
50 percent exceeds 105 108 115
90 percent exceeds 19 14 8.4
Z Period of regulated streamflow.
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