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13069500 SNAKE RIVER NEAR BLACKFOOT, ID

Upper Snake Basin
American Falls Subbasin

LOCATION.--Lat 43°07'31”, long 112°31'08" referenced to North American Datum of 1983, in SE V4 SE J4 sec.30, T.3 S., R.34 E., Bingham County, ID,
Hydrologic Unit 17040206, Rockford quad., on right bank 0.3 mi downstream from highway bridge, 0.7 mi downstream from Blackfoot River, 10 mi
southwest of Blackfoot, and at mile 750.1.

DRAINAGE AREA.--11,310 mi2, approximately, excluding indeterminate nontributary area on Snake River Plain.
SURFACE-WATER RECORDS

PERIOD OF RECORD.--June 1910 to current year. Monthly discharge only for some periods, published in WSP 1317. Published as "at Clough ranch, near
Blackfoot", 1924-45.

GAGE.--Water-stage recorder. Datum of gage is 4,399.83 ft above NGVD of 1929. Prior to July 6, 1913, nonrecording gages; July 6, 1913 to Aug. 19, 1962,
water-stage recorder at site 0.1 mi upstream at datum 1.00 ft higher.

REMARKS.-- Records good except for estimated daily discharges, which are fair. Station equipment includes satellite telemetry. Flow regulated by
Jackson Lake, Palisades Reservoir, Henrys Lake (see sta 13039000}, Grassy Lake, Island Park Reservair, and Blackfoot Reservoir (see sta 13065000,
having a combined capacity of 2,883,000 acre-ft. Diversions above station for irrigation of about 121,000 acres below and about 832,000 acres above
station, 155,000 acres of which are irrigated by withdrawals from ground water (1966 determination). Considerable water leaks above the station into
the Snake River Plain aquifer.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 53,500 ft/s June 7, 1976, gage height, 15.44 ft, result of Teton Dam failure.

Maximum discharge excluding 1976, 46,200 ft3/s June 18, 1918, gage height, 14.80 ft, site and datum then in use; minimum, 111 ft3/s Nov. 10, 1934,
gage height, 0.80 ft, site and datum then in use.

EXTREMES QUTSIDE PERIOD OF RECORD.--Late in summer of 1905 there was no flow in Snake River for a distance of 10 mi in vicinity of Blackfoot.
Aug. 9, 1905, discharge of Snake River just below mouth of Blackfoot was 39 t3/s, supplied by ground-water inflow a short distance upstream.

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 15,500 ft3/s June 3, gage height, 8.48 ft; minimum, 569 ft3/s April 25, gage height, 0.93 ft.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008
DAILY MEAN VALUES

[e, estimated]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 3,150 2,200 1,830 1,050 1,490 1,830 1,510 2,550 13,700 5,040 4,300 3,260
2 3,160 2,620 1,640 1,050 1,340 1,870 1,550 3,160 14,800 4,770 4,560 3,560
3 2,920 2,380 1,890 €950 1,430 1,780 1,560 3,110 15,200 4,590 4,730 3,780
4 2,280 2,210 2,110 €980 1,540 1,850 1,560 3,310 14,300 4,370 4,940 4,050
5 2,000 2,180 2,120 e1,200  e1,450 1,780 1,540 3,520 13,600 4,160 5,040 4,180
6 2,110 2,130 2,000 1,540  el1,500 1,790 1,510 3,640 13,000 4,240 4,950 4,300
7 2,530 2,130 1,940 1,720 1,580 1,700 1,560 3,940 12,700 4,320 4,990 4,380
8 2,770 2,080 1,990 1,790 1,540 1,720 1,550 4,540 11,800 4,040 5,030 4,500
9 2,810 2,100 1,840 1,850 1,550 1,720 1,560 4,960 10,700 3,760 5,150 4,640
10 2,690 2,000 1,810 1,720 1,500 1,740 1,530 5,710 8,990 3,340 5,460 4,610
1" 2,410 2,050  e1,400 1,790 1,560 1,780 1,540 5,860 7,550 3,160 5,780 4,260
12 2,210 2,100  el,450 1,800 1,670 1,880 1,490 5,540 7,030 3,050 5,880 4,220
13 2,180 2,060  el1,450 1,810 1,750 1,900 1,440 5,490 7,430 3,090 6,000 4,220
14 2,020 2,070 1,500 1,780 1,740 1,810 1,440 5,730 7,440 3,040 5,960 4,290
15 2,030 2,040 1,680 1,760 1,680 1,850 1,320 5,370 6,860 2,710 5,910 4,250
16 2,010 2,060 1,700 1,670 1,690 1,880 1,430 4,850 6,210 2,220 5,890 4,150
17 2,010 2,020 1,650 1,680 1,650 1,780 1,380 4,320 5,730 2,160 5,940 3,970
18 2,010 1,970 1,760 1,580 1,590 1,760 1,350 4,650 4,960 2,100 6,000 3,540
19 2,010 2,130 1,860 1,340 1,550 1,780 1,150 5,430 4,890 2,240 5,930 3,450
20 2,310 2,470 1,990 1,400 1,560 1,790 1,110 6,000 5,140 2,640 5,600 3,480
2 2,470 2,480 2,000 el1,200 1,570 1,760 1,180 6,740 5,400 2,810 5,150 3,700
22 2,630 2,270 1,890 €900 1,520 1,810 1,270 8,280 5,630 2,820 5,100 3,990
23 2,570 2,100 1,810 e850 1,600 1,670 1,160 10,100 5,850 2,850 4,960 4,300
24 2,340 1,910  el1,600 €900 1,590 1,610 877 11,400 5,640 3,030 4,850 4,660
25 2,210 1,890  el,350 922 1,650 1,620 1,040 11,000 5,580 3,250 4,920 4,660
26 2,170 1,920  el,250 914 1,680 1,660 1,230 10,400 5,590 3,560 4,740 4,450
21 2,210 2,180  ¢1,300 1,200 1,650 1,670 1,530 10,400 5,590 3,610 4,650 3,910
28 2,330 2,270 el,350 1,500 1,790 1,700 1,510 11,000 5,460 4,020 4,380 3,580
29 2,210 2,230  e1,300 1,520 1,790 1,710 1,380 11,300 5,260 4,110 3,930 3,440
30 2,230 2,090 1,210 1,570 --- 1,670 1,690 11,800 5,280 4,090 3,200 3,370
31 2,320 -~ ¢l1,000 1,520 --- 1,590 --- 12,600 - 4,150 3,000 ---
Total 73,310 64,340 51,670 43,456 46,200 54,460 41,947 206,700 247,310 107,340 156,920 121,150
Mean 2,365 2,145 1,667 1,402 1,593 1,757 1,398 6,668 8,244 3,463 5,062 4,038
Max 3,160 2,620 2,120 1,850 1,790 1,900 1,690 12,600 15,200 5,040 6,000 4,660
Min 2,000 1,890 1,000 850 1,340 1,590 877 2,550 4,890 2,100 3,000 3,260

Ac-ft 145,400 127,600 102,500 86,190 91,640 108,000 83,200 410,000 490,500 212,900 311,300 240,300

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1910 - 2008, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 2,740 3,508 3,323 3,072 3,309 4,091 6,593 10,220 10,640 4,512 2,579 2,247
Max 9,682 7,852 8,227 8,026 11,810 15,410 19,200 25,360 31,130 18,480 7,965 9,173
(WY) (1972)  (1984)  (1984)  (1984)  (1997)  (1997)  (1971)  (1928)  (1997)  (1917) (1912)  (1912)
Min 165 175 1,125 975 1,028 1,192 330 395 325 214 193 147

(Wy) (1935)  (1935)  (1935)  (1935)  (1932)  (1934)  (1934)  (1934)  (1931)  (1931)  (1924)  (1934)




Water-Data Report 2008
13069500 SNAKE RIVER NEAR BLACKFOOT, ID—Continued

SUMMARY STATISTICS
Calendar Year 2007 Water Year 2008 Water Years 1910 - 2008

Annual total 959,672 1,214,803

Annual mean 2,629 3,319 4,717

Highest annual mean 11,350 1997
Lowest annual mean 983 1934
Highest daily mean 6,560 May 27 15,200 Jun 3 46,200 Jun 18, 1918
Lowest daily mean 502 May 10 850 Jan 23 111 Nov 10, 1934
Annual seven-day minimum 1,250 Dec 25 984 Jan 21 116 Nov 8, 1934
Annual runoff (ac-ft) 1,904,000 2,410,000 3,417,000

10 percent exceeds 3,610 5,870 10,800

50 percent exceeds 2,580 2,180 3,110

90 percent exceeds 1,630 1,430 1,130
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