
 

U.S. Department of the Interior 
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Water-Data Report 2009 

03451500 FRENCH BROAD RIVER AT ASHEVILLE, NC 
French Broad-Holston Basin 

Upper French Broad Subbasin 

LOCATION.--Lat 35°3632, long 82°3441 referenced to North American Datum of 1983, Buncombe County, NC, Hydrologic Unit 06010105, on right bank 
27 ft upstream from Pearson Bridge (Secondary Road 1348) at Asheville, 1.4 mi downstream of bridge on U.S. Highways 19 and 23, 3.2 mi 
downstream of Swannanoa River, and at river mile 145.8. 

DRAINAGE AREA.--945 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October 1895 to current year. Monthly discharge only for some periods, published in WSP 1306. 

REVISED RECORDS.--WSP 823: Drainage area. WSP 1306: 1901(M), 1914-15(M), 1917(M), 1920-22(M), 1927(M). 

GAGE.--Water-stage recorder. Datum of gage is 1,950.28 ft above National Geodetic Vertical Datum of 1929. September 17, 1895, to December 31, 1901, 
nonrecording gage at present site at different datum. March 19, 1903, to July 15, 1916, and January 1, 1917, to September 30, 1922, nonrecording 
gage at Smith Bridge 1.5 mi upstream at datum 1,961.80 ft. October 1, 1922, to August 9, 1930, nonrecording gage at present site and datum. Satellite 
and telephone telemetry at streamgage. 

REMARKS.--No estimated daily discharges. Records good. Many small diversions from tributaries upstream from station for water supply. Diversions by 
City of Asheville and others from upstream tributaries in the Swannanoa River basin (station 03451000) totaled about 25.4 ft³/s and 24.7 ft³/s was 
discharged 4 mi downstream from station as treated effluent. Slight diurnal fluctuation and occasional slight regulation at low flow caused by power 
plant 46 mi upstream and small reservoirs upstream from station. Maximum discharge for period of record, from rating curve extended above 43,000 
ft³/s, by logarithmic plotting; maximum gage height, 23.10, from floodmarks. Minimum discharge for period of record also occurred August 13, 2008. 
Minimum discharge for current water year also occurred October 22-24. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Maximum stage observed since at least 1791, that of July 16, 1916, and flood of June 17, 1876, reached a 
stage of 18 ft, from studies by Tennessee Valley Authority. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=03451500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2008 TO SEPTEMBER 2009 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 420 403 753 968 769 1,580 2,580 1,250 3,110 881 742 798 
2 383 400 779 907 754 2,090 2,570 1,240 2,470 846 799 694 
3 371 396 705 905 764 1,580 2,690 1,340 2,360 807 764 621 
4 369 396 635 870 749 1,280 2,630 1,770 2,390 775 670 582 
5 363 401 565 883 741 1,190 2,210 1,550 2,780 784 906 566 

6 353 398 537 1,440 783 1,130 1,980 1,990 2,870 832 914 535 
7 345 401 521 5,010 747 1,110 1,970 2,520 2,520 822 713 524 
8 372 401 506 5,220 743 1,080 1,810 2,280 2,270 887 605 612 
9 488 400 500 3,610 738 1,040 1,680 2,290 2,690 928 590 983 

10 618 406 1,400 2,360 729 977 1,630 2,090 1,920 1,010 607 1,460 

11 521 399 3,320 2,000 733 928 3,250 1,760 3,280 880 806 977 
12 439 392 5,420 1,760 857 907 2,890 1,520 2,660 895 847 756 
13 400 645 3,610 1,560 963 885 2,300 1,380 1,860 886 776 692 
14 371 1,150 1,850 1,300 831 937 2,310 1,300 1,600 896 756 644 
15 360 1,000 1,420 1,200 788 1,600 2,430 2,230 1,500 792 695 599 

16 350 778 1,470 1,100 753 2,400 2,240 1,860 1,660 719 605 644 
17 354 753 1,780 1,040 740 1,870 2,030 3,450 2,740 696 771 807 
18 366 638 1,920 1,020 825 1,530 1,900 2,580 2,380 690 760 1,290 
19 360 558 1,570 1,030 951 1,460 1,830 2,130 1,860 646 695 1,480 
20 353 516 1,330 979 919 1,340 2,830 1,810 1,520 630 881 5,600 

21 345 482 1,300 928 804 1,240 3,360 1,630 1,410 624 968 11,100 
22 344 472 1,240 1,010 756 1,180 2,530 1,510 1,430 633 1,070 15,200 
23 343 459 1,090 881 742 1,120 2,170 1,300 1,290 698 999 13,400 
24 378 466 1,020 882 722 980 1,960 1,320 1,160 684 723 11,200 
25 655 469 1,120 849 725 995 1,690 1,910 1,080 628 673 7,540 

26 969 482 1,120 825 716 1,290 1,560 2,750 1,060 799 608 4,160 
27 694 478 1,050 909 743 2,040 1,470 6,200 1,060 647 635 5,120 
28 503 461 1,060 841 986 3,700 1,370 6,820 984 776 656 3,910 
29 447 457 1,230 860 --- 4,360 1,310 6,390 934 876 734 2,850 
30 425 512 1,190 865 --- 3,880 1,270 4,410 880 760 732 2,380 
31 408 --- 1,040 801 --- 3,010 --- 3,590 --- 783 809 --- 

Total 13,467 15,569 43,051 44,813 22,071 50,709 64,450 76,170 57,728 24,210 23,509 97,724 
Mean 434 519 1,389 1,446 788 1,636 2,148 2,457 1,924 781 758 3,257 
Max 969 1,150 5,420 5,220 986 4,360 3,360 6,820 3,280 1,010 1,070 15,200 
Min 343 392 500 801 716 885 1,270 1,240 880 624 590 524 
Cfsm 0.46 0.55 1.47 1.53 0.83 1.73 2.27 2.60 2.04 0.83 0.80 3.45
In. 0.53 0.61 1.69 1.76 0.87 2.00 2.54 3.00 2.27 0.95 0.93 3.85

 

 
 

 STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1896 - 2009, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 1,556 1,620 2,091 2,407 2,619 2,958 2,703 2,159 1,867 1,689 1,656 1,538 
Max 7,025 5,121 5,700 6,068 6,364 7,928 5,705 4,961 5,774 11,500 8,362 10,210 
(WY) (1965) (1980) (1915) (1937) (1998) (1899) (1899) (1973) (1909) (1916) (1901) (2004) 
Min 353 507 636 548 788 1,037 973 852 547 440 328 346 
(WY) (1955) (1932) (1956) (1956) (2009) (1988) (1986) (2001) (1988) (2008) (1925) (1954) 
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SUMMARY STATISTICS 

 Calendar Year 2008 Water Year 2009 Water Years 1896 - 2009 

Annual total  381,830    533,471    
Annual mean  1,043    1,462    2,069   
Highest annual mean    3,671 1901  
Lowest annual mean    1,004 1988  
Highest daily mean  6,610 Mar   5   15,200 Sep 22   66,000 Jul 16, 1916  
Lowest daily mean  174 Aug 12   343 Oct 23   174 Aug 12, 2008  
Annual seven-day minimum  190 Aug   7   352 Oct 17   190 Aug   7, 2008  

Maximum peak flow   16,600 Sep 22   a110,000 Jul 16, 1916  

Maximum peak stage   8.11 Sep 22   a23.10 Jul 16, 1916  

Instantaneous low flow   a338 Oct   7   a170 Aug 12, 2008  
Annual runoff (cfsm)  1.10    1.55    2.19   
Annual runoff (inches)  15.03    21.00    29.75   
10 percent exceeds  2,030    2,710    3,600   
50 percent exceeds  778    934    1,610   
90 percent exceeds  345    453    755   

a See Remarks. 
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CLIMATOLOGICAL RECORDS 

PERIOD OF RECORD.--October 1998 to current year. 

INSTRUMENTATION.--Tipping-bucket raingage and electronic datalogger. Satellite telemetry at station. 

REMARKS.--Gage is operated in cooperation with Tennessee Valley Authority. Precipitation data collected during freezing periods may not be accurately 
reflected in daily record; consequently, winter record is poor. 

 

PRECIPITATION, TOTAL, INCHES 
WATER YEAR OCTOBER 2008 TO SEPTEMBER 2009 

DAILY SUM VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 0.00 0.00 0.01 0.00 0.00 0.28 0.19 0.19 0.00 0.18 0.04 0.00 
2 0.00 0.00 0.00 0.00 0.08 0.00 0.27 0.02 0.00 0.00 0.50 0.00 
3 0.00 0.00 0.00 0.00 0.00 0.00 0.07 0.96 0.00 0.00 0.00 0.00 
4 0.00 0.00 0.01 0.05 0.00 0.00 0.00 0.12 0.05 0.00 0.20 0.00 
5 0.00 0.00 0.00 0.01 0.00 0.00 0.00 0.02 0.18 0.32 0.50 0.00 

6 0.00 0.00 0.00 0.92 0.00 0.00 0.00 0.61 0.00 0.02 0.00 0.00 
7 0.00 0.05 0.00 0.54 0.00 0.00 0.01 0.10 0.00 0.00 0.00 0.01 
8 0.54 0.00 0.00 0.00 0.00 0.00 0.00 0.50 0.00 0.15 0.00 0.00 
9 0.00 0.00 0.05 0.00 0.00 0.00 0.00 0.29 0.00 0.36 0.00 0.98 

10 0.00 0.00 1.19 0.03 0.00 0.00 0.92 0.00 0.16 0.00 0.32 0.00 

11 0.00 0.01 1.10 0.00 0.13 0.00 0.00 0.04 0.15 0.26 0.18 0.01 
12 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.02 0.00 0.27 0.00 
13 0.00 1.12 0.00 0.00 0.00 0.01 0.18 0.00 0.00 0.23 0.22 0.00 
14 0.00 0.26 0.00 0.01 0.10 0.30 0.24 0.07 0.00 0.00 0.00 0.00 
15 0.00 0.50 0.02 0.00 0.00 0.44 0.00 0.34 0.00 0.00 0.00 0.01 

16 0.00 0.00 0.03 0.00 0.00 0.13 0.00 0.42 0.42 0.06 0.00 0.23 
17 0.06 0.00 0.05 0.00 0.00 0.01 0.00 0.16 0.46 0.00 0.00 0.18 
18 0.00 0.00 0.00 0.00 0.44 0.00 0.00 0.00 0.35 0.00 0.01 0.16 
19 0.00 0.00 0.00 0.00 0.00 0.00 0.27 0.00 0.00 0.00 0.54 0.01 
20 0.00 0.00 0.16 0.00 0.00 0.00 0.58 0.00 0.05 0.00 0.62 1.90 

21 0.00 0.00 0.13 0.00 0.00 0.00 0.00 0.00 0.04 0.00 0.05 2.70 
22 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.00 0.64 0.04 0.00 0.01 
23 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.00 0.00 
24 0.57 0.06 0.34 0.00 0.00 0.00 0.00 0.12 0.00 0.00 0.00 0.00 
25 0.11 0.00 0.00 0.00 0.00 0.31 0.00 1.74 0.00 0.02 0.02 0.24 

26 0.00 0.00 0.00 0.00 0.00 0.11 0.00 0.57 0.00 0.00 0.00 0.99 
27 0.00 0.00 0.00 0.00 0.18 0.44 0.00 1.00 0.00 0.07 0.49 0.00 
28 0.00 0.00 0.11 0.14 0.46 0.23 0.00 0.11 0.01 0.26 0.11 0.00 
29 0.00 0.04 0.00 0.00 --- 0.02 0.00 0.00 0.00 0.13 0.10 0.00 
30 0.00 0.29 0.00 0.00 --- 0.00 0.00 0.00 0.00 0.09 0.01 0.00 
31 0.00 --- 0.00 0.00 --- 0.00 --- 0.00 --- 0.24 0.59 --- 

Total 1.28 2.33 3.20 1.70 1.39 2.28 2.74 7.38 2.54 2.44 4.77 7.43 
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