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05374000 ZUMBRO RIVER AT ZUMBRO FALLS, MN 
Upper Mississippi Basin 

Zumbro Subbasin 

LOCATION.--Lat 44°1712, long 92°2556 referenced to North American Datum of 1927, in NW ¼ SE ¼ sec.36, T.110 N., R.14 W., Wabasha County, MN, 
Hydrologic Unit 07040004, at Zumbro Falls, near State Highway 60, 1,000 ft downstream from Cold Creek, 0.7 mile upstream from bridge on U.S. 
Highway 63, and 6.3 miles downstream from North Fork. 

DRAINAGE AREA.--1,150 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--1909 to 1917 and 1929 to 1980 (continuous-record station), 1990 to current year. 

GAGE.--Recording gage. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 35,900 ft³/s, July 21, 1951, maximum gage height 30.80 ft. 

 

MAXIMUM PEAK DISCHARGE 
WATER YEAR OCTOBER 2008 TO SEPTEMBER 2009 

Date 
Discharge,

in ft³/s 

Discharge 
qualification 

code 
Gage height,

in ft 

Gage height 
qualification 

code 

Feb 11, 2009 3,000 --- 10.18 --- 
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