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Water-Data Report 2011 

01010000 ST. JOHN RIVER AT NINEMILE BRIDGE, ME 
St. John Basin 

Upper St. John Subbasin 

LOCATION.--Lat 46°42′02″, long 69°42′56″ referenced to North American Datum of 1983, Aroostook County, ME, Hydrologic Unit 01010001, on right bank 
in T12 R15, 0.1 mi downstream from Ninemile Brook, 0.4 mi downstream from site of Ninemile Bridge, and 11 mi northwest of Clayton Lake Post 
Office. 

DRAINAGE AREA.--1,341 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.-- 
DISCHARGE: October 1950 to current year. 

REVISED RECORDS.--WDR ME-82-1: Drainage area. 

GAGE.--Water-stage recorder. Datum of gage is 931.26 ft above National Geodetic Vertical Datum of 1929. 

REMARKS.--Records good, except for period of ice effect, Nov. 21 to Apr. 13, period of doubtful gage-height record, Apr. 14 to July 12, and period of no 
gage-height record, Nov. 26-28, which are poor. Satellite telemeter at station. Gage is operated in conjunction with a co-located precipitation gage 
(station 464200069425701). 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 44,400 ft³/s, May 1, 1974, gage height, 12.63 ft; maximum gage height, 23 ft, Apr. 11, 1991, 
estimated from flood marks (backwater from ice); minimum discharge, 32 ft³/s, Sept. 10, 2002; gage height, 0.19 ft. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 35,600 ft³/s (estimated), Apr. 30, gage height, 10.93 ft; maximum gage height, 19.25 ft, Apr. 13, 
from high-water mark (backwater from ice); minimum discharge, 224 ft³/s, July 20, gage height, 0.90 ft. 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=01010000
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 9,800 1,440 e1,540 e1,080 e374 e458 e2,150 e33,700 e8,660 e1,090 1,430 6,610 
2 17,500 1,310 e1,680 e1,050 e367 e458 e2,120 e28,800 e5,410 e964 1,070 4,230 
3 14,600 1,210 e2,780 e1,000 e360 e448 e2,110 e23,800 e3,750 e845 2,740 3,080 
4 10,100 1,110 e2,800 e953 e355 e445 e2,100 e25,200 e2,940 e1,010 3,320 3,110 
5 6,460 1,520 e2,580 e910 e350 e442 e2,100 e30,100 e2,340 e1,260 2,680 7,020 

6 4,300 7,050 e2,280 e873 e345 e475 e2,090 e30,200 e1,890 e979 2,000 21,000 
7 4,290 6,940 e1,970 e840 e341 e563 e2,110 e23,400 e1,550 e880 1,480 20,300 
8 8,230 5,340 e1,770 e807 e337 e681 e2,170 e17,800 e1,290 e1,050 1,540 14,600 
9 7,460 6,470 e1,640 e777 e335 e862 e2,220 e13,700 e1,130 e867 1,690 8,990 

10 5,430 7,960 e1,550 e746 e332 e1,080 e2,880 e11,200 e1,050 e677 1,360 5,540 

11 3,860 7,080 e1,490 e715 e330 e1,420 e4,340 e9,540 e916 e579 1,940 3,690 
12 2,920 5,360 e1,470 e688 e327 e1,750 e7,920 e8,510 e865 e488 2,210 2,720 
13 2,370 4,030 e1,690 e663 e324 e2,070 e11,400 e7,430 e2,800 547 1,730 2,180 
14 1,980 3,260 e2,290 e640 e320 e2,270 e11,800 e6,830 e6,270 597 1,310 2,760 
15 1,790 2,760 e2,700 e617 e318 e2,430 e12,200 e9,020 e4,490 489 1,190 4,400 

16 4,870 2,460 e2,480 e596 e315 e2,410 e11,800 e8,790 e2,920 395 1,410 5,750 
17 7,160 2,350 e2,230 e576 e313 e2,380 e10,200 e8,300 e2,140 334 1,930 5,340 
18 5,850 4,800 e2,030 e555 e319 e2,370 e8,940 e7,520 e1,930 290 2,340 3,850 
19 4,290 5,220 e1,850 e535 e333 e2,790 e8,230 e6,380 e2,540 257 1,860 2,810 
20 3,270 3,990 e1,720 e518 e380 e3,250 e7,480 e5,270 e2,400 237 1,440 2,210 

21 2,660 e2,920 e1,600 e503 e482 e3,550 e5,970 e4,540 e1,800 333 1,160 1,870 
22 2,450 e2,260 e1,510 e485 e539 e3,510 e5,180 e4,220 e1,360 1,030 1,180 1,650 
23 2,300 e2,180 e1,440 e474 e556 e3,370 e4,810 e3,630 e1,050 1,440 1,610 1,480 
24 2,000 e2,770 e1,380 e462 e555 e3,160 e5,470 e3,080 e869 1,060 1,530 1,410 
25 1,760 e3,130 e1,320 e447 e530 e2,930 e7,480 e3,030 e816 741 1,310 1,250 

26 1,870 e2,650 e1,280 e437 e500 e2,760 e9,390 e2,580 e877 570 1,090 1,120 
27 2,230 e2,190 e1,240 e422 e482 e2,580 e12,400 e5,350 e930 2,080 953 997 
28 2,360 e1,920 e1,190 e410 e472 e2,430 e17,200 e11,000 e942 2,820 907 883 
29 2,170 e1,730 e1,160 e400 --- e2,310 e27,500 e13,200 e897 1,900 8,830 787 
30 1,880 e1,590 e1,120 e391 --- e2,240 e35,100 e16,500 e969 1,390 14,100 1,010 
31 1,630 --- e1,110 e381 --- e2,190 --- e13,000 --- 2,000 10,300 --- 

Total 149,840 105,000 54,890 19,951 10,891 60,082 246,860 395,620 67,791 29,199 79,640 142,647 
Mean 4,834 3,500 1,771 644 389 1,938 8,229 12,760 2,260 942 2,569 4,755 
Max 17,500 7,960 2,800 1,080 556 3,550 35,100 33,700 8,660 2,820 14,100 21,000 
Min 1,630 1,110 1,110 381 313 442 2,090 2,580 816 237 907 787 
Cfsm 3.60 2.61 1.32 0.48 0.29 1.45 6.14 9.52 1.69 0.70 1.92 3.55 
In. 4.16 2.91 1.52 0.55 0.30 1.67 6.85 10.97 1.88 0.81 2.21 3.96 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1951 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 2,095 2,378 1,442 814 650 1,052 7,770 6,842 2,097 1,506 1,372 1,329 
Max 7,078 5,717 4,899 3,365 2,981 4,296 13,420 16,550 4,705 6,845 5,985 4,755 
(WY) (2006) (1964) (1951) (2006) (1996) (1979) (1976) (1961) (1954) (1984) (1981) (2011) 
Min 347 540 311 207 143 180 1,918 1,474 453 174 113 102 
(WY) (1956) (1957) (1956) (1957) (1961) (1956) (1967) (1987) (1988) (1952) (1953) (1952) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1951 - 2011 
Annual total  901,152    1,362,411    
Annual mean  2,469    3,733    2,449   
Highest annual mean    3,733 2011  
Lowest annual mean    1,336 1957  
Highest daily mean  26,400 Apr   6   35,100 Apr 30   42,300 Apr 30, 2008  
Lowest daily mean  91 Sep   3   237 Jul 20   34 Sep 10, 2002  
Annual seven-day minimum  98 Sep   1   319 Feb 12   42 Sep   5, 2002  
Maximum peak flow   35,600 Apr 30   44,400 May   1, 1974  
Maximum peak stage   19.25 Apr 13   23.00 Apr 11, 1991  
Instantaneous low flow   224 Jul 20   32 Sep 10, 2002  
Annual runoff (cfsm)  1.84    2.78    1.83   
Annual runoff (inches)  25.00    37.79    24.81   
10 percent exceeds  4,870    8,960    6,180   
50 percent exceeds  1,280    1,940    1,030   
90 percent exceeds  364    454    264   
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