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Water-Data Report 2011 

01525500 CANISTEO RIVER AT WEST CAMERON, NY 
Upper Susquehanna Basin 

Tioga Subbasin 

LOCATION.--Lat 42°13′20″, long 77°25′04″ referenced to North American Datum of 1983, Steuben County, NY, Hydrologic Unit 02050104, on right bank 
250 ft downstream from bridge on County Highway 119, 0.3 mi southeast of West Cameron, and 1.7 mi north of Cameron. 

DRAINAGE AREA.--340 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--January 1930 to September 1931, February 1937 to September 1970, October 1970 to September 1972 (annual maximum only), 
October 1973 to September 2009 (annual maximum only), October 2009 to current year. 

REVISED RECORDS.--WDR NY-69-1: Drainage area. 

GAGE.--Water-stage recorder. Datum of gage is 1,037.71 ft above NGVD of 1929 (levels by Corps of Engineers). Prior to Sept. 30, 1931, nonrecording gage 
on highway bridge 250 ft upstream at same datum. 

REMARKS.--Records good except those for estimated daily discharges, which are fair. Since March 1940, flood flows regulated by Arkport Reservoir, and, 
since June 1949, by Almond Lake (see station 01523000); normal regulation occasionally sufficient to affect figures of monthly runoff. Telephone and 
satellite gage-height telemeters at station. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, since construction of Almond Reservoir in 1949, 43,000 ft³/s, June 23, 1972, gage height, 
23.48 ft, from rating curve extended above 13,000 ft³/s on basis of slope-area measurement of peak flow. Minimum instantaneous discharge not 
determined. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Maximum discharge, 35,000 ft³/s during flood of July 8-9, 1935, on basis of slope-area measurement. 

EXTREMES FOR PERIOD PRIOR TO REGULATION.--Maximum discharge, prior to construction of Almond Reservoir in 1949, 17,600 ft³/s, May 28, 1946, gage 
height, 18.09 ft; minimum daily discharge, 12.0 ft³/s, Aug. 28, Aug. 30 - Sept. 3, 1939. 

EXTREMES FOR CURRENT YEAR.-- Maximum discharge, 10,700 ft³/s, Dec. 1, gage height, 14.58 ft; maximum gage height, 14.97 ft, Feb. 18 (ice jam); 
minimum discharge, 47 ft³/s, July 28, 29, gage height, 3.48 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=01525500&agency_cd=USGS
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 1,680 206 5,670 683 e76 2,950 644 825 605 105 61 52 
2 484 173 3,380 969 e80 1,530 688 793 444 108 54 51 
3 319 160 2,560 571 e100 933 819 1,970 368 105 54 51 
4 273 141 1,410 388 e125 642 2,310 3,180 311 92 56 50 
5 742 162 937 e250 e145 814 4,560 2,060 342 85 55 58 

6 2,490 184 701 e180 e170 4,440 2,550 1,200 289 80 55 76 
7 1,740 160 530 e170 e180 2,520 1,620 906 258 78 72 140 
8 997 162 e440 e170 e175 1,560 1,290 735 225 76 67 290 
9 501 152 e340 e172 e180 889 983 614 205 74 67 143 

10 335 128 e290 e190 e175 1,640 868 525 185 71 110 99 

11 270 120 e290 e180 e170 5,110 778 445 180 67 93 86 
12 274 113 e360 e170 e182 2,360 675 373 399 64 83 87 
13 224 109 e600 e165 e188 1,790 1,520 354 240 63 60 75 
14 191 115 e340 e165 e210 1,240 1,360 583 179 59 95 77 
15 167 120 e300 e160 e230 915 834 1,400 161 56 230 80 

16 239 123 e290 e155 e260 1,390 1,410 2,080 134 55 130 93 
17 225 948 e290 e150 344 1,830 2,150 1,090 136 54 106 80 
18 190 749 e290 e145 e1,040 3,110 1,230 1,180 128 55 72 86 
19 171 592 e280 e140 e1,330 2,250 1,110 1,490 125 55 74 86 
20 142 457 e290 e145 e1,060 1,200 1,930 2,260 120 55 82 74 

21 134 365 e290 e150 e660 2,020 1,500 1,360 162 52 78 73 
22 154 274 e290 e145 e530 1,810 982 933 644 51 72 72 
23 149 396 e270 e140 e440 1,210 2,350 757 476 50 64 75 
24 160 444 e280 e130 e400 967 2,070 2,510 304 49 66 242 
25 159 323 e290 e110 e390 809 1,400 1,590 330 52 115 152 

26 263 435 e260 e105 e380 630 2,050 1,230 221 55 139 115 
27 529 410 e260 e100 e400 567 3,040 899 181 50 107 119 
28 433 333 e270 e86 2,630 515 2,650 1,050 140 47 79 861 
29 331 290 e260 e84 --- 455 1,780 750 126 54 71 1,390 
30 261 261 e280 e80 --- 499 1,060 1,350 114 56 67 535 
31 233 --- e300 e76 --- 655 --- 833 --- 52 57 --- 

Total 14,460 8,605 22,638 6,524 12,250 49,250 48,211 37,325 7,732 2,025 2,591 5,468 
Mean 466 287 730 210 438 1,589 1,607 1,204 258 65.3 83.6 182 
Max 2,490 948 5,670 969 2,630 5,110 4,560 3,180 644 108 230 1,390 
Min 134 109 260 76 76 455 644 354 114 47 54 50 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1931 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 139 220 317 314 368 916 900 497 234 89.3 71.6 79.1 
Max 772 1,059 909 956 974 1,925 2,280 1,449 749 205 263 415 
(WY) (1956) (1951) (1960) (1952) (1951) (1945) (1940) (1943) (1960) (1942) (1967) (1945) 
Min 22.5 24.8 30.6 28.1 75.4 266 125 101 41.1 26.9 20.3 19.0 
(WY) (1965) (1931) (1931) (1961) (1958) (1965) (1946) (1955) (1955) (1955) (1939) (1939) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1931 - 2011 
Annual total  140,853    217,079    
Annual mean  386    595    344   
Highest annual mean    595 2011  
Lowest annual mean    195 1962  
Highest daily mean  5,670 Dec   1   5,670 Dec   1   11,500 Mar   7, 1956  
Lowest daily mean  35 Sep 26   47 Jul 28   12 Aug 28, 1939  
Annual seven-day minimum  40 Sep 22   51 Jul 22   12 Aug 28, 1939  
10 percent exceeds  761    1,630    820   
50 percent exceeds  194    260    122   
90 percent exceeds  53    67    32   
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