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Water-Data Report 2011 

04182950 MAUMEE RIVER AT COLISEUM BLVD AT FORT WAYNE, IN 
Lake Erie Basin 

LOCATION.--Lat 41°04′47″, long 85°05′15″ referenced to North American Datum of 1927, in SW ¼ SE ¼ sec.5, T.30 N., R.13 E., Allen County, IN, 
Hydrologic Unit 04100003,  on left bank and downstream side of Coliseum Blvd bridge, 0.4 mi north of intersection of State Road 14 and Coliseum 
Blvd, 1.5 mi downstream of Anthony Blvd, 2.7 mi below confluence of St. Joseph and St. Marys Rivers, and at mile 133.4. 

DRAINAGE AREA.--1,930 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--November 28, 2003 to current year. 

GAGE.--Water-stage recorder. Datum of gage is 728.19 ft. above National Geodetic Vertical Datum of 1929. (Prior to October 2004, erroneously published 
as 728.50 ft.) 

REMARKS.--Records good except for estimated daily discharges, which are poor. Flow regulated by power-plant on the St. Joseph River 5.9 mi upstream 
from station. Flow slightly regulated by upstream reservoirs. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=04182950&agency_cd=USGS
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 e120 146 1,660 1,060 e215 11,800 1,020 12,000 11,100 358 240 188 
2 e133 154 1,440 2,480 e221 12,600 980 9,160 8,300 348 229 109 
3 e173 157 1,230 1,840 e214 12,900 933 6,500 5,710 392 239 99 
4 e100 142 1,180 1,340 e206 12,800 956 6,160 4,560 347 210 155 
5 e100 166 1,160 1,300 e195 14,100 1,050 4,610 3,060 220 205 173 

6 e110 172 1,050 1,170 e194 15,400 1,360 3,640 2,730 307 206 127 
7 e111 162 826 e770 e197 14,300 1,390 3,320 e1,610 293 264 114 
8 e119 171 e444 e478 e200 12,100 2,200 3,210 1,610 226 243 233 
9 e113 160 e355 e345 e205 11,100 4,670 2,720 1,240 160 295 257 

10 e111 166 e320 e333 e199 11,800 3,450 2,110 1,740 e228 360 322 

11 e287 182 e313 e321 e198 10,800 3,300 e2,570 2,270 276 320 387 
12 e246 179 477 e299 e202 8,410 2,850 2,630 2,390 254 237 364 
13 e119 194 457 e281 220 6,070 2,360 2,030 1,630 252 218 292 
14 e101 214 e431 e263 316 4,860 1,890 1,690 1,290 220 287 263 
15 84 212 e397 e254 464 4,060 1,710 4,300 1,130 168 607 253 

16 96 237 e361 e247 711 3,780 1,500 7,210 1,310 221 405 223 
17 107 316 e330 e241 1,950 3,370 1,350 6,170 898 202 297 199 
18 113 267 e308 280 7,830 2,600 1,190 5,670 880 174 251 148 
19 118 266 e285 325 9,070 2,340 1,530 5,670 922 192 218 237 
20 165 237 e261 287 8,260 1,980 8,190 5,490 856 185 197 308 

21 173 228 e242 242 7,670 1,780 9,540 5,170 1,030 175 199 266 
22 106 291 e225 e237 7,080 1,870 7,630 e3,830 968 108 171 e244 
23 128 438 e213 e235 5,920 2,210 9,810 3,200 825 161 104 260 
24 246 440 e201 e234 4,560 2,180 e9,970 6,530 870 185 115 323 
25 316 1,070 e193 e232 3,350 1,960 8,690 9,600 855 198 185 541 

26 132 1,940 e186 e229 3,070 1,830 10,300 17,100 770 287 195 998 
27 e163 2,200 e180 e226 2,610 1,740 10,100 17,600 731 143 184 886 
28 165 1,580 e176 e222 7,390 1,610 12,300 15,300 631 237 233 1,240 
29 163 1,440 e180 e221 --- 1,410 14,100 14,500 371 262 206 1,340 
30 159 1,630 e200 e217 --- 1,250 13,900 13,900 575 322 207 1,380 
31 151 --- 269 e216 --- 1,140 --- 13,100 --- 275 213 --- 

Total 4,528 15,157 15,550 16,425 72,917 196,150 150,219 216,690 62,862 7,376 7,540 11,929 
Mean 146 505 502 530 2,604 6,327 5,007 6,990 2,095 238 243 398 
Max 316 2,200 1,660 2,480 9,070 15,400 14,100 17,600 11,100 392 607 1,380 
Min 84 142 176 216 194 1,140 933 1,690 371 108 104 99 
Cfsm 0.08 0.26 0.26 0.27 1.35 3.28 2.59 3.62 1.09 0.12 0.13 0.21 
In. 0.09 0.29 0.30 0.32 1.41 3.78 2.90 4.18 1.21 0.14 0.15 0.23 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 2004 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 577 1,104 2,777 3,731 3,318 4,648 3,079 2,973 1,910 659 712 441 
Max 1,882 2,003 5,231 8,276 7,255 6,619 5,548 6,990 5,064 1,316 2,489 826 
(WY) (2007) (2007) (2007) (2005) (2008) (2009) (2009) (2011) (2004) (2008) (2007) (2004) 
Min 146 295 502 530 688 2,055 803 872 347 223 187 155 
(WY) (2011) (2009) (2011) (2011) (2007) (2005) (2004) (2005) (2007) (2007) (2008) (2010) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 2004 - 2011 
Annual total  617,872    777,343    
Annual mean  1,693    2,130    2,208   
Highest annual mean    2,770 2008  
Lowest annual mean    1,761 2006  
Highest daily mean  15,300 May 22   17,600 May 27   21,400 Mar 12, 2009  
Lowest daily mean  84 Oct 15   84 Oct 15   72 Nov 11, 2008  
Annual seven-day minimum  105 Oct 13   105 Oct 13   101 Aug 28, 2008  
Maximum peak flow   18,300 May 27   21,800 Mar 13, 2009  
Maximum peak stage   21.69 May 27   23.73 Mar 13, 2009  
Annual runoff (cfsm)  0.877    1.10    1.14   
Annual runoff (inches)  11.91    14.98    15.54   
10 percent exceeds  4,440    7,730    6,180   
50 percent exceeds  693    333    904   
90 percent exceeds  134    160    175   
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