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Water-Data Report 2011
05517500 KANKAKEE RIVER AT DUNNS BRIDGE, IN

[llinois River Basin

LOCATION.--Lat 41°13'12”, long 86°58'06" referenced to North American Datum of 1927, in NE % SE % sec.15, T.32 N., R.5 W., Porter County, IN,
Hydrologic Unit 07120001, on right bank at downstream side of county road 500E bridge at Dunns Bridge, 1.8 mi north of Tefft, 3.6 mi upstream from
Davis Ditch, and at mile 90.8.

DRAINAGE AREA .--1,352 mi2 of which 192 mi2 probably is noncontributing, of which 192 mi2 does not contribute directly to surface runoff.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--July 1948 to current year.
REVISED RECORDS.--WSP 1728: 1954(m). WSP 2115: Drainage area.

GAGE.--Water-stage recorder. Datum of gage is 649.65 ft above National Geodetic Vertical Datum of 1929 (levels by State of Indiana, Department of
Natural Resources). Prior to July 17, 1956, nonrecording gage, and July 17, 1956 to Oct. 31 1998, water-stage recorder at site 250 ft downstream at
same datum.

REMARKS .--Records fair except for estimated daily discharges, which are poor.

U.S. Department of the Interior Suggested citation: U.S. Geological Survey, 2012, Water-resources data for the United States, Water
. Year 2011: U.S. Geological Survey Water-Data Report WDR-US-2011, site 05517500, accessed at
U:S. Geological Survey http://wdr.water.usgs.gov/wy2011/pdfs/05517500.2011 pdf
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011

DAILY MEAN VALUES
[e, estimated)]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 537 580 909 1,480 €624 2,460 1,490 4,840 4,700 1,670 1,250 581

2 525 577 892 1,580 €607 2,720 1,490 4,940 4,690 1,930 1,110 573

3 523 571 855 1,520 €602 2,840 1,450 4,960 4,570 1,950 1,060 554

4 516 587 820 1,420 €602 2,870 1,430 4,850 4,300 2,010 1,060 578

5 515 632 814 1,280 €602 2,850 1,400 4,620 3,960 2,060 1,010 618

6 511 665 790 1,210 €594 2,950 1,360 4,310 3,530 1,840 940 620

7 517 660 756 1,130 e576 3,130 1,330 3,980 3,090 1,650 944 619

8 505 648 754 1,070 e566 3,280 1,380 3,650 2,700 1,510 967 616

9 494 648 717 1,070 e556 3,400 1,490 3,330 2,580 1,410 1,020 641

10 491 653 726 977 e556 3,460 1,580 3,010 2,840 1,340 988 686

1 488 633 736 974 e551 3,390 1,720 2,730 2,910 1,280 927 690

12 485 615 e734 971 e551 3,270 1,870 2,620 2,920 1,250 872 670

13 465 619 e714 945 €551 3,080 1,970 2,670 2,820 1,200 839 651

14 475 632 e701 929 eb51 2,790 1,840 2,710 2,560 1,150 922 630

15 484 642 €695 939 e546 2,540 1,670 2,870 2,350 1,090 951 642

16 492 641 €695 912 e546 2,390 1,580 3,100 2,460 1,040 914 636

17 488 670 €695 895 1,060 2,250 1,550 3,240 2,450 974 864 644

18 491 631 €695 912 1,560 2,150 1,530 3,300 2,300 939 831 653

19 494 616 €695 925 2,100 2,010 1,620 3,200 2,170 971 793 654

20 500 606 €689 911 2,340 1,910 2,210 2,930 2,120 971 766 662

21 499 616 €689 851 2,460 1,830 2,790 2,660 2,170 917 789 657

22 489 627 e677 €824 2,380 1,910 3,100 2,470 2,210 888 778 644

23 500 682 e677 e795 2,240 2,110 3,350 2,370 2,230 966 738 641

24 513 755 €683 e774 2,060 2,160 3,490 2,280 2,210 1,020 720 621

25 535 822 €689 e760 1,930 2,070 3,480 2,230 2,140 1,060 703 627

26 584 917 €687 e740 1,830 1,930 3,610 2,670 2,020 1,070 673 688

27 620 958 e671 e7l14 1,790 1,810 3,920 3,300 1,900 971 633 840

28 613 896 €659 €699 2,050 1,720 4,310 3,630 1,790 885 629 969

29 581 818 €695 e672 1,650 4,650 3,950 1,710 906 611 1,030

30 586 835 865 €659 1,580 4,800 4,330 1,610 1,280 594 1,020

31 589 1,100 e641 1,530 4,590 1,420 592

Total 16,105 20,452 23,174 30,179 32,981 76,040 69,460 106,340 82,010 39,618 26,488 20,355

Mean 520 682 748 974 1,178 2,453 2,315 3,430 2,734 1,278 854 678

Max 620 958 1,100 1,580 2,460 3,460 4,800 4,960 4,700 2,060 1,250 1,030

Min 465 571 659 641 546 1,530 1,330 2,230 1,610 885 592 554
Cfsm 0.45 0.59 0.64 0.84 1.02 2.11 2.00 2.96 2.36 1.10 0.74 0.58
In. 0.52 0.66 0.74 0.97 1.06 2.44 2.23 341 2.63 1.27 0.85 0.65

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1949 - 2011, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 927 1,123 1,371 1,528 1,641 2,106 2,147 1,778 1,465 1,077 847 763

Max 3,378 2,562 2,816 3,845 4,022 4,229 4,376 3,430 3,360 2,622 2,316 2,305

(Wy) (1955)  (1973)  (1983)  (1991)  (2008)  (1985)  (1950)  (2011)  (1996)  (1996)  (1990)  (2008)

Min 350 398 447 449 391 719 962 767 657 419 371 360

(WY) (1964)  (1965)  (1964)  (1963)  (1963) (1957) (2003)  (1958)  (1988)  (1988)  (1964)  (1964)
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SUMMARY STATISTICS

Calendar Year 2010 Water Year 2011 Water Years 1949 - 2011
Annual total 461,289 543,202
Annual mean 1,264 1,488 1,396
Highest annual mean 2,161 1991
Lowest annual mean 618 1964
Highest daily mean 3,310 Mar 16 4,960 May 3 5,850 Mar 23, 1982
Lowest daily mean 465 Oct 13 465 Oct 13 280 Jan 25, 1963
Annual seven-day minimum 482 Oct 11 482 Oct 11 283 Jan 24, 1963
Maximum peak flow 5,000 May 3 5,870 Mar 23, 1982
Maximum peak stage 12.31 May 3 13.38 Mar 23, 1982
Annual runoff (cfsm) 1.09 1.28 1.20
Annual runoff (inches) 14.79 17.42 16.35
10 percent exceeds 2,090 3,160 2,660
50 percent exceeds 1,220 967 1,150
90 percent exceeds 569 572 541
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