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Water-Data Report 2011
08062895 Kings Creek at State Highway 34 near Kaufman, TX
Upper Trinity Basin
Cedar Subbasin

LOCATION.--Lat 32°33'22", long 96°20"20" referenced to North American Datum of 1983, Kaufman County, TX, Hydrologic Unit 12030107, on downstream
right bank of State Highway 34 bridge, 2.9 mi southwest of Kaufman, and 4.0 mi northeast of Scurry.

DRAINAGE AREA.--224 miz.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--Mar. 2009 to current year.
GAGE.--Water-stage recorder. Datum of gage is 300.00 ft above NGVD of 1929. Satellite telemeter at station.

REMARKS.--Records fair. During the year, the cities of Terrell and Kaufman returned sewage effluent into the creek above this station. Flow is affected at
times by discharge from the flood-detention pools of 28 floodwater-retarding structures with a combined detention capacity of 14,560 acre-ft. These
structures control runoff from 46.8 mi2 in the Cedar Creek drainage basin.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 12,800 ft3s, Oct. 14, 2009, gage height, 74.90 ft; minimum, 0.68 ft3s, Aug. 9, 2011, gage height,
53.84 ft; minimum gage height, 53.80 ft, July 11, 16, 17, 2011.

EXTREMES OUTSIDE PERIOD OF RECORD.--Maximum discharge since at least 1949, 56,200 ft3s, Apr. 1976, from downstream discontinued station
08062900 (Kings Creek near Kaufman, TX).

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 1,450 ft3s, May 25, gage height, 68.26 ft; minimum, 0.68 f3s, Aug. 9, gage height, 53.84 ft;
minimum gage height, 53.80 ft, July 11, 16, 17.

U.S. Department of the Interior Suggested citation: U.S. Geological Survey, 2012, Water-resources data for the United States, Water
. Year 2011: U.S. Geological Survey Water-Data Report WDR-US-2011, site 08062895, accessed at
U:S. Geological Survey http://wdr.water.usgs.gov/wy2011/pdfs/08062895.2011 pdf
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DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011

DAILY MEAN VALUES
[e, estimated)]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 4.1 3.2 17 12 7.6 87 3.8 3.2 5.4 3.2 11 1.2
2 3.8 4.5 7.8 6.9 56 39 35 3.9 4.5 2.9 0.99 11
3 3.3 301 4.5 49 26 20 3.2 126 4.1 2.6 0.97 1.00
4 35 325 3.8 4.3 17 13 3.6 62 3.6 2.4 1.0 0.97
5 3.7 82 3.6 3.6 14 10 36 19 3.1 1.9 1.00 0.90
6 3.7 35 3.2 3.3 52 8.1 16 9.6 2.9 1.8 0.92 0.82
7 3.7 16 3.5 3.0 166 7.1 7.8 6.5 2.6 2.0 0.88 0.78
8 35 9.9 3.7 2.7 105 6.3 6.0 4.4 2.9 2.4 0.84 1.0
9 35 6.9 34 19 47 11 4.5 3.9 25 1.8 0.80 1.2
10 35 5.7 3.2 495 28 13 4.4 3.1 25 15 0.77 1.2
1" 3.4 5.0 4.1 149 20 8.8 4.6 3.6 2.5 14 0.89 1.2
12 3.5 4.1 3.1 49 15 6.1 38 440 2.0 15 0.89 1.1
13 3.9 4.5 2.8 23 13 5.3 17 232 2.1 1.6 1.3 1.1
14 3.7 6.1 3.0 14 11 49 8.3 49 2.1 15 11 11
15 3.6 6.0 3.1 11 9.5 6.5 8.2 21 2.3 1.7 1.00 1.2
16 2.7 5.0 3.9 241 8.7 5.8 82 12 2.4 1.3 12 1.2
17 2.5 4.4 34 561 9.1 4.9 19 7.8 24 1.3 1.2 14
18 2.4 8.3 3.6 149 7.9 4.6 7.9 6.0 2.7 14 1.3 1.3
19 2.5 4.1 3.7 62 7.7 4.5 5.5 5.2 2.3 1.3 1.3 1.7
20 3.0 34 3.8 32 6.7 5.1 4.5 17 2.0 14 14 2.8
21 3.2 3.1 35 23 6.3 5.2 4.2 532 27 14 11 2.0
22 3.1 3.1 3.6 20 6.4 4.4 34 234 853 14 0.91 15
23 3.8 3.6 3.3 14 5.9 4.3 3.5 34 316 1.3 1.0 1.4
24 6.6 3.7 3.8 12 100 4.1 3.5 16 42 1.3 el.2 1.3
25 14 5.4 8.8 9.2 995 4.1 4.0 754 18 1.3 el.2 1.3
26 5.8 5.0 15 8.1 259 4.0 17 759 10 1.3 1.3 1.3
21 3.8 8.4 7.2 7.3 96 4.0 10 114 6.7 1.3 1.3 1.3
28 3.2 7.6 5.0 6.8 80 3.9 8.5 42 4.8 14 12 14
29 4.0 5.7 16 6.4 - 3.5 5.5 18 4.0 1.2 el.2 14
30 35 17 121 5.9 - 3.7 4.2 9.9 3.6 11 ell 14
3 3.1 32 5.9 3.5 6.8 1.2 11
Mean 3.92 30.1 9.92 63.4 7.7 10.2 11.6 115 447 1.65 1.08 1.29
Max 14 325 121 561 995 87 82 759 853 3.2 14 2.8
Min 2.4 3.1 2.8 2.7 5.9 35 3.2 3.1 2.0 11 0.77 0.78
Ac-ft 241 1,790 610 3,900 4,320 626 689 7,050 2,660 101 66 77
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