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Water-Data Report 2011 

08066500 Trinity River at Romayor, TX 
Lower Trinity Basin 

Lower Trinity-Kickapoo Subbasin 

LOCATION.--Lat 30°25′30″, long 94°51′02″ referenced to North American Datum of 1927, Liberty County, TX, Hydrologic Unit 12030202, near right bank at 
downstream side of bridge on State Highway 787, 1.9 mi south of Romayor, 1.9 mi downstream from Gulf, Colorado, and Santa Fe Railway Co. bridge, 
3.7 mi downstream from Big Creek, and at mile 94.3. 

DRAINAGE AREA.--17,186 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--May 1924 to current year (daily mean discharge). Monthly discharge only for some periods, published in WSP 1312. 

PERIOD OF RECORD, Water-Quality.-- 
CHEMICAL DATA: Oct. 1941 to Nov. 1949, Feb. 1950 to Sept. 1951, Oct. 1953 to Sept. 1995. 
BIOCHEMICAL DATA: Feb. 1968 to Sept. 1995. 
PESTICIDE DATA: Feb. 1968 to July 1981, Aug. 1983 to Sept. 1995. 
RADIOCHEMICAL DATA: Feb. 1981 to Dec. 1992. 
SEDIMENT DATA: Mar. 1959 to Sept. 1995. 
SUSPENDED SEDIMENT DATA: Oct. 1954 to Sept. 1955, Oct. 1968 to Sept. 1971. 

PERIOD OF DAILY RECORD, Water-Quality.-- 
SPECIFIC CONDUCTANCE: Oct. 1941 to Sept. 1942, Jan. 1944 to Sept. 1951, Oct. 1953 to Sept. 1994. 
WATER TEMPERATURE: Oct. 1941 to Sept. 1950, Oct. 1953 to Sept. 1994. 

REVISED RECORDS.--WSP 1392: 1932, 1935. WSP 1922: Drainage area. WDR TX-81-1: 1980 (M, m). 

GAGE.--Water-stage recorder. Datum of gage is 25.92 ft above NGVD of 1929. Prior to Oct. 1, 1943, nonrecording gage at datum 63.57 ft higher at railroad 
bridge 1.9 mi upstream. Oct. 1, 1943, to Dec. 31, 1988, water-stage recorder and nonrecording gage (Sept. 15, 1975, to June 16, 1977) at present site 
and at datum 10.00 ft higher than current datum. Satellite telemeter at station. 

REMARKS.--Records good, including those for estimated daily discharges. Since installation of gage in water year 1924, at least 10% of contributing 
drainage area has been regulated. Some records listed in the "Period of Record" for surface water and water quality may not be available 
electronically. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=08066500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 2,840 954 992 1,430 3,350 1,870 1,050 974 4,740 2,680 1,600 1,490 
2 2,830 981 962 1,650 3,550 1,870 1,060 1,000 4,740 1,610 1,590 1,480 
3 2,780 966 953 1,670 3,470 1,850 1,040 968 4,710 1,510 1,590 1,480 
4 2,790 941 950 2,120 2,710 1,850 1,040 985 4,670 1,600 1,580 1,480 
5 2,790 951 919 2,510 1,990 1,910 1,070 994 3,450 1,530 1,580 1,470 

6 2,770 958 941 2,550 1,890 1,910 1,030 988 2,320 1,510 1,580 1,580 
7 2,040 953 928 2,570 1,860 1,850 1,030 1,710 1,510 1,540 1,570 1,620 
8 1,320 948 936 2,570 1,820 1,870 1,020 3,440 1,240 1,540 1,570 1,650 
9 1,190 956 934 2,630 1,830 1,860 1,010 5,040 1,200 1,540 1,570 1,580 

10 1,130 1,580 923 3,190 1,850 1,840 995 5,470 1,190 1,530 1,560 1,490 

11 1,100 1,840 926 3,390 1,840 1,810 1,030 4,090 1,180 1,530 1,560 1,450 
12 1,090 1,850 911 3,300 1,840 1,810 1,030 3,240 1,170 1,530 1,560 1,450 
13 1,070 1,860 942 2,220 1,810 1,800 1,010 3,180 1,160 1,520 1,560 1,470 
14 1,050 1,850 908 2,010 1,830 1,820 1,000 3,020 1,150 1,520 1,570 1,540 
15 1,050 1,940 906 3,170 1,800 1,830 1,010 3,030 1,150 1,540 1,570 1,590 

16 1,040 1,900 920 3,470 1,790 1,660 1,010 3,020 1,140 1,580 1,550 1,560 
17 1,030 1,850 893 4,060 1,770 1,420 985 3,010 1,130 1,540 1,550 1,520 
18 1,030 1,830 895 4,530 1,780 1,400 990 2,980 1,130 1,540 1,550 1,610 
19 1,020 1,840 899 4,420 1,780 1,190 985 2,960 1,170 1,580 1,560 1,680 
20 1,010 1,820 885 4,380 1,730 1,040 995 2,900 1,240 1,550 1,540 1,610 

21 1,120 1,800 909 4,390 1,750 1,010 982 2,360 2,300 1,520 1,540 1,580 
22 1,250 1,790 906 4,380 1,830 986 980 2,100 2,430 1,500 1,540 1,570 
23 1,260 1,810 890 4,360 1,880 1,020 969 2,560 2,130 1,490 1,540 1,550 
24 1,270 1,770 893 4,400 1,890 1,040 976 3,580 1,850 1,500 1,550 1,550 
25 1,180 1,780 924 4,530 1,900 1,070 964 3,830 1,670 1,510 1,570 1,530 

26 1,010 1,800 1,370 4,590 1,880 1,080 e1,010 3,870 1,650 1,580 1,540 1,540 
27 977 1,820 1,580 4,260 1,840 1,070 1,040 3,840 1,680 1,610 1,520 1,540 
28 940 1,790 1,130 2,580 1,870 1,050 1,020 3,840 3,000 1,620 1,510 1,540 
29 956 1,450 948 2,100 --- 1,070 992 3,830 4,210 1,620 1,510 1,530 
30 961 1,050 944 2,030 --- 1,060 988 4,320 4,220 1,600 1,500 1,530 
31 962 --- 950 2,220 --- 1,070 --- 4,700 --- 1,610 1,500 --- 

Total 44,856 45,628 29,967 97,680 57,130 45,986 30,311 91,829 66,530 49,180 48,180 46,260 
Mean 1,447 1,521 967 3,151 2,040 1,483 1,010 2,962 2,218 1,586 1,554 1,542 
Max 2,840 1,940 1,580 4,590 3,550 1,910 1,070 5,470 4,740 2,680 1,600 1,680 
Min 940 941 885 1,430 1,730 986 964 968 1,130 1,490 1,500 1,450 
Ac-ft 88,970 90,500 59,440 193,700 113,300 91,210 60,120 182,100 132,000 97,550 95,570 91,760 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1924 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 3,553 5,878 7,912 9,363 10,200 11,750 10,730 14,460 11,100 4,832 2,065 2,298 
Max 25,380 31,160 43,240 51,740 44,510 53,570 65,710 62,000 45,120 44,120 15,850 14,850 
(WY) (1974) (1999) (1941) (1992) (1992) (2001) (1945) (1957) (1957) (2007) (2007) (1974) 
Min 181 274 351 347 450 528 415 1,249 455 201 128 165 
(WY) (1957) (1956) (1971) (1971) (1971) (1925) (1925) (2006) (1925) (1956) (1956) (1956) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1924 - 2011 
Annual total  2,973,821    653,537    
Annual mean  8,147    1,791    7,839   
Highest annual mean    20,630 1992  
Lowest annual mean    730 1971  
Highest daily mean  50,500 Feb 13   5,470 May 10   117,000 Oct 19, 1994  
Lowest daily mean  820 Aug 28   885 Dec 20   104 Aug 23, 1956  
Annual seven-day minimum  826 Aug 27   897 Dec 17   106 Aug 20, 1956  
Maximum peak flow   5,570 May 10   122,000 Oct 19, 1994  
Maximum peak stage   14.53 May 10   a35.80 May   9, 1942  
Annual runoff (ac-ft)  5,899,000    1,296,000    5,679,000   
10 percent exceeds  24,200    3,260    22,600   
50 percent exceeds  2,840    1,550    2,690   
90 percent exceeds  905    962    630   
a Datum then in use. 
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