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Water-Data Report 2011 

08183500 San Antonio River near Falls City, TX 
San Antonio Basin 

Lower San Antonio Subbasin 

LOCATION.--Lat 28°57′05″, long 98°03′50″ referenced to North American Datum of 1927, Karnes County, TX, Hydrologic Unit 12100303, on left bank 23 ft 
downstream from bridge on Farm Road 791, 0.9 mi upstream from Scared Dog Creek, 3.6 mi southwest of Falls City, and 150.5 mi upstream from 
mouth. 

DRAINAGE AREA.--2,113 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--Apr. 1925 to current year. 

PERIOD OF RECORD, Water-Quality.-- 

CHEMICAL DATA: May 1965 to Oct. 1966, Apr. 1970 to Sept. 1981, Dec. 1986 to Sept. 1994. 
BIOCHEMICAL DATA: May 1965 to Oct. 1966, Jan. 1968 to Sept. 1969, Feb. 1974 to Feb. 1981, Oct. 1990 to Sept. 1994. 
SEDIMENT DATA: Feb. 1966 to Sept. 1975. 

PERIOD OF DAILY RECORD, Water-Quality.-- 

SPECIFIC CONDUCTANCE: Jan. 1987 to Sept. 1996. 
pH: Jan. 1987 to Sept. 1996. 
WATER TEMPERATURE: Jan. 1987 to Sept. 1996. 
DISSOLVED OXYGEN: Jan. 1987 to Sept. 1996. 

REVISED RECORDS.--WSP 1732: 1947(M). WSP 1923: Drainage area. WDR TX-87-3: 1983-84. WDR TX-02-5: 1999(M). 

GAGE.--Water-stage recorder. Datum of gage is 285.49 ft above NGVD of 1929. Satellite telemeter at station. 

REMARKS.--Records good. Since installation of gage in Apr. 1925, at least 10% of contributing drainage area has been regulated. Flow is also regulated 
by eleven Natural Resources Conservation Service floodwater-retarding structures. Floodwater-retarding structures were completed in 1972. Some 
diversions for municipal uses and irrigation above station (amount unknown). Some records listed in the "Period of Record" for surface water and 
water quality may not be available electronically. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood in Oct. 1913 reached a stage of 28.4 ft, from floodmark, from information by local residents. Maximum 
stage since at least 1875, that of Sept. 29, 1946. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=08183500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 480 281 370 330 259 246 244 140 101 94 68 50 
2 465 293 359 341 283 239 249 136 119 91 70 45 
3 455 505 354 313 408 222 248 148 114 96 72 43 
4 447 560 363 313 362 222 241 152 106 85 67 43 
5 436 438 363 335 362 215 254 146 93 79 59 39 

6 428 422 367 321 342 229 199 135 91 79 59 42 
7 425 401 365 313 322 213 177 136 83 83 56 42 
8 419 387 351 305 316 214 162 125 114 73 55 43 
9 407 376 283 325 298 217 155 130 130 72 55 41 

10 386 372 254 909 307 226 161 130 99 70 59 40 

11 382 384 254 1,010 330 221 158 117 100 61 57 52 
12 384 381 262 569 323 207 178 118 102 73 57 53 
13 390 436 302 484 293 206 172 156 107 83 57 49 
14 388 407 292 360 297 212 158 721 98 74 62 51 
15 354 400 289 304 282 210 171 381 98 68 58 51 

16 350 393 309 339 247 207 184 289 92 71 54 51 
17 366 385 311 939 231 197 162 246 88 75 57 48 
18 360 359 295 726 238 190 145 218 72 73 54 209 
19 372 386 303 474 243 197 143 163 72 78 54 183 
20 339 376 291 425 224 188 160 148 73 74 59 186 

21 314 351 291 415 246 184 162 123 74 71 49 244 
22 294 342 312 382 252 181 158 119 112 97 47 141 
23 294 361 310 368 245 205 154 125 388 108 45 94 
24 299 348 291 356 239 214 147 114 890 96 56 70 
25 284 346 292 349 246 205 144 119 372 83 50 70 

26 295 373 563 355 237 210 148 109 257 77 51 65 
27 319 381 421 346 216 213 155 130 227 67 50 65 
28 292 352 325 292 228 210 162 139 213 64 52 69 
29 300 350 316 262 --- 205 147 103 194 66 52 58 
30 291 346 320 269 --- 196 140 90 126 65 51 56 
31 274 --- 350 277 --- 243 --- 77 --- 66 63 --- 

Total 11,289 11,492 10,128 13,106 7,876 6,544 5,238 5,183 4,805 2,412 1,755 2,293 
Mean 364 383 327 423 281 211 175 167 160 77.8 56.6 76.4 
Max 480 560 563 1,010 408 246 254 721 890 108 72 244 
Min 274 281 254 262 216 181 140 77 72 61 45 39 
Ac-ft 22,390 22,790 20,090 26,000 15,620 12,980 10,390 10,280 9,530 4,780 3,480 4,550 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1925 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 521 450 397 425 470 412 475 610 724 591 351 524 
Max 4,731 3,726 2,668 2,705 4,803 3,536 2,615 4,303 10,120 12,140 4,693 4,100 
(WY) (1999) (2005) (1992) (1968) (1992) (1992) (1992) (1992) (1987) (2002) (2007) (1946) 
Min 57.5 67.3 70.6 89.0 94.9 75.6 61.2 84.7 38.0 55.3 40.4 57.7 
(WY) (1956) (1956) (1955) (1957) (1956) (1956) (1956) (1956) (1956) (1954) (1954) (1930) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1925 - 2011 
Annual total  234,257    82,121    
Annual mean  642    225    497   
Highest annual mean    2,253 1992  
Lowest annual mean    92.0 1956  
Highest daily mean  8,010 Sep 10   1,010 Jan 11   53,800 Jul   7, 2002  
Lowest daily mean  149 Aug 23   39 Sep   5   19 Jun 27, 1956  
Annual seven-day minimum  158 Aug 19   41 Sep   4   23 Jun   8, 1956  
Maximum peak flow   1,470 Jan 10   54,000 Jul   7, 2002  
Maximum peak stage   3.26 Jan 10   a34.74 Jul   7, 2002  
Annual runoff (ac-ft)  464,600    162,900    360,400   
10 percent exceeds  909    386    900   
50 percent exceeds  388    212    263   
90 percent exceeds  247    57    95   
a From floodmark. 
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