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Water-Data Report 2011 

08188500 San Antonio River at Goliad, TX 
San Antonio Basin 

Lower San Antonio Subbasin 

LOCATION.--Lat 28°38'57.43", long 97°23'05.49" referenced to North American Datum of 1983, Goliad County, TX, Hydrologic Unit 12100303, on right bank 
at upstream end of bridge on U.S. Highway 183, 1.2 mi southeast of courthouse in Goliad, 11.7 mi upstream from Manahuilla Creek, and 66.5 mi 
upstream from mouth. 

DRAINAGE AREA.--3,921 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--June 1924 to Mar. 1929, Feb. 1939 to current year. 

PERIOD OF RECORD, Water-Quality.-- 

CHEMICAL DATA: Dec. 1941 to Dec. 1942, Nov. 1944 to Sept. 1946, Sept. 1958 to Sept. 1996, Dec. 2006 to Oct. 09, 2007. 
BIOCHEMICAL DATA: Jan. 1968 to Sept. 1996. 
PESTICIDE DATA: Jan. 1968 to May 1982. 
SEDIMENT DATA: Apr. 1959, Oct. 1974 to Aug. 1994. 
RADIOCHEMICAL DATA: Dec. 2006 to Oct. 09, 2007. 

REVISED RECORDS.--WSP 1923: Drainage area. 

GAGE.--Water-stage recorder. Datum of gage is 91.08 ft above NGVD of 1929. Prior to Mar. 31, 1929, nonrecording gage at Texas and New Orleans 
Railroad Co. bridge 1.1 mi upstream at same datum. Satellite telemeter at station. 

REMARKS.--Records good. Since installation of gage in 1924, at least 10% of contributing drainage area has been regulated. There are many diversions 
above station. Some records listed in the "Period of Record" for surface water and water quality may not be available electronically. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Floods in Oct. 1913 and June 15, 1935, reached about the same stage as flood in 1942. Maximum stage since 
about 1800 occurred in 1869 and was several feet higher than flood of Sept. 23, 1967. Maximum stage since 1869, that of Sept. 23, 1967. Flood of 
July 9, 1942, reached a stage of 44.9 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=08188500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 753 334 381 373 417 346 277 195 144 327 62 71 
2 720 329 389 380 414 350 315 191 130 271 63 69 
3 717 339 395 363 405 349 332 194 119 213 64 80 
4 684 348 389 356 455 338 334 184 148 195 63 66 
5 652 630 390 342 533 327 331 187 151 189 67 62 

6 563 561 389 343 491 327 315 189 146 e168 66 57 
7 549 471 386 362 483 322 298 185 131 e153 59 58 
8 533 453 383 342 474 315 252 180 124 e140 54 57 
9 525 436 384 369 459 317 228 188 123 e129 52 56 

10 518 432 378 380 453 318 220 178 122 e118 52 55 

11 504 428 319 449 445 318 212 178 176 e110 55 53 
12 489 426 293 1,330 446 316 215 196 148 92 50 53 
13 482 444 289 870 458 318 209 195 137 87 54 50 
14 477 451 292 646 455 310 212 187 136 80 57 57 
15 476 522 320 565 440 303 213 314 143 101 63 69 

16 464 443 327 716 443 302 204 679 143 93 72 66 
17 425 434 333 579 436 301 212 431 146 85 80 67 
18 429 434 332 723 390 311 215 356 148 79 77 80 
19 437 426 327 1,280 377 309 204 326 143 81 71 91 
20 438 403 314 806 374 300 200 296 139 83 73 164 

21 440 419 324 640 373 294 194 239 133 81 72 251 
22 405 413 325 584 368 285 203 218 159 93 75 246 
23 388 405 328 548 367 284 211 185 183 75 79 310 
24 373 403 341 521 370 286 217 176 240 86 67 218 
25 369 407 344 492 372 294 217 175 699 109 66 167 

26 373 410 333 482 362 300 209 168 899 110 67 129 
27 372 407 356 484 360 295 210 157 581 87 78 109 
28 368 410 569 478 357 290 204 152 456 79 75 110 
29 376 397 428 465 --- 289 200 160 396 73 70 105 
30 361 384 363 421 --- 279 201 187 366 65 72 103 
31 346 --- 360 413 --- 277 --- 167 --- 63 74 --- 

Total 15,006 12,799 11,081 17,102 11,777 9,570 7,064 7,013 6,909 3,715 2,049 3,129 
Mean 484 427 357 552 421 309 235 226 230 120 66.1 104 
Max 753 630 569 1,330 533 350 334 679 899 327 80 310 
Min 346 329 289 342 357 277 194 152 119 63 50 50 
Ac-ft 29,760 25,390 21,980 33,920 23,360 18,980 14,010 13,910 13,700 7,370 4,060 6,210 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1924 - 2011h, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 895 750 580 605 704 583 775 1,022 1,108 872 474 992 
Max 7,543 5,914 4,628 4,309 7,682 4,379 4,488 6,169 15,370 15,330 5,736 12,050 
(WY) (1999) (2005) (1992) (1968) (1992) (1992) (1992) (1992) (1987) (2002) (2007) (1967) 
Min 75.1 76.2 86.5 104 107 83.9 86.8 137 26.2 52.4 47.9 66.8 
(WY) (1956) (1956) (1955) (1956) (1956) (1956) (1956) (1971) (1956) (1956) (1963) (1954) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1924 - 2011h 
Annual total  346,257    107,214    
Annual mean  949    294    787   
Highest annual mean    3,289 1992  
Lowest annual mean    98.2 1956  
Highest daily mean  11,000 Sep 12   1,330 Jan 12   121,000 Sep 23, 1967  
Lowest daily mean  219 Aug 31   50 Aug 12   2.1 Jun 14, 1956  
Annual seven-day minimum  229 Aug 26   53 Aug   8   5.0 Jun 12, 1956  
Maximum peak flow   1,510 Jan 12   i138,000 Sep 23, 1967  
Maximum peak stage   8.60 Jan 12   a53.70 Sep 23, 1967  
Annual runoff (ac-ft)  686,800    212,700    570,300   
10 percent exceeds  1,430    486    1,350   
50 percent exceeds  536    303    358   
90 percent exceeds  304    71    126   
h See Period of Record paragraph 
i From indirect measurement of peak flow. 
a From floodmark. 
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