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Water-Data Report 2011 

12039005 HUMPTULIPS RIVER BELOW HIGHWAY 101, NEAR HUMPTULIPS, WA 
Washington Coastal Basin 

Grays Harbor Subbasin 

LOCATION.--Lat 47°13′54″, long 123°58′22″ referenced to North American Datum of 1927, in SE ¼ SW ¼ sec.7, T.22 N., R.10 W., Grays Harbor County, 
WA, Hydrologic Unit 17100105, on right bank at site of former bridge 0.6 mi downstream of Highway 101, 0.5 mi west of Humptulips, and at mile 22.9. 

DRAINAGE AREA.--132 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--May 1933 to January 1935, July 1942 to September 1979, and July 2002 to current year. Published as "Humptulips River near 
Humptulips" (12039000) May 1933 to January 1935 and July 1942 to September 1979. 

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 90.00 ft above NGVD of 1929. May 1933, Jan. 1935, and July 1942 to Sept. 1979, at 
site 1.0 mi upstream at different datum. 

REMARKS.--Records good except for estimated daily discharges, which are fair and flows above 8,000 ft³/s, which are poor. No regulation or diversion 
upstream of station. U.S. Geological Survey satellite telemeter at station. 

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--47 years (water years 1934, 1943-79, 2003-2011), 1,361 ft³/s, 140.06 in/yr, 985,800 acre-ft/yr. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 41,600 ft³/s, Nov. 6, 2006, gage height, 25.87 ft estimated from rating curve extended above 
37,500 ft³/s; minimum discharge observed, 82 ft³/s, Sept. 11, 1944. 

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 10,000 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 

Oct 10 0715 11,500 17.78 
Dec 12 1445 *33,500 *24.11 
Jan 14 1730 13,400 18.51 
Jan 16 1530 19,600 20.51 

Mar 31 1130 13,500 18.54 

Minimum discharge, 145 ft³/s, Sept. 12, 14, 15, 17, gage height, 9.61 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=12039005&agency_cd=USGS
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 680 5,040 3,160 1,500 1,480 e1,000 5,410 1,130 815 415 257 171 
2 578 4,180 2,140 1,290 1,280 e1,200 4,270 1,080 801 383 249 168 
3 510 2,590 1,730 1,160 1,170 e1,500 3,210 1,100 825 378 242 165 
4 462 1,930 1,390 1,060 1,670 e1,400 3,130 988 790 367 236 162 
5 422 1,560 1,200 1,470 1,740 e2,250 3,670 944 809 356 231 159 

6 394 1,330 1,090 4,880 1,510 e1,900 3,360 958 822 354 227 157 
7 375 1,760 1,790 5,730 1,860 e1,500 2,640 1,470 795 360 223 155 
8 401 1,550 5,030 4,290 1,640 1,320 2,110 1,460 732 348 221 153 
9 2,010 1,570 3,860 2,880 1,380 2,820 1,770 1,210 680 323 216 151 

10 7,680 1,630 3,420 2,170 1,210 5,460 1,940 1,070 651 304 211 150 

11 2,680 1,390 3,050 1,760 1,100 4,620 3,350 1,080 629 294 206 148 
12 1,670 1,340 24,700 3,210 1,240 5,290 2,340 1,330 595 293 203 148 
13 1,230 1,170 10,700 6,480 2,030 5,940 1,950 1,150 602 312 198 149 
14 1,000 1,150 6,290 9,100 3,840 7,050 2,010 1,040 608 340 195 148 
15 862 1,110 4,570 6,640 4,230 7,350 2,000 1,210 560 448 192 149 

16 761 1,860 3,640 14,100 2,980 6,370 1,870 1,590 518 638 186 151 
17 688 2,760 2,940 13,200 2,300 3,940 1,660 1,490 489 707 183 149 
18 628 3,090 2,690 6,100 2,060 2,910 1,410 1,220 492 621 181 200 
19 583 2,530 2,680 3,640 1,790 2,400 1,230 1,080 483 506 178 195 
20 548 2,500 2,430 2,690 1,520 2,000 1,110 998 467 443 176 161 

21 520 2,020 2,550 2,930 1,310 1,750 1,010 958 453 414 174 155 
22 554 1,650 2,460 2,610 1,230 1,580 923 899 460 384 196 194 
23 602 1,350 2,970 2,120 1,130 1,380 861 833 461 358 485 382 
24 2,770 1,150 4,590 1,930 1,020 1,300 835 780 437 336 300 469 
25 5,940 1,070 5,050 1,900 927 1,500 978 761 418 323 241 407 

26 6,550 1,460 4,280 1,640 870 1,540 1,090 855 399 313 215 2,820 
27 3,710 1,700 3,810 1,430 e910 1,720 1,200 1,090 399 299 199 3,720 
28 2,360 1,400 3,560 1,570 e1,100 1,810 1,700 1,170 411 284 191 1,390 
29 2,070 1,260 2,850 2,560 --- 2,270 1,580 977 437 273 185 902 
30 1,790 3,300 2,220 2,250 --- 5,570 1,290 890 464 266 179 703 
31 2,220 --- 1,800 1,790 --- 9,240 --- 837 --- 267 174 --- 

Total 53,248 58,400 124,640 116,080 46,527 97,880 61,907 33,648 17,502 11,707 6,750 14,331 
Mean 1,718 1,947 4,021 3,745 1,662 3,157 2,064 1,085 583 378 218 478 
Max 7,680 5,040 24,700 14,100 4,230 9,240 5,410 1,590 825 707 485 3,720 
Min 375 1,070 1,090 1,060 870 1,000 835 761 399 266 174 148 
Ac-ft 105,600 115,800 247,200 230,200 92,290 194,100 122,800 66,740 34,720 23,220 13,390 28,430 
Cfsm 13.0 14.7 30.5 28.4 12.6 23.9 15.6 8.22 4.42 2.86 1.65 3.62 
In. 15.01 16.46 35.13 32.71 13.11 27.58 17.45 9.48 4.93 3.30 1.90 4.04 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1933 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 1,100 2,252 2,722 2,737 2,162 1,864 1,322 825 480 323 242 396 
Max 3,195 5,542 5,646 5,750 4,799 3,814 2,257 1,731 1,009 751 552 1,250 
(WY) (2004) (2010) (1934) (1953) (1961) (1972) (1959) (1948) (2010) (1974) (1964) (1978) 
Min 123 599 1,031 614 681 830 617 365 208 151 108 134 
(WY) (2003) (1953) (2009) (1949) (2009) (1947) (1973) (2004) (2003) (1958) (1951) (1965) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1933 - 2011 
Annual total  588,585    642,620    
Annual mean  1,613    1,761    1,361   
Highest annual mean    1,878 1974  
Lowest annual mean    868 1944  
Highest daily mean  24,700 Dec 12   24,700 Dec 12   33,700 Jan   7, 2009  
Lowest daily mean  135 Aug 29   148 Sep 11   82 Sep 11, 1944  
Annual seven-day minimum  139 Aug 24   149 Sep 11   86 Sep   6, 1944  
Annual runoff (ac-ft)  1,167,000    1,275,000    985,800   
Annual runoff (cfsm)  12.2    13.3    10.3   
Annual runoff (inches)  165.87    181.10    140.06   
10 percent exceeds  3,450    3,850    3,110   
50 percent exceeds  1,100    1,170    794   
90 percent exceeds  185    200    182   
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