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Water-Data Report 2011 

12395000 PRIEST RIVER NEAR PRIEST RIVER, ID 
Pend Oreille Basin 

Priest Subbasin 

LOCATION.--Lat 48°12′31″, long 116°54′49″ referenced to North American Datum of 1927, in NW ¼ SW ¼ NW ¼ sec.12, T.56 N., R.5 W., Bonner County, 
ID, Hydrologic Unit 17010215, Priest River quad., on right bank, 500 ft downstream from Saddler Creek, 0.4 mi downstream from Lower West Branch, 
2.7 mi north of Priest River, and at mile 3.8. 

DRAINAGE AREA.--902 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--June 1903 to April 1905, November 1910 to April 1911, May to December 1923, February 1929 to current year. Prior to October 1930, 
published as "at Priest River." 

REVISED RECORDS.--WSP 572: 1903-5. 

GAGE.--Water-stage recorder. Elevation of gage is 2,090 ft above NGVD of 1929, from river-profile map. Prior to May 15, 1929, and Sept. 18, 1929 to Apr. 
28, 1930, nonrecording gages at site 3 mi downstream at elevation of about 40 ft lower. June 4 to Sept. 17, 1929, and Apr. 29 to Sept. 11, 1930, 
nonrecording gages at or near present site at present datum. 

REMARKS.--Records good except for estimated daily discharges, which are poor. Station equipment includes satellite telemetry. Some regulation on 
tributaries and, since Aug. 9, 1950, flow partly regulated by Priest Lake (see station 12393000). 

EXTREMES FOR PERIOD OF RECORD.-- 
UNREGULATED PERIOD (1913-49): Maximum discharge prior to regulation by Priest Lake, 10,500 ft³/s May 29-30, 1948; maximum gage height, 8.97 ft, 

May 29, 1948; minimum daily discharge, 191 ft³/s Jan. 7, 1937. 
REGULATED PERIOD (1950 to current year): Maximum discharge since regulation began, 10,800 ft³/s May 18, 1997, gage height, 9.13 ft; minimum, 

150 ft³/s Nov. 29, 1979, gage height, 0.38 ft. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 8680 ft³/s May 27, gage height, 7.90 ft; minimum daily, 219 ft³/s Sept. 22. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=12395000
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 318 1,850 1,200 e1,000 e900 924 2,530 2,560 7,460 4,890 1,160 432 
2 312 1,850 1,200 e960 e900 947 2,720 2,520 7,480 4,830 1,140 430 
3 309 1,810 1,180 e940 e940 948 2,820 2,610 7,530 4,760 1,140 425 
4 320 1,750 1,130 e940 e1,000 883 2,710 2,680 7,400 4,610 1,120 425 
5 317 1,700 1,060 924 e1,050 869 2,860 2,710 7,350 4,270 985 424 

6 304 1,640 1,050 924 1,030 862 2,860 2,770 7,380 4,220 976 420 
7 308 1,700 1,040 968 1,030 846 2,720 2,990 7,520 4,160 953 415 
8 332 1,840 1,030 1,020 1,010 840 2,530 3,450 7,640 4,090 673 414 
9 321 1,810 1,040 978 979 844 2,430 3,550 7,670 3,770 643 414 

10 330 1,780 1,090 e920 969 1,120 2,350 3,560 7,550 3,000 639 414 

11 398 1,740 1,070 e760 958 1,460 2,450 3,710 7,460 2,960 636 352 
12 407 1,700 1,120 e860 956 1,430 2,620 4,030 7,440 2,920 630 319 
13 604 1,660 1,330 e960 956 1,440 2,510 4,360 7,450 2,920 535 287 
14 1,400 1,620 1,750 e1,050 957 1,800 2,470 4,580 7,530 2,330 438 284 
15 1,620 1,590 1,880 1,190 1,110 1,900 2,570 5,090 7,510 2,160 401 284 

16 1,730 1,690 1,680 1,340 1,130 2,150 2,680 6,000 7,430 2,130 396 284 
17 2,600 1,690 1,510 1,680 1,100 2,080 2,740 6,700 7,340 2,100 394 284 
18 2,550 1,880 1,380 1,590 1,040 1,940 2,670 6,720 7,190 2,080 391 271 
19 2,480 1,770 1,350 1,430 1,010 1,880 2,580 6,570 7,020 2,050 389 251 
20 2,410 1,660 1,300 1,360 976 1,790 2,470 6,500 6,940 2,050 389 232 

21 2,490 1,570 1,280 1,430 959 1,790 2,420 6,620 6,860 2,040 385 224 
22 2,410 1,520 1,230 1,300 966 1,910 2,390 6,960 6,810 2,030 382 219 
23 2,290 1,430 1,210 1,260 948 1,840 2,310 7,240 6,810 2,000 375 244 
24 2,270 1,320 1,180 1,240 e860 1,790 2,260 7,400 6,760 1,970 374 274 
25 2,360 1,310 1,160 1,240 e720 1,740 2,270 7,520 6,640 1,590 374 275 

26 2,400 1,290 1,140 1,220 e700 1,720 2,590 8,070 6,460 1,470 374 272 
27 2,200 1,300 1,120 1,210 e780 1,800 2,740 8,600 6,230 1,230 370 283 
28 2,020 1,270 1,130 1,190 e880 1,810 2,680 8,410 5,820 1,210 370 291 
29 1,980 1,210 1,170 1,180 --- 1,870 2,650 8,160 5,440 1,190 401 282 
30 1,940 1,190 1,100 1,210 --- 2,150 2,590 7,860 4,940 1,180 429 280 
31 1,860 --- e1,000 e1,100 --- 2,340 --- 7,620 --- 1,170 430 --- 

Total 43,590 48,140 38,110 35,374 26,814 47,713 77,190 168,120 211,060 83,380 18,292 9,705 
Mean 1,406 1,605 1,229 1,141 958 1,539 2,573 5,423 7,035 2,690 590 324 
Max 2,600 1,880 1,880 1,680 1,130 2,340 2,860 8,600 7,670 4,890 1,160 432 
Min 304 1,190 1,000 760 700 840 2,260 2,520 4,940 1,170 370 219 
Ac-ft 86,460 95,490 75,590 70,160 53,190 94,640 153,100 333,500 418,600 165,400 36,280 19,250 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1913 - 1949, BY WATER YEAR (WY) (UNREGULATED) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 448 642 812 806 734 1,006 2,486 4,737 3,632 1,448 619 424 
Max 1,230 1,785 2,574 2,742 1,884 2,008 4,452 7,422 6,635 2,503 1,117 721 
(WY) (1948) (1948) (1942) (1934) (1934) (1934) (1934) (1946) (1948) (1933) (1948) (1941) 
Min 253 227 293 284 360 459 958 2,712 1,611 751 372 266 
(WY) (1937) (1937) (1937) (1937) (1936) (1937) (1929) (1930) (1930) (1940) (1940) (1931) 
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SUMMARY STATISTICS 

 Water Years 1913 - 1949 

Annual mean  a1,503   
Highest annual mean  2,217   
Lowest annual mean  824   
Highest daily mean  10,400 May 29  
Lowest daily mean  191 Jan   7  
Annual seven-day minimum  215 Nov 30  
Annual runoff (ac-ft)  1,089,000   
10 percent exceeds  3,960   
50 percent exceeds  780   
90 percent exceeds  333   
a Statistics 1913-1949 are prior to regulation by Priest Lake. 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1950 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 1,134 1,264 996 922 1,000 1,393 2,643 4,760 4,178 1,272 459 395 
Max 1,768 2,951 2,612 2,960 2,794 3,629 4,250 8,405 8,528 3,144 1,026 1,350 
(WY) (1998) (1984) (1996) (1974) (1951) (1982) (1997) (1997) (1974) (1974) (1983) (1959) 
Min 426 473 357 310 350 374 810 1,563 1,167 399 206 173 
(WY) (1950) (2003) (1993) (1993) (1985) (2001) (1977) (1977) (1992) (1977) (1994) (2001) 

 
SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1950 - 2011 
Annual total  586,533    b807,488    
Annual mean  1,607    2,212    1,702   
Highest annual mean    2,947 1974  
Lowest annual mean    711 1977  
Highest daily mean  6,270 Jun   5   8,600 May 27   10,700 May 18, 1997  
Lowest daily mean  195 Sep 14   219 Sep 22   160 Feb   6, 1989  
Annual seven-day minimum  200 Sep 10   245 Sep 18   163 Sep 15, 2001  
Annual runoff (ac-ft)  1,163,000    1,602,000    1,233,000   
10 percent exceeds  3,340    6,660    4,270   
50 percent exceeds  1,160    1,430    1,070   
90 percent exceeds  360    379    325   
b Statistics from 1950 to Current Year are since regulation by Priest Lake. 
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