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Water-Data Report 2011 

13236500 DEADWOOD RIVER BELOW DEADWOOD RESERVOIR, NEAR LOWMAN, ID 
Middle Snake-Boise Basin 

South Fork Payette Subbasin 

LOCATION.--Lat 44°17′31″, long 115°38′31″ referenced to North American Datum of 1983, in SE ¼ NE ¼ sec.17, T.11 N., R.7 E., Valley County, ID, 
Hydrologic Unit 17050120, Deadwood Reservoir quad., Boise National Forest, on right bank, 300 ft upstream from Wilson Creek, 0.2 mi downstream 
from Deadwood Dam, 15 mi north of Lowman, and at mile 23.4. 

DRAINAGE AREA.--109 mi², Mean elevation, 6,630 ft. 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October 1926 to current year. Monthly discharge only prior to May 1927, published in WSP 1317. Published as "at Beaver Creek 
Ranger Station, near Lowman" prior to October 1934. 

REVISED RECORDS.--WSP 1123: 1943. WSP 1517: 1956. WSP 1567: Drainage area. WDR-ID-2000-2: 1997. WDR-US-2010: Drainage area. 

GAGE.--Water-stage recorder. Datum of gage is 5,180.52 ft above NGVD of 1929 (levels by U.S. Bureau of Reclamation). U.S. Geological Survey datum is 
29.19 ft higher. Prior to June 22, 1935, at site 600 ft upstream at datum 5.85 ft higher, and Oct. 1, 1935 to Aug. 3, 1955, at present site at datum 1.00 
ft higher. June 22 to Sept. 30, 1935, nonrecording gage at site 20 ft upstream at datum 2.00 ft higher. 

REMARKS.--Records good. Station equipment includes satellite telemetry. Flow regulated by Deadwood Reservoir beginning November 1930 (capacity 
about 160,400 acre-ft). 

EXTREMES FOR PERIOD OF RECORD.-- 
UNREGULATED PERIOD (1927-30): Maximum discharge prior to regulation by Deadwood Reservoir, 2,150 ft³/s May 26, 1928, gage height, 5.67 ft, site 

and datum then in use; minimum daily, 35 ft³/s Nov. 21, 1929. 
REGULATED PERIOD (1931 to current year): Maximum discharge since regulation began, 2,580 ft³/s July 14, 1953; maximum gage height, 9.09 ft, June 

1, 1983; no flow or small amount of leakage from reservoir for long periods in 1934-37, 1993, 1994, when gates in dam were closed. 

EXTREMES FOR CURRENT YEAR.--Maximum daily discharge, 1,430 ft³/s June 26; minimum daily, 0.51 ft³/s Oct. 1, 2. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=13236500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 0.51 59 59 59 59 59 55 148 691 1,090 571 785 
2 0.51 59 59 59 59 59 55 153 692 987 585 783 
3 0.54 59 58 59 59 59 55 156 690 965 596 781 
4 0.56 59 59 59 59 59 55 156 691 800 595 774 
5 0.56 59 59 59 58 59 55 157 691 683 594 691 

6 0.54 59 59 59 58 59 55 171 706 484 593 585 
7 3.2 59 58 59 58 59 55 306 892 394 593 480 
8 58 59 e59 59 58 59 56 311 896 316 592 374 
9 58 59 e59 59 58 59 55 310 897 316 591 283 

10 58 59 e59 59 59 59 51 317 904 316 590 181 

11 59 59 e59 59 59 59 51 393 1,010 258 604 95 
12 59 59 e59 59 59 59 51 399 1,000 217 810 50 
13 58 59 e59 59 58 59 51 407 996 218 1,040 49 
14 59 59 e59 59 59 57 51 407 1,010 219 1,040 49 
15 59 59 e59 58 58 54 51 406 1,200 220 1,040 49 

16 59 59 e59 59 58 55 51 400 1,200 220 1,030 49 
17 59 59 59 59 58 54 51 407 1,200 220 1,050 49 
18 59 59 59 59 58 54 51 500 1,200 234 1,190 49 
19 59 59 59 59 58 54 51 499 1,200 413 1,190 49 
20 59 59 59 59 59 54 51 501 1,200 573 1,180 49 

21 59 58 59 59 58 54 51 501 1,200 574 1,180 49 
22 59 59 59 59 59 54 57 503 1,200 573 1,170 49 
23 59 59 59 59 59 54 149 503 1,200 573 1,180 49 
24 59 59 59 59 59 54 150 504 1,200 572 1,180 50 
25 59 59 59 59 59 55 151 502 1,350 572 1,170 49 

26 59 59 59 59 59 55 150 502 1,430 571 1,170 49 
27 59 59 59 59 59 55 149 517 1,300 570 1,170 49 
28 59 59 59 59 59 55 149 693 1,200 571 1,180 49 
29 59 59 59 59 --- 55 149 691 1,200 570 1,180 49 
30 59 59 59 59 --- 55 148 691 1,200 569 1,170 49 
31 59 --- 59 59 --- 55 --- 691 --- 569 971 --- 

Total 1,418.42 1,769 1,827 1,828 1,640 1,750 2,360 12,802 31,446 15,427 28,795 6,745 
Mean 45.8 59.0 58.9 59.0 58.6 56.5 78.7 413 1,048 498 929 225 
Max 59 59 59 59 59 59 151 693 1,430 1,090 1,190 785 
Min 0.51 58 58 58 58 54 51 148 690 217 571 49 
Ac-ft 2,810 3,510 3,620 3,630 3,250 3,470 4,680 25,390 62,370 30,600 57,110 13,380 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1927 - 1930, BY WATER YEAR (WY) (UNREGULATED) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 72.0 91.2 82.7 62.5 65.7 89.7 219 794 742 223 96.0 76.1 
Max 107 173 107 85.0 75.0 135 393 1,411 1,514 444 147 115 
(WY) (1928) (1928) (1928) (1928) (1927) (1928) (1930) (1928) (1927) (1927) (1927) (1927) 
Min 54.3 49.8 47.7 45.0 55.2 61.9 104 470 368 115 67.8 56.4 
(WY) (1930) (1930) (1929) (1930) (1930) (1929) (1929) (1929) (1930) (1930) (1930) (1929) 
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SUMMARY STATISTICS 

 Water Years 1927 - 1930 

Annual mean  a218   
Highest annual mean  303   
Lowest annual mean  142   
Highest daily mean  2,100 May 26  
Lowest daily mean  35 Nov 21  
Annual seven-day minimum  39 Nov 19  
Annual runoff (ac-ft)  158,100   
10 percent exceeds  544   
50 percent exceeds  88   
90 percent exceeds  
a Statistics 1927-1930 are prior to regulation by Deadwood Reservoir. 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1931 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 90.8 24.7 32.4 25.8 28.1 33.2 79.3 180 504 589 730 443 
Max 716 184 412 284 776 650 684 927 1,595 1,259 1,424 1,435 
(WY) (1944) (1939) (1939) (1997) (1997) (1997) (1971) (1946) (1984) (1973) (1951) (1956) 
Min 0.00 0.00 0.00 0.00 0.50 0.84 0.96 0.99 1.00 32.5 132 1.52 
(WY) (1936) (1935) (1935) (1935) (1934) (1987) (1982) (1982) (1932) (1932) (1941) (2010) 

 
SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1931 - 2011 
Annual total  76,405.55    b107,807.42    
Annual mean  209    295    231   
Highest annual mean    441 1951  
Lowest annual mean    104 1931  
Highest daily mean  1,240 Jun 10   1,430 Jun 26   2,220 May 31, 1983  
Lowest daily mean  0.51 Sep 25   0.51 Oct   1   0.00 Oct   1, 1934  
Annual seven-day minimum  0.51 Sep 25   0.92 Oct   1   0.00 Oct   6, 1934  
Annual runoff (ac-ft)  151,600    213,800    167,500   
10 percent exceeds  733    1,010    870   
50 percent exceeds  58    59    35   
90 percent exceeds  3.0    51    1.5   
b Regulated by Deadwood Reservoir. 
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