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Water-Data Report 2012 

06099500 MARIAS RIVER NEAR SHELBY, MT 
Marias Basin 

LOCATION.--Lat 48°25'38", long 111°53'24” referenced to North American Datum of 1983, in SE ¼ NW ¼ SE ¼ sec.20, T.31 N., R.2 W., Toole County, MT, 
Hydrologic Unit 10030203, on left bank 20 ft downstream from bridge on old U.S. Highway 91, 5.1 mi south of Shelby, 24 mi downstream from Cut 
Bank Creek, and at river mile 140.6. 

DRAINAGE AREA.--3,242 mi², of which 518 mi² probably is noncontributing. 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--April 1902 to December 1904, May 1905 to December 1906, May 1907 to January 1908, April 1911 to current year. Monthly 
discharge only for some periods, published in Water Supply Paper (WSP) 1309. 

REVISED RECORDS.--WSP 1309: 1903-4; 1918; 1921; 1933; 1935; 1947. WSP 1509: 1902; 1912, maximum discharge (M); 1916; 1943(M). WSP 1729: 
Drainage area. 

GAGE.--Water-stage recorder. Elevation of gage is 3,087.72 ft, referenced to the National Geodetic Vertical Datum of 1929. Prior to Dec. 23, 1947, 
nonrecording gage or water-stage recorder at several sites within 1,000 ft of present site at approximately the same elevation. Dec. 23, 1947, to Apr. 
6, 1976, water-stage recorder at site 150 ft downstream at same elevation. 

REMARKS.--Records are good except for estimated daily discharges, which are poor. Some regulation occurs by Lower Two Medicine Lake (station number 
06090900), Four Horns Reservoir (station number 06093000) Swift Reservoir (station number 06094000), and Lake Frances (station number 06095500), 
which have a combined capacity of 172,630 acre-ft. Diversions for irrigation of about 50,000 acres occurs upstream from station and about 15,000 
acres downstream from station. U.S. Geological Survey satellite telemeter is located at the station. Several unpublished observations of water 
temperature and specific conductance were made during the year. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=06099500&agency_cd=USGS


 Water-Data Report 2012 

 06099500 MARIAS RIVER NEAR SHELBY, MT—Continued 

— 2 — 

DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 307 353 e340 e300 e300 e200 478 2,660 1,230 1,370 422 161 
2 307 364 e330 e280 e290 e210 631 2,510 1,330 1,350 409 147 
3 299 380 e280 e310 e280 e220 627 2,050 1,770 1,340 436 130 
4 292 399 e250 e370 e270 e220 562 1,640 2,480 1,260 388 130 
5 333 397 e230 e420 e260 e230 524 1,360 2,800 1,200 378 136 

6 399 e390 e240 e380 e240 e250 495 1,220 3,360 1,060 356 134 
7 481 e360 e260 e320 e230 e230 476 1,110 4,080 934 325 142 
8 533 e350 e240 e300 e240 e220 449 1,020 3,370 845 287 145 
9 513 e360 e260 e330 e240 e230 404 1,060 2,680 774 244 133 

10 465 e390 e280 e380 e230 e240 375 1,350 2,340 705 218 128 

11 426 410 e320 e310 e210 e260 370 1,590 2,120 667 203 117 
12 387 379 e290 e240 e210 e290 417 1,620 1,880 631 199 112 
13 374 358 e260 e220 e220 e330 505 1,580 1,780 597 213 114 
14 378 e310 e230 e250 e240 e370 568 1,520 1,950 583 213 110 
15 391 e280 e220 e270 e230 e430 604 1,690 2,250 633 210 105 

16 390 e270 e230 e230 e230 465 636 1,950 2,350 647 217 103 
17 380 e280 e280 e190 e230 472 599 2,400 2,150 610 247 106 
18 373 e260 e360 e170 e220 493 567 2,760 2,240 606 253 113 
19 369 e230 e340 e180 e220 465 598 2,590 2,780 618 245 108 
20 364 e210 e320 e180 e220 415 619 2,210 2,770 553 230 105 

21 358 e220 e270 e190 e220 379 656 1,890 2,380 555 227 105 
22 350 e260 e260 e230 e230 368 1,060 1,830 2,060 674 222 101 
23 344 e340 e250 e260 e240 351 1,140 2,190 1,900 630 195 101 
24 342 e480 e240 e250 e230 333 1,580 2,300 1,950 552 195 105 
25 360 e440 e270 e260 e210 319 2,330 2,180 1,930 533 199 103 

26 371 e400 e320 e280 e200 298 2,930 1,990 2,000 505 190 107 
27 371 458 e330 e280 e210 289 3,770 1,850 2,130 489 186 113 
28 360 e470 e340 e260 e210 286 4,120 1,830 2,050 469 187 123 
29 358 e450 e400 e280 e200 287 3,300 1,610 1,750 494 179 119 
30 350 e410 e410 e310 --- 305 2,830 1,490 1,510 467 172 112 
31 358 --- e380 e320 --- 344 --- 1,330 --- 454 170 --- 

Total 11,683 10,658 9,030 8,550 6,760 9,799 34,220 56,380 67,370 22,805 7,815 3,568 
Mean 377 355 291 276 233 316 1,141 1,819 2,246 736 252 119 
Max 533 480 410 420 300 493 4,120 2,760 4,080 1,370 436 161 
Min 292 210 220 170 200 200 370 1,020 1,230 454 170 101 
Ac-ft 23,170 21,140 17,910 16,960 13,410 19,440 67,880 111,800 133,600 45,230 15,500 7,080 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1902 - 2012, BY WATER YEAR (WY)* 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 392 387 297 250 311 567 1,102 2,650 2,997 1,025 375 345 
Max 1,448 1,485 1,135 700 1,173 2,300 3,149 5,300 10,190 3,982 1,100 1,853 
(WY) (1952) (1990) (1996) (1918) (1986) (1947) (1934) (1927) (1948) (1902) (1927) (1911) 
Min 73.8 116 103 41.9 58.7 139 280 711 409 147 62.2 66.4 
(WY) (2002) (2002) (1937) (1937) (1936) (2002) (1931) (1977) (1977) (1940) (2007) (1988) 
*During periods of operation (1903-04, 1906, 1912 to current year). 
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SUMMARY STATISTICS 

 Calendar Year 2011 Water Year 2012 Water Years 1902 – 2012* 
Annual total  502,058    248,638    
Annual mean  1,376    679    882   
Highest annual mean    1,929 1927  
Lowest annual mean    302 1977  
Highest daily mean  17,900 Jun   9   4,120 Apr 28   109,000 Jun   9, 1964  
Lowest daily mean  140 Jan   1   101 Sep 22   10 Aug 20, 1919  
Annual seven-day minimum  153 Jan   9   104 Sep 20   21 Jan 25, 1937  
Maximum peak flow   4,740 Apr 27   a241,000 Jun   9, 1964  
Maximum peak stage   7.19 Apr 27   b23.64 Jun   9, 1964  
Instantaneous low flow    c10 Aug 20, 1919  
Annual runoff (ac-ft)  995,800    493,200    639,000   
10 percent exceeds  3,880    1,960    2,290   
50 percent exceeds  423    358    387   
90 percent exceeds  210    184    159   
*During periods of operation (1903-04, 1906, 1912 to current year). 
aLargely due to the failure of Swift Dam, from slope-area measurement of peak flow.  Maximum unaffected by dam failure, 75,000 ft³/s, 
gage height, 18.21 ft. 

bFrom floodmark. 
cObserved, site and datum then in use. 
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