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Water-Data Report 2012 

06102500 TETON RIVER BELOW SOUTH FORK, NEAR CHOTEAU, MT 
Marias Basin 

Teton Subbasin 

LOCATION.--Lat 47°52'59", long 112°36'43" referenced to North American Datum of 1983, in NE ¼ NE ¼ NE ¼ sec.34, T.25 N., R.8 W., Teton County, MT, 
Hydrologic Unit 10030205, on right bank at county road bridge, 1.1 mi downstream from South Fork, 7.6 mi southwest of Bynum Reservoir, 20 mi 
northwest of Choteau, and at river mile 194.7. 

DRAINAGE AREA.--105 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--June 1947 to October 1954 (published as "near Farmington"), June 1998 to current year, seasonal records only. 

GAGE.--Water-stage recorder. Elevation of gage is 4,770 ft, referenced to the National Geodetic Vertical Datum of 1929. June 1947 to October 1954, 
water-stage recorder 300 ft downstream at different elevation. 

REMARKS.--Records are good. Negligible diversion for irrigation occurs upstream from station. U.S. Geological Survey satellite telemeter is located at the 
station. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood of June 8, 1964 reached a discharge of 54,600 ft³/s, from slope-area measurement of peak flow. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=06102500&agency_cd=USGS


 Water-Data Report 2012 

 06102500 TETON RIVER BELOW SOUTH FORK, NEAR CHOTEAU, MT—Continued 

— 2 — 

DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 84      70 226 200 197 87 61 
2 84      69 203 269 189 88 61 
3 84      70 189 312 184 93 60 
4 83      71 176 314 175 87 59 
5 87      73 179 394 165 84 59 

6 92      74 173 667 156 82 62 
7 88      70 167 502 150 80 61 
8 89      68 173 408 145 79 60 
9 87      66 214 369 140 78 59 

10 86      66 265 340 135 78 57 

11 85      71 244 307 131 77 59 
12 86      81 231 302 126 75 59 
13 85      85 234 313 123 74 57 
14 85      91 262 314 130 72 57 
15 89      96 308 316 125 82 58 

16 88      91 367 308 121 78 57 
17 84      91 418 310 178 74 57 
18 83      94 374 340 153 72 55 
19 81      95 328 314 135 71 56 
20 79      97 291 281 129 70 56 

21 79      123 294 263 129 69 55 
22 78      133 348 259 118 69 56 
23 82      174 333 267 112 68 57 
24 81      251 301 271 106 66 56 
25 81      323 268 280 104 67 56 

26 78      365 242 287 103 66 56 
27 78      431 221 259 102 64 56 
28 78      349 202 232 96 63 55 
29 77      282 193 217 94 63 54 
30 77      249 189 202 92 63 55 
31 78      --- 190 --- 89 63 --- 

Total 2,576      4,269 7,803 9,417 4,132 2,302 1,726 
Mean 83.1      142 252 314 133 74.3 57.5 
Max 92      431 418 667 197 93 62 
Min 77      66 167 200 89 63 54 
Ac-ft 5,110      8,470 15,480 18,680 8,200 4,570 3,420 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1947 - 2012, BY WATER YEAR (WY)* 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 74.8 68.6 56.9 47.9 46.3 45.1 79.5 305 455 211 105 81.2 
Max 133 89.8 68.2 59.0 59.0 48.9 142 553 1,178 468 182 134 
(WY) (1952) (1952) (1951) (1952) (1952) (1952) (2012) (2008) (1953) (1951) (1951) (1951) 
Min 54.6 44.0 40.7 24.9 25.1 36.5 45.0 172 218 92.5 61.8 56.8 
(WY) (1950) (1950) (1950) (1950) (1949) (1950) (2001) (2010) (2004) (2007) (1949) (2007) 
*During periods of operation (June 1947 to October 1954; June 1998 to current year, seasonal records only). 

 



 Water-Data Report 2012 

 06102500 TETON RIVER BELOW SOUTH FORK, NEAR CHOTEAU, MT—Continued 

— 3 — 

SUMMARY STATISTICS 

 Calendar Year 2011 Season 2012 Water Years 1947 – 2012* 
Annual mean    166   
Highest annual mean    225 1953  
Lowest annual mean    92.9 1949  
Highest daily mean  1,360 Jun   7   667 Jun   6   2,610 May 25, 2008  
Lowest daily mean  48 Apr 10   54 Sep 29   20 Jan 24, 1949  
Annual seven-day minimum    22 Jan 24, 1949  
Maximum peak flow   748 Jun   6   b3,200May 26, 2008

  
Maximum peak stage   5.86 Jun   6   c7.34 Jan   6, 1950  
Instantaneous low flow   a51 Sep 10   d12 Mar 28, 1951  
Annual runoff (ac-ft)    119,900   
10 percent exceeds    436   
50 percent exceeds    77   
90 percent exceeds    42   
*During periods of operation (June 1947 to October 1954; June 1998 to current year, seasonal records only). 
aGage height, 3.66 ft. 
bGage height 7.11 ft. 
cBackwater from ice, previous site and datum. 
dGage height, 2.82 ft, previous site and datum. 
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