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Water-Data Report 2012 

13046995 FALLS RIVER ABOVE YELLOWSTONE CANAL NEAR SQUIRREL, ID 
Upper Snake Basin 

Lower Henrys Subbasin 

LOCATION.--Lat 44°03′43″, long 111°09′07″ referenced to North American Datum of 1983, in NW ¼ NW ¼ SW ¼ sec.33, T.9 N., R.45 E., Fremont County, 
ID, Hydrologic Unit 17040203, Porcupine Lake quad., on right bank, approximately 475 ft above the diversion of the Yellowstone Canal, about 7 mi 
northeast of Squirrel, and at river mile 25. 

DRAINAGE AREA.--323 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--November 1993 to current year. 

REVISED RECORDS.--WDR-US-2010: Drainage area. 

GAGE.--Water-stage recorder and crest-stage gage. Elevation of gage is 5,780 ft above NGVD of 1929, from topographic map. 

REMARKS.--Records good except for estimated daily discharges, which are poor. Station equipment includes satellite telemetry. Station is above all 
diversions from Falls River. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge,  6,930 ft³/s June 7, 2010, gage height, 9.64 ft; minimum daily, 290 ft³/s Nov. 20-22, 1994. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 3,170 ft³/s April 26, gage height 7.88 ft; minimum daily discharge, 430 ft³/s Feb. 6. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=13046995&agency_cd=USGS
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 794 715 e520 e510 510 e450 924 1,810 1,870 1,650 792 688 
2 798 671 e500 e500 515 e440 821 1,850 2,040 1,630 781 705 
3 796 647 e490 e520 504 e450 805 1,760 2,220 1,570 770 625 
4 794 649 e500 e530 e480 461 856 1,690 2,440 1,520 772 609 
5 816 655 e480 e540 e450 458 928 1,830 2,670 1,300 768 603 

6 894 641 e500 541 e430 479 931 1,660 2,780 1,120 762 592 
7 849 640 e530 538 e470 470 843 1,590 2,420 1,110 766 598 
8 817 633 e520 535 e490 490 801 1,660 2,120 1,060 755 595 
9 831 615 e540 534 486 454 837 1,830 2,380 1,070 756 593 

10 822 e600 e530 540 495 457 942 2,030 2,520 1,010 746 594 

11 1,100 605 e550 e500 496 465 1,100 1,890 2,250 970 765 625 
12 1,090 636 e570 e480 495 472 1,350 1,910 1,970 955 745 625 
13 881 630 e550 e490 497 475 1,170 1,980 1,990 940 734 623 
14 842 609 588 e510 495 504 1,070 2,080 2,010 946 724 625 
15 803 603 583 e520 486 510 1,070 2,220 2,050 1,010 720 628 

16 796 e580 e560 e510 e460 557 1,020 2,380 1,980 954 716 620 
17 976 600 e550 e500 477 630 1,110 2,430 1,980 929 708 618 
18 841 632 e540 e540 481 631 1,230 2,380 2,160 877 700 612 
19 804 605 e550 e590 e470 598 1,280 2,160 2,260 851 688 608 
20 784 e580 e530 e620 e460 e545 1,400 2,070 2,120 861 686 607 

21 775 593 e500 e560 e510 534 1,800 2,120 1,900 880 677 611 
22 783 586 e480 e530 e480 505 2,110 2,280 1,900 845 672 608 
23 763 582 e490 e520 e460 547 2,470 2,420 2,030 846 663 603 
24 747 580 e510 e500 e450 579 2,740 2,230 2,070 849 662 608 
25 746 585 e540 e510 e470 643 2,860 1,930 2,070 838 647 613 

26 715 e520 e520 e490 e450 694 2,890 1,870 1,980 826 655 630 
27 714 e540 e540 e480 e460 668 2,760 2,070 1,950 835 672 611 
28 705 563 e550 e490 e460 644 2,170 1,990 1,770 823 644 604 
29 709 561 e550 511 e450 630 1,830 1,900 1,710 820 633 601 
30 704 e550 e540 517 --- 645 1,660 1,840 1,700 807 616 604 
31 701 --- e520 510 --- 824 --- 1,800 --- 796 613 --- 

Total 25,190 18,206 16,421 16,166 13,837 16,909 43,778 61,660 63,310 31,498 22,008 18,486 
Mean 813 607 530 521 477 545 1,459 1,989 2,110 1,016 710 616 
Max 1,100 715 588 620 515 824 2,890 2,430 2,780 1,650 792 705 
Min 701 520 480 480 430 440 801 1,590 1,700 796 613 592 
Ac-ft 49,960 36,110 32,570 32,070 27,450 33,540 86,830 122,300 125,600 62,480 43,650 36,670 
Cfsm 2.52 1.88 1.64 1.61 1.48 1.69 4.52 6.16 6.53 3.15 2.20 1.91 
In. 2.90 2.10 1.89 1.86 1.59 1.95 5.04 7.10 7.29 3.63 2.53 2.13 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1994 - 2012, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 594 545 466 434 405 434 848 2,193 2,261 1,137 739 630 
Max 813 726 573 613 508 546 1,459 3,715 3,982 2,572 1,288 1,025 
(WY) (2012) (1997) (1996) (1997) (1998) (2007) (2012) (1997) (1997) (2011) (2011) (1997) 
Min 377 351 342 315 304 300 458 1,186 754 515 409 372 
(WY) (2002) (1995) (2002) (2002) (2002) (2002) (2008) (2010) (2001) (2001) (1994) (2001) 
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SUMMARY STATISTICS 

 Calendar Year 2011 Water Year 2012 Water Years 1994 - 2012 
Annual total  422,402    347,469    
Annual mean  1,157    949    902   
Highest annual mean    1,373 1997  
Lowest annual mean    598 2001  
Highest daily mean  5,700 Jun   8   2,890 Apr 26   5,700 Jun   8, 2011  
Lowest daily mean  300 Feb   1   430 Feb   6   260 Jan 29, 2002  
Annual seven-day minimum  348 Feb   1   451 Feb 26   286 Jan 26, 2002  
Annual runoff (ac-ft)  837,800    689,200    653,400   
Annual runoff (cfsm)  3.58    2.94    2.79   
Annual runoff (inches)  48.65    40.02    37.94   
10 percent exceeds  3,070    2,030    2,070   
50 percent exceeds  671    666    580   
90 percent exceeds  375    490    384   
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