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Water-Data Report 2012
13058520 WILLOW CREEK FLOODWAY CHANNEL NEAR UCON, ID

Upper Snake Basin
|daho Falls Subbasin

LOCATION.--Lat 43°34'35”, long 111°54'47" referenced to North American Datum of 1983, in SW % NE % sec.19, T.3 N., R.39 E., Bonneville County, ID,
Hydrologic Unit 17040201, Ucon quad., on right bank 300 ft below Willow Creek floodway channel diversion structure, and 2 mi southeast of Ucon.
SURFACE-WATER RECORDS
PERIOD OF RECORD.--April 1978 to September 1979, October 1985 to current year.
GAGE --Water-stage recorder. Elevation of gage is 4,840 ft above NGVD of 1929, from topographic map.

REMARKS. .--Records good, except for the estimated daily discharges, which are poor. Station equipment includes satellite telemetry. Flow controlled by
headgates. Floodway channel built to carry excess flow from Willow Creek and Sand Creek during periods of flooding.

EXTREMES FOR PERIOD OF RECORD.--Maximum daily discharge, 1,060 ft3/s May 19, 2011; no flow for long periods.

U.S. Deparlmenl of the Interior Suggested citation: U.S. Geological Survey, 2013, Water-resources data for the United States, Water
f Year 2012: U.S. Geological Survey Water-Data Report WDR-US-2012, site 13058520, accessed at
Us. Geomglcal Survey http://wdr.water.usgs.gov/wy2012/pdfs/13058520.2012.pdf
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WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

Water-Data Report 2012

DISCHARGE, CUBIC FEET PER SECOND

DAILY MEAN VALUES
[e, estimated]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 342 317 0.00 0.00 €0.00 0.00 0.00 31 78 15 18 178
2 350 396 0.00 0.00 €0.00 0.00 0.00 e3.0 75 e30 1.8 201
3 347 394 0.00 0.00 €0.00 0.00 0.00 el70 71 €120 6.4 209
4 344 395 0.00 0.00 €0.00 0.00 0.00 €90 35 0.00 6.4 200
5 412 395 0.00 0.00 €0.00 7.9 0.00 20 14 0.00 11 190
6 486 394 0.00 0.00 €0.00 e40 0.00 100 1.7 e30 a7 193
7 455 393 0.00 0.00 €0.00 2.3 0.00 110 1.1 €20 19 213
8 391 393 0.00 0.00 €0.00 0.00 0.00 46 0.85 e25 21 234
9 405 392 0.79 0.00 €0.00 0.00 0.00 e35 1.8 e25 29 253
10 406 390 0.60 0.00 €0.00 0.00 0.00 elb5 15 el5 21 261
"1 417 389 0.03 0.00 €0.00 0.00 0.00 e30 41 el5 33 265
12 421 389 0.00 0.00 €0.00 0.00 0.00 10 41 e20 36 215
13 415 387 0.00 0.00 €0.00 0.00 0.00 1.1 33 €20 55 163
14 412 374 0.00 0.00 €0.00 0.00 0.00 2.3 49 27 58 147
15 393 36 0.00 0.00 €0.00 0.00 0.00 3.8 e40 85 96 141
16 337 3.4 0.00 0.00 €0.00 0.00 0.00 1.3 e30 117 222 145
17 350 0.29 0.00 0.00 €0.00 0.00 0.00 21 e30 142 206 150
18 348 0.14 0.00 0.00 €0.00 0.00 0.00 14 e20 153 199 152
19 346 0.00 0.00 0.00 €0.00 0.00 0.00 23 e25 88 207 171
20 347 0.00 0.00 0.00 €0.00 0.00 0.00 31 €30 84 212 185
21 356 0.00 0.00 0.33 €0.00 0.00 e30 12 e25 89 175 195
22 363 0.00 0.00 14 €250 0.00 e270 2.1 e50 62 159 208
23 371 0.00 0.00 55 109 0.00 e180 3.8 e30 73 149 221
24 409 0.00 0.00 €0.00 9.6 0.00 190 1.6 e25 78 160 237
25 423 0.00 0.00 €0.00 1.9 0.00 144 17 €20 76 171 249
26 430 0.00 0.00 €0.00 1.1 0.00 142 54 €20 50 200 248
21 432 0.00 0.00 €0.00 0.00 0.00 131 154 €20 9.3 210 246
28 417 0.00 0.00 €0.00 0.00 0.00 147 151 3.4 8.7 201 241
29 410 0.00 0.00 €0.00 0.00 0.00 129 179 31 53 200 238
30 411 0.00 0.00 €0.00 0.00 84 124 28 34 191 237
31 404 0.00 €0.00 0.00 87 35 178
Total 12,150 5,437.83 1.42 19.83 371.60 50.20 1,447.00 1,543.0 884.85 1,585.50 3,498.6 6,186
Mean 392 181 0.05 0.64 12.8 1.62 48.2 49.8 29.5 51.1 113 206
Max 486 396 0.79 14 250 40 270 179 78 153 222 265
Min 337 0.00 0.00 0.00 0.00 0.00 0.00 1.1 0.85 0.00 1.8 141
Ac-ft 24,100 10,790 2.8 39 737 100 2,870 3,060 1,760 3,140 6,940 12,270
Calendar Year 2011  Water Year 2012
Total 70,481.55 33,175.83
Mean 193 90.6
Max 1,060 486
Min 0.00 0.00
Ac-ft 139,800 65,800
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