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Water-Data Report 2012 

14301500 WILSON RIVER NEAR TILLAMOOK, OR 
Northern Oregon Coastal Basin 

Wilson-Trask-Nestucca Subbasin 

LOCATION.--Lat 45°28′34″, long 123°43′26″ referenced to North American Datum of 1927, in SE ¼ SE ¼ sec.13, T.1 S., R.9 W., Tillamook County, OR, 
Hydrologic Unit 17100203, on right bank, 1.3 mi downstream from Ming Creek, 6.0 mi east of Tillamook and at mile 9.3. 

DRAINAGE AREA.--161 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October 1914 to September 1915, August to November 1916, July 1931 to current year. Prior to January 1915, monthly discharge 
only, published in WSP 1318. 

REVISED RECORDS.--WSP 1398: 1953. WSP 1738: Drainage area. 

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 42.12 ft above NGVD of 1929. Dec. 18, 1914 to Nov. 4, 1916, nonrecording gage at 
site 0.65 mi downstream at different datum. July 30, 1931 to Sept. 30, 1938, nonrecording gage at site 0.08 mi upstream at datum 0.93 ft higher. Oct. 
1, 1938 to Oct. 17, 1968, water-stage recorder at site 0.1 mi upstream at same datum. Oct. 18, 1968 to Sept. 6, 1973, at site 2.19 mi upstream at 
datum 29.76 ft higher. Sept. 7, 1973 to Sept. 30, 2003, at site 2.2 mi upstream at datum 29.76 ft higher. 

REMARKS.--Records good. No regulation. Small diversions for domestic use upstream from station. 

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--81 years (water years 1932-2012), 1,182 ft³/s, 99.75 in/yr, 856,300 acre-ft/yr. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 38,600 ft³/s Nov. 6, 2006, gage height, 22.89 ft; minimum discharge, 32 ft³/s Sept. 5, 1973, but 
may have been less for short period following a landslide Jan. 31, 1965. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood in February 1916 reached a stage of 20.8 ft, from floodmark, site and datum then in use. 

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 12,000 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 

Nov 22 1545 16,400 12.15 
Dec 28 2315 17,200 12.58 
Jan 21 0600 14,100 11.17 
Jan 25 0230 12,500 10.57 

Mar 15 1430 *18,800 *13.50 
Mar 29 2245 16,700 12.35 

Minimum discharge, 54 ft³/s, Sept. 30, gage height, 3.05 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=14301500&agency_cd=USGS
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 90 434 1,510 3,400 2,450 1,590 4,540 1,280 542 335 134 74 
2 85 420 1,340 2,460 2,000 1,490 3,480 1,370 529 315 130 74 
3 111 514 1,160 2,110 1,710 1,590 2,870 1,980 490 341 127 72 
4 122 458 1,040 e1,900 1,480 1,740 2,420 2,600 474 319 122 71 
5 141 445 907 2,300 1,300 2,230 2,080 2,180 505 293 119 69 

6 165 414 789 1,970 1,170 2,530 1,790 1,780 464 279 115 68 
7 153 376 726 1,710 1,060 2,020 1,570 1,480 648 268 114 66 
8 144 346 670 1,480 1,030 1,710 1,410 1,280 890 256 114 66 
9 143 326 620 1,320 1,050 1,570 1,310 1,120 954 244 113 68 

10 207 302 579 1,200 1,030 1,730 1,260 1,000 819 234 109 75 

11 559 289 546 1,080 981 2,520 1,230 907 712 226 106 72 
12 931 383 511 989 924 2,830 1,190 820 656 217 102 69 
13 565 598 481 916 893 3,250 1,110 754 610 208 98 66 
14 396 556 457 877 897 2,940 1,050 699 554 203 95 65 
15 313 520 473 847 872 13,500 970 652 514 198 94 63 

16 259 678 438 787 850 10,000 1,480 609 482 199 91 62 
17 225 2,640 415 874 958 5,240 1,460 572 462 190 88 60 
18 197 2,210 400 2,760 1,770 3,460 1,460 541 481 187 90 60 
19 178 1,640 380 7,840 1,940 2,610 1,450 511 462 185 92 60 
20 167 1,240 364 8,350 1,790 2,530 1,940 501 435 180 90 60 

21 164 1,250 350 11,600 2,290 2,450 1,850 571 406 180 88 62 
22 259 10,500 335 6,310 4,520 2,150 1,600 769 392 171 86 62 
23 363 12,200 327 4,240 3,560 1,870 1,440 1,160 441 167 84 62 
24 294 5,950 318 5,190 2,560 1,670 1,280 1,090 423 163 84 62 
25 250 4,360 347 9,450 2,660 1,560 1,230 1,030 421 156 81 60 

26 222 3,050 384 5,470 2,280 1,550 1,290 899 399 151 80 59 
27 205 2,470 1,410 3,580 1,950 1,530 1,260 790 374 150 81 58 
28 256 2,250 10,100 2,610 1,740 2,000 1,170 716 351 148 81 57 
29 468 1,880 11,300 2,590 1,720 8,470 1,080 650 347 144 79 57 
30 471 1,740 12,100 4,170 --- 13,600 1,160 600 341 141 81 54 
31 477 --- 6,030 3,090 --- 6,830 --- 565 --- 138 77 --- 

Total 8,580 60,439 56,807 103,470 49,435 110,760 49,430 31,476 15,578 6,586 3,045 1,933 
Mean 277 2,015 1,832 3,338 1,705 3,573 1,648 1,015 519 212 98.2 64.4 
Max 931 12,200 12,100 11,600 4,520 13,600 4,540 2,600 954 341 134 75 
Min 85 289 318 787 850 1,490 970 501 341 138 77 54 
Ac-ft 17,020 119,900 112,700 205,200 98,050 219,700 98,040 62,430 30,900 13,060 6,040 3,830 
Cfsm 1.72 12.5 11.4 20.7 10.6 22.2 10.2 6.31 3.23 1.32 0.61 0.40 
In. 1.98 13.96 13.13 23.91 11.42 25.59 11.42 7.27 3.60 1.52 0.70 0.45 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1932 - 2012, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 538 1,911 2,667 2,573 2,141 1,805 1,198 630 350 165 104 151 
Max 2,249 5,469 7,988 5,776 5,166 3,637 2,622 1,391 1,009 514 241 780 
(WY) (1998) (2007) (1934) (1953) (1999) (1956) (1991) (1933) (2010) (1983) (2004) (1959) 
Min 43.5 87.2 378 344 501 406 426 202 131 76.5 44.3 40.1 
(WY) (1988) (1937) (1977) (1977) (2005) (1992) (1939) (1939) (1992) (1992) (1967) (1967) 
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SUMMARY STATISTICS 

 Calendar Year 2011 Water Year 2012 Water Years 1932 - 2012 
Annual total  465,049    497,539    
Annual mean  1,274    1,359    1,182   
Highest annual mean    1,811 1996  
Lowest annual mean    495 2001  
Highest daily mean  15,600 Jan 16   13,600 Mar 30   28,000 Feb   8, 1996  
Lowest daily mean  44 Sep 12   54 Sep 30   34 Sep   1, 1967  
Annual seven-day minimum  46 Sep   9   58 Sep 24   35 Aug 30, 1967  
Annual runoff (ac-ft)  922,400    986,900    856,300   
Annual runoff (cfsm)  7.91    8.44    7.34   
Annual runoff (inches)  107.45    114.96    99.75   
10 percent exceeds  2,820    2,780    2,910   
50 percent exceeds  579    599    570   
90 percent exceeds  82    81    85   
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