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06718300 CLEAR CREEK ABOVE JOHNSON GULCH NEAR IDAHO SPRINGS, CO
PLATTE RIVER BASIN
LOCATION.--Lat 39°44°47”, long 105°2608” referenced to North American Datum of 1927, in NE % SW % sec.34, .3 S., R.72 W., Clear Creek County,
Hydrologic Unit 10190004, on left bank 150 ft downstream from |-70 exit 243 bridge over Clear Creek, and 2 mi east of Idaho Springs.
DRAINAGE AREA.--267 mi2.
WATER-DISCHARGE RECORDS
PERIOD OF RECORD.--October 1994 to September 2005 (discontinued).
GAGE.--Water-stage recorder. Elevation of gage is 7,210 ft above NGVD of 1929, from topographic map.
REMARKS .--Records good except for estimated daily discharges which are poor.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005
DAILY MEAN VALUES

e, estimated]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 106 81 ed2 e38 e34 35 32 89 566 627 209 112

2 102 69 e41 e38 e35 33 37 87 593 599 205 106

3 97 73 e39 e38 e35 33 40 88 613 583 209 101

4 98 72 e35 e38 e35 35 41 91 590 540 267 100

5 98 67 e38 e38 e36 36 40 94 526 512 257 99

6 126 64 e40 e38 e36 36 37 109 513 496 208 98

17 115 63 e41 e37 e38 34 42 117 517 473 193 103

8 106 64 e39 e37 e37 34 52 116 520 446 184 99

9 100 65 e39 e37 e36 34 50 111 543 433 182 122

10 98 66 e38 e37 ed2 34 49 127 588 423 200 115

1 96 63 e39 e36 e37 35 47 160 534 402 206 99

12 95 62 e39 e36 e35 36 44 148 525 392 190 97

13 105 61 e39 e35 e34 38 46 141 469 384 182 96

14 96 60 e39 e35 e34 e33 53 130 448 379 195 97

15 96 55 e39 e35 e33 e34 58 143 488 362 178 92

16 95 58 e39 e35 e32 37 58 174 533 350 178 86

17 94 59 e39 e35 e32 38 66 198 628 332 170 93

18 92 57 e39 e35 42 34 83 197 712 327 159 86

19 88 56 e40 e36 40 33 104 243 802 307 165 84

20 89 56 e39 e36 37 35 88 337 838 294 158 79

21 88 52 e38 e36 36 34 86 437 838 290 159 76

22 88 54 e37 e36 35 33 79 548 876 285 153 83

23 79 53 e37 e34 35 36 85 651 897 278 148 80

24 88 e45 e37 e35 34 33 106 685 886 283 142 79

25 87 ed7 e37 e35 34 32 114 688 922 290 138 76

26 84 e46 e38 e35 36 33 96 701 846 285 148 70

27 83 ed4 e38 e35 36 32 95 663 783 248 134 69

28 84 e46 e38 e35 33 35 99 636 728 233 129 127

29 84 ed2 e39 e35 - 36 92 601 698 222 123 102

30 74 e42 e39 e37 - 30 89 618 658 221 119 87

3 74 e38 e38 - 34 596 - 215 114 -

Total 2,905 1,742 1,199 1,121 999 1,065 2,008 9,724 19,678 11,511 5,402 2,813
Mean 93.7 58.1 38.7 36.2 35.7 344 66.9 314 656 371 174 93.8

Max 126 81 42 38 42 38 114 701 922 627 267 127

Min 74 42 35 34 32 30 32 87 448 215 114 69

Ac-ft 5,760 3,460 2,380 2,220 1,980 2,110 3,980 19,290 39,030 22,830 10,710 5,580

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1995 - 2005, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 99.8 63.7 47.6 41.0 394 43.8 73.2 335 773 500 247 142

Max 126 83.6 62.6 54.6 54.7 58.8 106 549 1,325 1,398 526 213
(WY) (1999)  (2000) (2000)  (1996)  (2000)  (2000)  (2000)  (1996)  (1995)  (1995)  (1999)  (1999)
Min 57.6 38.7 29.6 26.1 25.8 33.8 49.9 137 215 103 73.9 61.3
(WY) (2003)  (2003) (2003)  (2003) (2003)  (2002)  (1995) (2002)  (2002)  (2002)  (2002)  (2002)
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SUMMARY STATISTICS
Calendar Year 2004 Water Year 2005 Water Years 1995 - 2005

Annual total 44,467 60,167

Annual mean 121 165 201

Highest annual mean 326 1995
Lowest annual mean 79.2 2002
Highest daily mean 484 Jun 10 922 Jun 25 2,080 Jun 22, 1995
Lowest daily mean 35 Dec 4 30 Mar 30 24 Feb 28, 2003
Annual seven-day minimum 37 Dec 21 33 Mar 24 25 Jan 22, 2003
Maximum peak flow 1,020 Jun 25 2,250 Jun 21, 1995
Maximum peak stage 6.51 Jun25 ’7.46  Jun 21, 1995
Annual runoff (ac-ft) 88,200 119,300 145,700

10 percent exceeds 294 529 547

50 percent exceeds 79 84 81

90 percent exceeds 39 35 36

* Estimated.

" Maximum gage height, 8.23 ft, Jun 17,

1995.
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