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05229430 HOBLIN CREEK NEAR PINE RIVER, MN
Mississippi Headwaters Basin 

 Pine Subbasin 

LOCATION.--Lat 46°41′06″, long 94°30′49″ referenced to North American Datum of 1927, in SE ¼ NE ¼ sec.18, T.137 N., R.30 W., Cass County, MN, 
Hydrologic Unit 07010105, at culvert on township road (44th Ave. SW), 3.4 miles upstream from mouth and 5.6 miles southwest of Pine River. 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--1972 to current year. 

GAGE.--Non-recording gage. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, (not determined), July, 8, 2002, maximum gage height, 8.38 ft. 

 

MAXIMUM PEAK DISCHARGE 
WATER YEAR OCTOBER 2006 TO SEPTEMBER 2007 

Date 
Discharge, 

in ft³/s 

Discharge 
qualification 

code 
Gage height,

in ft 

Gage height 
qualification 

code 
Peak gage height 

date 

Peak gage 
height, 

in ft 

Peak gage 
height 

qualification 
code 

Jun   2, 2007 9.7 --- 7.69 2 Mar 23, 2007 8.07 1 

Gage height qualification code: 

2 - Gage height not the maximum for the year 

Peak gage height qualification code: 

1 - Peak gage height affected by backwater 
 

http://pubs.water.usgs.gov/wdr2007
http://waterdata.usgs.gov/nwis/nwisman/?site_no=05229430

