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06709530 PLUM CREEK AT TITAN ROAD NEAR LOUVIERS, CO
South Platte Basin 

 Upper South Platte Subbasin 

LOCATION.--Lat 39°30′27″, long 105°01′26″ referenced to North American Datum of 1927, in sec.20, T.6 S., R.68 W., Douglas County, CO, Hydrologic Unit 
10190002, on left bank, on downstream side of bridge on Titan Road, 2.4 mi north of Louviers. 

DRAINAGE AREA.--315 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--May 1984 to current year. 

REVISED RECORDS.--WDR CO-86-1: Drainage area. 

GAGE.--Water-stage recorder with satellite telemetry and crest-stage gage. Elevation of gage is 5,520 ft above NGVD of 1929, from topographic map. Prior 
to July 10, 1996, at same site, but different datum. 

REMARKS.--Records poor. Diversions upstream from station for irrigation. 

 

http://pubs.water.usgs.gov/wdr2007
http://waterdata.usgs.gov/nwis/nwisman/?site_no=06709530
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2006 TO SEPTEMBER 2007 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 7.6 33 38 e23 e25 34 209 777 114 23 11 12 
2 7.3 41 23 e25 e25 34 168 e726 97 21 13 11 
3 8.2 34 20 e27 e25 34 175 e685 100 18 12 11 
4 9.0 28 31 e30 e26 41 213 e523 87 21 11 11 
5 8.5 31 26 e30 e27 44 162 e420 87 22 11 11 

6 8.7 34 17 e23 e27 46 131 e376 87 21 12 11 
7 8.5 27 27 e26 e28 e48 149 e393 84 18 14 9.7 
8 8.0 23 36 e26 e29 52 120 e376 84 16 14 8.8 
9 9.1 19 29 e27 e31 55 157 e370 66 18 12 8.9 

10 10 25 25 e26 e32 61 161 371 68 17 12 9.2 

11 9.2 53 22 e24 29 63 172 305 62 15 11 8.8 
12 9.2 45 18 e22 31 58 155 283 81 15 11 8.8 
13 8.8 64 19 e21 25 57 132 284 119 17 11 8.4 
14 8.8 44 22 e21 19 58 134 237 85 16 12 8.6 
15 8.6 35 27 e21 25 63 145 236 71 15 13 8.3 

16 8.6 55 24 e22 33 74 135 225 71 14 15 8.2 
17 8.6 50 20 e22 33 81 140 190 67 13 14 8.2 
18 11 39 23 e22 31 87 149 139 60 12 16 8.0 
19 11 63 20 e23 37 85 160 115 57 11 14 7.6 
20 9.7 58 18 e23 40 79 161 106 51 13 13 7.2 

21 10 54 e19 e20 40 99 164 e100 48 12 13 7.1 
22 11 40 e21 e20 44 126 170 e110 48 12 12 7.0 
23 11 52 e23 e20 44 147 187 e115 45 11 13 7.2 
24 9.8 48 e19 e22 41 182 272 126 42 10 13 7.6 
25 9.3 48 e17 e22 37 186 316 130 34 10 13 7.8 

26 13 46 e20 e23 34 184 375 115 31 10 13 7.7 
27 18 61 e20 e22 34 197 400 107 32 11 13 7.4 
28 26 46 e18 e23 34 229 476 121 32 11 13 7.1 
29 33 40 e19 e23 --- 307 545 133 29 14 13 6.8 
30 32 36 e23 e23 --- 249 773 148 27 12 12 6.7 
31 32 --- e23 e23 --- 233 --- 140 --- 11 12 --- 

Total 383.5 1,272 707 725 886 3,293 6,806 8,482 1,966 460 392 258.1 
Mean 12.4 42.4 22.8 23.4 31.6 106 227 274 65.5 14.8 12.6 8.60 
Max 33 64 38 30 44 307 773 777 119 23 16 12 
Min 7.3 19 17 20 19 34 120 100 27 10 11 6.7 
Ac-ft 761 2,520 1,400 1,440 1,760 6,530 13,500 16,820 3,900 912 778 512 

 

 STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1984 - 2007, BY WATER YEAR (WY)                                  

  Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 11.1 17.0 14.4 14.2 16.8 27.7 81.8 152 45.3 15.7 15.3 5.55 
Max 71.8 75.9 44.3 32.1 42.7 106 231 779 135 66.5 63.4 31.1 
(WY) (1985) (1985) (1985) (1998) (1988) (2007) (2005) (1984) (1984) (1995) (1984) (1984) 
Min 0.00 2.15 4.40 4.86 5.14 6.55 8.76 8.15 0.48 0.00 0.00 0.00 
(WY) (1995) (1995) (1996) (1991) (1990) (1995) (2002) (2002) (2006) (1993) (1993) (1990) 
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SUMMARY STATISTICS 

 Calendar Year 2006 Water Year 2007 Water Years 1984 - 2007 

Annual total  5,984.69    25,630.6    
Annual mean  16.4    70.2    31.8   
Highest annual mean    73.6 1999  
Lowest annual mean    7.26 2002  
Highest daily mean  244 Jul   4   777 May   1   1,770 May 15, 1984  
Lowest daily mean  0.00 Jun 15   6.7 Sep 30   a0.00 Jul   2, 1989  
Annual seven-day minimum  0.00 Jun 15   7.3 Sep 24   0.00 Jul   2, 1989  
Maximum peak flow   950 Apr 30   b2,900 Apr 30, 1999  
Maximum peak stage   9.34 Apr 30   c8.05 Apr 30, 1999  
Annual runoff (ac-ft)  11,870    50,840    23,050   
10 percent exceeds  33    173    68   
50 percent exceeds  13    27    13   
90 percent exceeds  2.2    9.2    0.00   
a No flow many days, most years. 
b From rating curve extended above 450 ft³/s. 
c Maximum gage height, 10.63 ft, Jun 28, 1995, datum then in use. 
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