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08042800 West Fork Trinity River near Jacksboro, TX
Upper Trinity Basin 

 Upper West Fork Trinity Subbasin 

LOCATION.--Lat 33°17′30″, long 98°04′49″ referenced to North American Datum of 1927, Jack County, TX, Hydrologic Unit 12030101, on upstream side of 
bridge on State Highway 59, 4.0 mi downstream from Big Cleveland Creek, 7.0 mi upstream from Carroll Creek, 7.0 mi northeast of Jacksboro and at 
mile 660. 

DRAINAGE AREA.--683 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--Mar. 1956 to current year. Water-quality records: Sediment data: Oct. 1976 to Sept. 1978. 

GAGE.--Water-stage recorder. Datum of gage is 869.28 ft above NGVD of 1929 (from Texas Department of Transportation). Sept. 1960 to May 1961, 
nonrecording gage at same site and datum. Satellite telemeter at station. 

REMARKS.--No estimated daily discharges. Records good. Since 1974, at least 10% of contributing drainage area has been regulated. Flow affected at 
times by discharge from the floodwater-retarding structures controlling runoff from 70.9 mi² in the West Fork Trinity River drainage basin upstream 
from this station. No flow at times. 

AVERAGE DISCHARGE FOR PERIOD PRIOR TO REGULATION.--17 years (water years 1957-73), 104 ft³/s (75,350 acre-ft/yr). 

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood in June 1941 reached a stage of 30 ft, from information by local residents. 

EXTREMES FOR PERIOD PRIOR TO REGULATION.--WATER YEARS 1956-1973: Maximum discharge, 35,100 ft³/s, Apr. 27, 1957, gage height, 32.10 ft; no 
flow at times. 

 

http://pubs.water.usgs.gov/wdr2007
http://waterdata.usgs.gov/nwis/nwisman/?site_no=08042800
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2006 TO SEPTEMBER 2007 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 0.00 0.00 0.00 18 1.7 0.01 3,780 3.3 30 2,550 4.3 0.00
2 0.00 0.00 0.00 6.5 1.8 0.00 2,290 2.6 333 1,870 3.0 0.00
3 0.00 0.00 0.00 3.8 1.5 0.00 1,180 19 375 1,570 2.2 0.00
4 0.00 0.00 0.00 2.6 1.1 0.00 237 14 518 1,260 1.8 0.00
5 0.00 0.00 0.00 1.9 0.87 0.00 151 9.4 283 592 1.5 0.00

6 0.00 0.00 0.00 1.5 0.79 0.00 102 7.1 123 95 1.3 0.00
7 0.00 0.00 0.00 1.3 0.81 0.00 73 4.9 51 44 1.2 0.00
8 0.00 0.00 0.00 1.3 0.74 0.00 57 3.5 27 25 1.1 0.00
9 0.00 0.00 0.00 1.0 0.80 0.00 50 24 15 14 1.0 0.00

10 0.00 0.00 0.00 0.95 0.74 0.00 46 557 9.0 8.6 1.0 14 

11 0.00 0.00 0.00 0.91 0.69 0.00 42 920 6.4 5.5 0.98 196 
12 0.00 0.00 0.00 1.1 0.77 0.00 39 732 5.3 3.5 1.0 84 
13 0.00 0.00 0.00 1.8 0.86 0.00 39 217 3.8 6.2 0.59 111 
14 0.00 0.00 0.00 1.4 0.74 0.02 40 127 2.9 6.1 0.14 48 
15 0.00 0.00 0.00 1.4 0.56 0.02 38 52 3.2 8.8 0.04 13 

16 0.00 0.00 0.00 1.2 0.41 0.01 36 30 115 48 0.01 5.0 
17 0.00 0.00 0.00 1.4 0.32 0.01 33 17 416 68 0.00 2.8 
18 0.00 0.00 0.00 1.5 0.23 0.00 18 12 663 24 0.00 2.1 
19 0.00 0.00 0.00 1.5 0.16 0.00 10 8.5 220 10 0.00 47 
20 0.00 0.00 0.38 11 0.12 0.00 6.1 6.5 90 6.5 0.00 22 

21 0.00 0.00 0.51 41 0.08 0.00 4.0 5.7 59 4.9 0.00 10 
22 0.00 0.00 0.29 48 0.06 0.00 2.7 4.6 122 3.7 0.00 12 
23 0.00 0.00 4.4 23 0.06 0.00 2.1 4.3 326 5.1 0.00 6.4 
24 0.00 0.00 4.8 11 0.07 0.00 1.6 12 164 7.1 0.00 3.9 
25 0.00 0.00 3.8 9.2 0.04 0.00 1.5 35 289 3.6 0.00 2.8 

26 0.00 0.00 3.1 6.5 0.03 0.00 1.7 79 176 2.1 0.00 1.9 
27 0.00 0.00 2.5 4.7 0.01 0.01 1.7 175 509 1.8 0.00 1.1 
28 0.00 0.00 1.9 3.6 0.01 0.03 1.7 483 1,070 1.7 0.00 0.50
29 0.00 0.00 32 2.6 --- 83 1.4 717 1,380 1.9 0.00 0.24
30 0.00 0.00 80 2.0 --- 741 1.9 330 1,980 5.3 0.00 0.12
31 0.00 --- 79 1.7 --- 3,450 --- 56 --- 8.7 0.00 --- 

Total 0.00 0.00 212.68 215.36 16.07 4,274.11 8,287.4 4,668.4 9,364.6 8,261.1 21.16 583.86
Mean 0.00 0.00 6.86 6.95 0.57 138 276 151 312 266 0.68 19.5 
Max 0.00 0.00 80 48 1.8 3,450 3,780 920 1,980 2,550 4.3 196 
Min 0.00 0.00 0.00 0.91 0.01 0.00 1.4 2.6 2.9 1.7 0.00 0.00
Ac-ft 0.00 0.00 422 427 32 8,480 16,440 9,260 18,570 16,390 42 1,160 

 

 STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1974 - 2007z, BY WATER YEAR (WY)                                  

  Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 120 39.6 52.0 29.7 89.3 114 119 310 245 33.6 17.9 38.2 
Max 2,363 219 1,025 369 1,049 697 2,383 3,127 1,689 266 134 332 
(WY) (1982) (1975) (1992) (1985) (1997) (1990) (1990) (1989) (1989) (2007) (1989) (1996) 
Min 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
(WY) (1978) (1978) (1978) (1978) (1978) (1978) (1980) (1984) (1984) (1978) (1980) (1982) 
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SUMMARY STATISTICS 

 Calendar Year 2006 Water Year 2007 Water Years 1974 - 2007z 

Annual total  8,058.29    35,904.74    
Annual mean  22.1    98.4    101   
Highest annual mean    468 1990  
Lowest annual mean    0.07 1984  
Highest daily mean  840 May   6   3,780 Apr   1   29,100 May 17, 1989  
Lowest daily mean  0.00 Jan   1   0.00 Oct   1   0.00 Apr   6, 1974  
Annual seven-day minimum  0.00 Jan   1   0.00 Oct   1   0.00 Apr 12, 1974  
Maximum peak flow   4,160 Apr   1   33,300 May 17, 1989  
Maximum peak stage   21.00 Apr   1   31.52 May 17, 1989  
Annual runoff (ac-ft)  15,980    71,220    72,960   
10 percent exceeds  3.0    137    124   
50 percent exceeds  0.00    1.4    0.79   
90 percent exceeds  0.00    0.00    0.00   
z  Period of regulated streamflow. 
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