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11527000 Trinity River near Burnt Ranch, CA
Klamath River Basin 

LOCATION.--Lat 40°47′20″, long 123°26′20″ referenced to North American Datum of 1927, Trinity County, CA, Hydrologic Unit 18010211, unsurveyed, 
Humboldt meridian, in Trinity National Forest, on left bank, 500 ft upstream from Cedar Flat Creek, 700 ft upstream from Highway 299 bridge at Cedar 
Flat, and 2.3 mi southeast of Burnt Ranch. 

DRAINAGE AREA.--1,439 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October 1931 to September 1940, October 1956 to current year. Monthly discharge only for some periods, published in WSP 1315-B. 
CHEMICAL ANALYSES: Water years 1959-66. 
WATER TEMPERATURE: Water years 1962-64, 1967, 1969-83. 
SEDIMENT DATA: Water year 1968 (partial-record station). 

REVISED RECORDS.--WDR CA-78-2: 1975 (instantaneous maximum discharge). WSP 1929: Drainage area. 

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 944.05 ft above NGVD of 1929. Oct. 1, 1931, to Jan. 19, 1940, at site 2 mi upstream 
at different datum. 

REMARKS.--Records fair except for estimated discharge, which is fair. Flow regulated since November 1960 by Trinity Lake (station 11525400), 64 mi 
upstream, and by transbasin diversion to Judge Francis Carr Powerplant (station 11525430) since April 1963. Small diversions upstream from station 
for irrigation. See schematic diagram of Klamath River and Trinity River Basins available from the California Water Science Center. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 81,500 ft³/s, Feb. 25, 1958, gage height, 30.50 ft, from rating curve extended above 
40,000 ft³/s, on basis of slope-area measurement at gage height 43.2 ft; minimum daily, 93 ft³/s, Sept. 13, 1939. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood of Dec. 22, 1955, reached a stage of 43.2 ft, from floodmarks, discharge, 172,000 ft³/s, on basis of slope-
area measurement of peak flow. 

PEAK DISCHARGES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 12,000 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 

Dec 13 1700 *8,230 *10.61 

 

http://pubs.water.usgs.gov/wdr2007
http://waterdata.usgs.gov/nwis/nwisman/?site_no=11527000
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2006 TO SEPTEMBER 2007 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 544 407 688 1,370 687 1,790 1,220 4,420 1,840 605 495 518 
2 546 428 703 1,280 676 1,700 1,170 5,330 1,750 597 493 496 
3 549 468 700 1,660 668 1,740 1,120 5,070 1,660 590 493 495 
4 554 676 696 4,130 661 2,030 1,100 4,930 1,600 588 489 489 
5 572 573 699 2,690 667 2,340 1,120 4,830 1,650 583 490 486 

6 582 507 701 2,150 693 2,510 1,190 4,740 1,540 581 489 492 
7 573 498 695 1,840 687 2,630 1,300 4,460 1,410 582 494 490 
8 567 559 689 1,610 842 2,830 1,340 4,280 1,300 573 508 495 
9 562 577 773 1,480 980 2,550 1,250 4,230 1,260 570 503 471 

10 555 514 1,020 1,380 1,200 2,300 1,150 4,060 1,290 565 496 453 

11 552 540 1,140 1,280 3,010 2,280 1,100 3,790 1,300 555 496 494 
12 554 532 2,710 1,190 2,460 2,820 1,100 3,540 1,170 566 493 513 
13 552 701 5,760 e1,110 1,990 3,090 1,030 3,390 1,140 555 491 515 
14 551 1,690 6,540 1,060 1,720 2,830 1,040 3,260 1,130 559 490 518 
15 551 982 4,540 991 1,590 2,490 1,050 3,230 1,050 555 488 527 

16 548 1,660 2,750 950 1,550 2,350 992 3,160 1,010 552 488 527 
17 431 1,340 2,000 944 1,440 2,370 990 3,130 989 551 487 485 
18 420 951 1,570 914 1,370 2,340 988 2,990 948 579 494 489 
19 416 782 1,350 887 1,300 2,160 950 2,880 898 593 496 496 
20 412 997 1,200 865 1,210 2,020 919 2,750 892 585 502 503 

21 407 1,060 1,220 822 1,360 1,840 932 2,590 830 568 498 502 
22 406 952 1,180 795 2,580 1,660 1,210 2,490 764 557 494 499 
23 406 1,120 1,100 784 2,500 1,580 1,150 2,370 743 545 492 503 
24 406 939 1,220 777 2,120 1,560 1,160 2,290 703 534 488 504 
25 403 815 1,350 764 2,330 1,580 1,210 2,270 690 532 486 503 

26 402 794 2,040 753 2,420 1,560 1,170 2,220 634 526 486 499 
27 403 836 3,660 741 2,220 1,520 1,300 2,180 619 520 918 497 
28 403 775 2,640 727 1,980 1,370 2,050 2,060 611 518 1,480 496 
29 405 716 2,010 715 --- 1,270 2,860 1,940 610 516 819 498 
30 403 681 1,680 705 --- 1,200 3,490 1,890 610 516 526 510 
31 405 --- 1,490 697 --- 1,190 --- 1,850 --- 508 531 --- 

Total 15,040 24,070 56,514 38,061 42,911 63,500 38,651 102,620 32,641 17,324 17,093 14,963 
Mean 485 802 1,823 1,228 1,533 2,048 1,288 3,310 1,088 559 551 499 
Max 582 1,690 6,540 4,130 3,010 3,090 3,490 5,330 1,840 605 1,480 527 
Min 402 407 688 697 661 1,190 919 1,850 610 508 486 453 
Ac-ft 29,830 47,740 112,100 75,490 85,110 126,000 76,660 203,500 64,740 34,360 33,900 29,680 

 

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1932 - 1960, BY WATER YEAR (WY) 

  Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 499 1,192 1,654 2,936 5,702 5,569 5,831 5,674 3,161 878 305 241 
Max 2,732 4,893 6,426 6,192 24,270 10,110 10,090 11,840 7,076 2,362 835 497 
(WY) (1958) (1938) (1938) (1958) (1958) (1938) (1938) (1958) (1958) (1958) (1958) (1958) 
Min 138 209 253 311 831 2,487 3,319 1,955 808 273 123 111 
(WY) (1933) (1937) (1937) (1937) (1937) (1935) (1932) (1939) (1934) (1934) (1939) (1932) 
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SUMMARY STATISTICS 

 Water Years 1932 - 1960 

Annual mean  2,784   
Highest annual mean  6,557 1958  
Lowest annual mean  1,409 1939  
Highest daily mean  65,600 Feb 19, 1958  
Lowest daily mean  93 Sep 13, 1939  
Annual seven-day minimum  95 Oct   1, 1931  
Maximum peak flow  81,500 Feb 25, 1958  
Maximum peak stage  30.50 Feb 25, 1958  
Annual runoff (ac-ft)  2,017,000   
10 percent exceeds  7,120   
50 percent exceeds  1,240   
90 percent exceeds  198   

 

 STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1964 - 2007, BY WATER YEAR (WY)                                  

  Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 486 1,029 2,215 3,339 3,205 3,348 2,513 2,659 1,774 812 509 471 
Max 804 3,570 8,745 12,220 10,190 13,770 8,146 8,357 7,006 1,988 1,087 858 
(WY) (1980) (1974) (1965) (1997) (1983) (1983) (1974) (2006) (1983) (1998) (1983) (2003) 
Min 298 375 274 322 373 512 530 547 449 200 189 230 
(WY) (1965) (1977) (1977) (1977) (1977) (1977) (1977) (1977) (1977) (1977) (1977) (1964) 

 

SUMMARY STATISTICS 

 Calendar Year 2006 Water Year 2007 Water Years 1964 - 2007 

Annual total  1,297,931    463,388    
Annual mean  3,556    1,270    1,858   
Highest annual mean    4,816 1983  
Lowest annual mean    372 1977  
Highest daily mean  17,100 Jan   1   6,540 Dec 14   53,300 Jan   1, 1997  
Lowest daily mean  402 Oct 26   402 Oct 26   165 Aug 24, 1966  
Annual seven-day minimum  403 Oct 25   403 Oct 25   170 Aug 21, 1966  
Maximum peak flow   8,230 Dec 13   78,100 Dec 22, 1964  
Maximum peak stage   10.61 Dec 13   29.82 Dec 22, 1964  
Annual runoff (ac-ft)  2,574,000    919,100    1,346,000   
10 percent exceeds  9,040    2,630    4,080   
50 percent exceeds  2,560    898    1,020   
90 percent exceeds  547    492    373   
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