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03039000 CROOKED CREEK AT CROOKED CREEK DAM, PA 
Allegheny Basin 

 Middle Allegheny-Redbank Subbasin 

LOCATION.--Lat 40°4313, long 79°3042 referenced to North American Datum of 1927, Armstrong County, PA, Hydrologic Unit 05010006, on right bank 
0.4 mi downstream from Crooked Creek Dam, 3.5 mi south of Ford City, and 6.7 mi upstream from mouth. 

DRAINAGE AREA.--278 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--1910-91 (continuous-record gaging station), 2005 to current year. 

GAGE.--Datum of gage is 799.51 ft above National Geodetic Vertical Datum of 1929, from U.S. Army Corps of Engineers bench mark. Satellite and landline 
telemetry at station. 

COOPERATION.--Station established and maintained by the U.S. Geological Survey in cooperation with the U.S. Army Corps of Engineers, Pittsburgh 
District. 

 

DISCHARGE MEASUREMENTS 
WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008

Date 
Discharge, 

in ft³/s 

Oct   1, 2007 91.4 
Jan 25, 2008 193 

Mar 13, 2008 2,290 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=03039000

