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03155500 HUGHES RIVER AT CISCO, WV 
Upper Ohio-Little Kanawha Basin 

 Little Kanawha Subbasin 

LOCATION.--Lat 39°0707, long 81°1639 referenced to North American Datum of 1927, Ritchie County, WV, Hydrologic Unit 05030203, on right bank 
100 ft downstream from confluence of North and South Forks, 1.0 mi upstream from Cisco, 5.0 mi south of Petroleum, and at mile 14.0. 

DRAINAGE AREA.--453 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--May 1915 to September 1920 (daily mean and annual maximum gage height), October 1920 to September 1922 (daily mean gage 
height), October 1928 to September 1929 (daily discharge and annual maxima), October 1929 to September 1931, and October 1938 to September 
1994 (daily discharge and peaks). Monthly discharge only for some periods, published in WSP 1305. Prior to October 1965, published as Hughes River 
at Cisko. 

REVISED RECORDS.--WSP 893: 1939. WSP 1113: 1947. WDR WV-97-1: Drainage area, 1948(M), 1950(M), 1951(P), 1955(M), 1958(M), 1962(M), 1963(P), 
1966-68(P), 1970-72(P), 1974-82(P), 1984-87(P), 1989-91(P). WDR-US-2008: 1948. 

GAGE.--Water-stage recorder. Datum of gage is 607.92 ft above COE1912. Prior to Sept. 30, 1931, nonrecording gage at site 0.9 mi downstream, and Mar. 
5, 1939 to Sept. 30, 1945, nonrecording gage 1.0 mi downstream, both at datum 2.56 ft lower. Oct 1, 1945 to June 30, 1946, nonrecording gage at 
bridge across mouth of North Fork at present datum. 

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--60 years, 581 ft³/s, 17.46 in/yr. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 28,100 ft³/s, June 26, 1950, gage height, 32.69 ft; minimum, no flow, July 26, Aug. 2-6, Sept. 4 
to Dec 5, 1930. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood of March 1997 reached a stage of 21.62 ft, 14,000 ft³/s, published in WDR WV-97-1, p. 8. 

 

SUMMARY STATISTICS 

 Water Years 1929 - 1994 

Annual mean  581   
Highest annual mean  972 1994  
Lowest annual mean  260 1954  
Highest daily mean  26,400 Apr 13, 1948  
Lowest daily mean  0.00 Jul 26, 1930  
Annual seven-day minimum  0.00 Sep   4, 1930  
Maximum peak flow  28,100 Jun 26, 1950  
Maximum peak stage  32.69 Jun 26, 1950  

Instantaneous low flow  0.00 Jul 26, 1930
a
  

Annual runoff (cfsm)  1.28   
Annual runoff (inches)  17.42   
10 percent exceeds  1,450   
50 percent exceeds  177   
90 percent exceeds  11   

                a
 Also Aug. 2-6, Sept. 4 to Dec. 5, 1930. 

  

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=03155500
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REVISIONS.--The revised daily discharges, in cubic feet per second, for the water year 1948 are tabled below.  These values supersede those published in 
previous reports. 

DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 1947 TO SEPTEMBER 1948 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 27 10 105 2,520 120 805 630 223 105 216 1,310 11 
2 23 17 88 9,730 120 2,070 1,370 380 79 145 391 9.0 
3 21 76 75 2,110 110 3,380 1,760 3,450 62 90 206 11 
4 19 203 74 783 164 1,490 783 1,600 52 63 136 12 
5 17 318 81 576 195 711 517 1,490 45 56 1,300 11 

6 15 219 103 477 612 472 423 1,090 46 92 2,750 9.0 
7 14 153 133 427 657 873 382 1,540 294 885 715 9.8 
8 12 121 536 387 594 1,140 454 2,530 396 535 342 11 
9 12 107 1,490 678 715 657 711 1,120 274 206 213 9.4 

10 11 123 580 1,320 661 468 382 576 154 116 145 9.4 

11 11 150 360 648 540 382 290 391 103 79 119 9.8 
12 9.0 553 266 490 1,430 328 10,900 302 84 56 148 11 
13 7.5 567 199 1,980 5,700 262 24,900 522 1,550 47 142 14 
14 7.0 145 154 1,760 16,600 220 16,900 544 736 514 119 13 
15 6.8 262 160 715 6,750 206 11,400 1,040 282 1,420 90 11 

16 7.0 580 873 567 1,440 1,130 2,040 1,140 188 481 70 9.4 
17 6.5 418 968 414 1,540 1,980 850 3,300 145 242 53 8.4 
18 8.4 242 481 300 1,390 783 531 2,700 105 167 43 7.8 
19 13 164 328 250 738 621 400 1,290 84 119 37 7.2 
20 9.6 125 230 200 526 2,970 315 544 79 112 39 11 

21 13 101 178 160 369 1,490 266 355 81 139 46 129 
22 12 84 140 250 290 805 227 286 74 5,480 40 777 
23 12 74 123 350 306 873 195 230 56 6,820 34 254 
24 17 274 119 280 328 1,980 164 167 45 3,020 27 119 
25 13 1,040 100 250 405 1,600 145 125 39 1,000 23 79 

26 14 603 88 200 4,320 738 130 101 68 414 21 53 
27 11 324 84 200 3,700 928 119 86 63 254 17 39 
28 12 220 79 180 2,800 1,980 288 74 91 181 16 29 
29 11 164 70 160 2,200 850 486 118 98 136 13 25 
30 10 130 60 150 --- 531 310 416 343 107 12 22 
31 9.9 --- 65 130 --- 400 --- 167 --- 553 12 --- 

Total 391.7 7,567 8,390 28,642 55,320 33,123 78,268 27,897 5,821 23,745 8,629 1,731.2 
Mean 12.6 252 271 924 1,908 1,068 2,609 900 194 766 278 57.7 
Max 27 1,040 1,490 9,730 16,600 3,380 24,900 3,450 1,550 6,820 2,750 777 
Min 6.5 10 60 130 110 206 119 74 39 47 12 7.2 
Cfsm 0.03 0.56 0.60 2.04 4.21 2.36 5.76 1.99 0.43 1.69 0.61 0.13
In. 0.03 0.62 0.69 2.35 4.54 2.72 6.43 2.29 0.48 1.95 0.71 0.14

 

 Calendar Year 1947 Water Year 1948 

Total 154,799.7 279,524.9 
Mean 424 764 
Max 6,770 24,900 
Min 6.5 6.5 
Cfsm 0.94 1.69 
In. 12.71 22.95 
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