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Water-Data Report 2008
11433040 Pilot Creek below Mutton Canyon, near Georgetown, CA

Sacramento River Basin

LOCATION.--Lat 38°55'25”, long 120°38'27" referenced to North American Datum of 1927, in NE % NW % sec.4, T.12 N., R.12 E., El Dorado County, CA,
Hydrologic Unit 18020128, Eldorado National Forest, on left bank, 450 ft downstream from Mutton Canyon, 500 ft downstream from Georgetown
Divide Diversion Dam, 2.5 mi downstream from Stumpy Meadows Dam, and 10 mi east of Georgetown.

DRAINAGE AREA.--21.1 mi2.
SURFACE-WATER RECORDS
PERIOD OF RECORD.--June 1961 to current year.
GAGE.--Water-stage recorder. Elevation of gage is 3,760 ft above NGVD of 1929, from topographic map.

REMARKS. .--Records fair. Flow regulated by Stumpy Meadows Lake 2.5 mi upstream, usable capacity, 20,000 acre-ft, completed in November 1961.
Georgetown Irrigation District Ditch, capacity, about 60 t3/s, diverts water out of Pilot Creek, 500 ft upstream from station. See schematic diagram of
Middle Fork American and Rubicon River Basins available from the California Water Science Center.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 7,830 ft3/s, Jan. 2, 1997, gage height, 10.95 ft, from rating curve extended above 970 ft3/s, on
basis of slope-area measurement at gage height 10.06 ft; minimum daily, 0.20 ft%/s, Sept. 24, Nov. 1-5, 1966.
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DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008

DAILY MEAN VALUES
[e, estimated]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 2.0 2.1 2.0 2.7 3.1 6.8 7.1 3.2 2.2 1.9 2.0 2.0

2 2.0 2.1 2.0 2.6 3.1 6.6 7.0 3.2 2.1 2.0 2.0 1.9

3 2.0 2.1 2.0 2.6 3.1 6.3 6.9 3.2 2.1 2.0 1.9 2.0

4 2.0 2.1 2.1 11 3.1 6.3 6.8 3.2 2.1 1.9 1.9 2.2

5 2.1 2.0 2.1 6.6 3.5 6.2 6.7 3.2 1.9 1.9 1.9 2.3

6 2.3 2.0 2.8 4.1 4.2 6.2 6.6 3.1 2.0 1.9 1.9 2.3

7 2.2 2.0 5.8 3.5 4.2 6.2 6.5 2.8 2.1 1.8 1.9 2.3

8 2.1 2.0 2.9 34 4.2 6.2 6.4 2.8 2.1 1.8 1.9 2.3

9 2.1 2.1 2.5 4.8 4.2 6.3 6.3 2.8 2.0 2.0 1.9 2.3

10 2.8 2.2 2.4 4.2 4.2 6.2 6.1 2.7 2.0 2.2 1.8 2.3

1" 2.2 3.9 2.3 3.9 4.2 6.5 6.0 2.7 1.9 2.1 1.8 2.3

12 2.1 2.6 2.2 3.5 4.1 6.6 59 2.7 1.9 2.1 1.8 2.2

13 2.1 2.4 2.2 33 4.2 13 5.8 2.6 2.0 2.1 1.8 2.2

14 2.1 2.4 2.2 3.0 4.2 9.6 5.8 2.6 2.1 2.0 1.8 2.2

15 2.1 2.4 2.2 3.0 4.2 8.3 5.6 2.5 2.0 1.9 1.8 2.2

16 2.2 4.1 2.2 29 4.2 7.6 54 2.4 2.0 1.9 1.8 2.3

17 2.3 7.1 2.6 2.8 4.2 7.2 53 2.3 2.0 2.0 1.8 2.3

18 2.2 7.0 53 2.7 4.2 7.2 4.9 2.2 1.9 1.9 1.8 2.3

19 2.3 5.0 4.0 2.7 4.2 7.5 4.1 2.2 2.1 1.9 1.9 2.3

20 34 2.6 5.1 2.6 4.8 8.2 4.0 e2.2 2.2 1.9 2.1 2.3

21 2.3 2.3 34 2.6 5.1 7.6 4.0 e2.2 2.1 1.9 2.0 2.3

22 2.2 2.1 2.8 2.6 6.8 7.4 3.9 2.2 2.1 1.8 2.0 2.3

23 2.1 2.0 2.6 2.6 5.8 7.5 4.5 2.2 2.0 1.8 2.0 2.3

24 2.1 1.9 2.6 2.6 12 7.4 4.1 3.1 1.2 2.0 2.0 2.3

25 2.1 1.9 2.5 2.6 11 7.4 3.8 2.7 1.5 2.2 2.0 2.3

26 2.1 1.9 2.4 2.6 7.5 7.6 3.8 2.5 2.2 2.2 2.0 2.3

27 2.1 19 2.4 4.8 6.7 7.5 3.6 2.4 2.1 2.1 2.0 2.2

28 2.1 2.0 2.4 7.2 6.6 7.2 3.5 2.4 2.1 2.1 2.0 2.2

29 2.1 2.0 2.6 4.0 6.7 8.2 34 2.3 2.0 2.1 2.0 2.2

30 2.1 2.0 3.8 3.5 - 7.8 33 2.3 2.0 2.1 2.0 2.2

31 2.1 - 3.1 33 --- 7.3 --- 2.2 --- 2.0 2.0 -—-

Total 68.0 80.2 87.5 114.3 147.6 2279 157.1 81.1 60.0 61.5 59.5 67.1
Mean 2.19 2.67 2.82 3.69 5.09 7.35 5.24 2.62 2.00 1.98 1.92 2.24

Max 3.4 7.1 5.8 11 12 13 7.1 3.2 2.2 2.2 2.1 2.3

Min 2.0 1.9 2.0 2.6 3.1 6.2 3.3 2.2 1.2 1.8 1.8 1.9

Ac-ft 135 159 174 227 293 452 312 161 119 122 118 133
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1961 - 2008, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 3.09 5.53 28.1 57.1 72.3 73.2 73.0 39.2 9.51 4.26 3.39 3.02
Max 7.19 28.6 340 621 585 370 440 171 54.4 15.6 134 8.54
(WY) (1963) (1984) (1965) (1997) (1986) (1983) (2006) (1995) (1967) (1983) (1983) (1983)
Min 0.46 0.46 0.54 0.53 0.89 1.21 0.98 1.12 0.66 0.45 0.38 0.37
(WY) (1962)  (1962)  (1962)  (1962)  (1991)  (1977) (1977) (1977)  (1977) (1977)  (1977)  (1977)
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SUMMARY STATISTICS

Calendar Year 2007 Water Year 2008 Water Years 1961 - 2008
Annual total 2,883.0 1,211.8
Annual mean 7.90 3.31 30.8
Highest annual mean 109 1983
Lowest annual mean 0.84 1977
Highest daily mean 66 Mar 18 13 Mar 13 5,210 Jan 2,1997
Lowest daily mean 1.9  Jun26 1.2 Jun24 0.20  Sep 24, 1966
Annual seven-day minimum 1.9  Nov23 1.8 Aug10 0.23  Oct 30, 1966
Maximum peak flow 28 Jan 4 7,830 Jan 2,1997
Maximum peak stage 396 Jan 4 1095  Jan 2,1997
Annual runoff (ac-ft) 5,720 2,400 22,290
10 percent exceeds 21 6.6 84
50 percent exceeds 2.4 2.3 44
90 percent exceeds 2.1 1.9 1.3
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