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Water-Data Report 2009

01582500 GUNPOWDER FALLS AT GLENCOE, MD

Upper Chesapeake Basin
Gunpowder-Patapsco Subbasin

LOCATION.--Lat 39°32'58.9", long 76°38'10.0" referenced to North American Datum of 1983, Baltimore County, MD, Hydrologic Unit 02060003, on right
downstream wingwall of bridge on Glencoe Road at intersection of Upper Glencoe Road and Lower Glencoe Road in Glencoe, and 0.7 mi upstream
from Piney Creek.

DRAINAGE AREA.--160 mi2.
SURFACE-WATER RECORDS
PERIOD OF RECORD.--October 1977 to June 1980, December 1982 to current year.
REVISED RECORDS.--WDR MD-DE-89-1: 1985(M).
GAGE .--Water-stage recorder and crest-stage gage. Elevation of gage is 250 ft above National Geodetic Vertical Datum of 1929, from topographic map.

REMARKS .--Records good except those for estimated daily discharges (ice effect, missing record), which are poor. Flow regulated by Prettyboy Reservoir,
12 mi upstream, beginning April 10, 1933, for water supply of Baltimore City (usable capacity, 20,000,000,000 gal; dead storage, 1,080,000,000 gal).
U.S. Geological Survey gage-height telemeter at station. Several measurements of water temperature were made during the year.

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 2,660 ft%/s, Aug. 29, gage height, 8.76 ft; minimum discharge, 63 ft%/s, July 20.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2008 TO SEPTEMBER 2009

DAILY MEAN VALUES
[e, estimated]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 137 78 235 150 147 122 132 158 134 85 222 176

2 91 76 213 137 180 137 130 173 125 96 194 177

3 83 76 174 142 184 134 268 182 121 84 145 169

4 77 76 155 138 163 128 315 338 164 82 82 82

5 74 76 146 142 152 el01 218 439 232 80 80 80

6 73 77 128 140 154 86 185 388 242 78 78 78

7 71 77 130 313 131 91 173 452 189 77 82 77

8 70 75 122 353 151 89 150 339 160 75 162 77

9 71 73 112 258 153 92 139 290 150 74 162 77

10 69 73 132 207 145 82 132 256 174 73 124 77

"1 66 72 270 201 153 81 186 217 233 72 86 624

12 65 73 1,190 180 168 83 189 205 191 73 112 481

13 66 97 524 166 156 74 158 185 187 71 87 313

14 66 110 323 165 138 73 173 181 177 70 79 191

15 66 134 251 152 136 75 271 188 133 68 75 188

16 66 166 232 €139 133 76 355 175 90 68 72 186

17 67 136 319 el34 128 84 273 252 94 67 70 193

18 66 129 281 €139 125 82 225 207 161 71 77 103

19 65 119 321 el25 141 84 196 177 199 66 79 141

20 66 110 441 el135 137 83 253 163 258 65 72 135

21 68 109 333 €133 117 77 367 152 235 67 73 114

22 67 107 273 el3l 119 e70 336 145 159 106 124 85

23 65 102 207 e135 127 €92 280 141 96 205 91 86

24 66 98 201 €138 114 103 233 137 95 250 77 99

25 111 113 220 el29 107 99 209 134 94 211 73 93

26 156 111 193 e128 109 104 193 143 95 186 70 181

21 88 105 189 133 113 128 179 148 180 157 69 267

28 109 103 188 157 125 148 169 146 175 89 434 161

29 95 99 182 166 --- 163 163 164 139 82 1,640 95

30 84 112 172 149 --- 172 154 169 84 83 675 90

31 80 168 142 144 147 165 299

Total 2,464 2,962 8,025 5,057 3,906 3,157 6,404 6,591 4,766 3,096 5,765 4,896

Mean 79.5 98.7 259 163 140 102 213 213 159 99.9 186 163

Max 156 166 1,190 353 184 172 367 452 258 250 1,640 624

Min 65 72 112 125 107 70 130 134 84 65 69 77
Cfsm 0.50 0.62 1.62 1.02 0.87 0.64 1.33 1.33 0.99 0.62 1.16 1.02
In. 0.57 0.69 1.87 1.18 0.91 0.73 1.49 1.53 1.11 0.72 1.34 1.14

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1978 — 1980, 1983 — 2009, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 168 166 196 219 234 254 264 241 196 179 163 169

Max 603 352 604 625 598 755 586 476 476 293 324 512
(WY) (1980)  (2004)  (1997)  (1979)  (1979)  (1994)  (1993)  (1989)  (2003)  (2004)  (2004)  (1979)

Min 52.4 65.9 76.4 63.3 58.2 65.2 74.8 70.3 55.4 58.7 70.8 69.6

(WY) (1987)  (2008)  (2002)  (1983)  (2002)  (2002)  (2002)  (2002)  (2002)  (2002)  (1985)  (1983)
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SUMMARY STATISTICS
Water Years 1978 — 1980,
Calendar Year 2008 Water Year 2009 1983 — 2009
Annual total 52,742 57,089
Annual mean 144 156 203
Highest annual mean 343 2004
Lowest annual mean 91.5 2002

Highest daily mean

1,190 Dec 12

1,640 Aug 29

4,500 Sep 6,1979

Lowest daily mean 55 Sep 24 65 Oct 128 31 Sep 3,1999
Annual seven-day minimum 63 Jan 9 66 Oct 11 35 Aug 29, 1999
Maximum peak flow 2,660 Aug 29 b6,110 Sep 6, 1979
Maximum peak stage 8.76 Aug 29 1530 Sep 6,1979
Instantaneous low flow 63 Jul 20 30 Sep 3,1999
Annual runoff (cfsm) 0.901 0.978 1.27
Annual runoff (inches) 12.26 13.27 17.24
10 percent exceeds 246 257 347
50 percent exceeds 118 134 162
90 percent exceeds 73 73 80
& Qct. 12, 19, 23, July 20.
b From rating curve extended above 2,400 ft3/s on basis of slope-area measurement at gage height of 12.65 ft.
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