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09426000 BILL WILLIAMS RIVER BELOW ALAMO DAM, AZ

Bill Williams Basin
Bill Williams Subbasin

LOCATION.--Lat 34°13'51”, long 113°36"29" referenced to North American Datum of 1927, in SE % SE % sec.4, T.10 N., R.13 W., La Paz County, AZ,
Hydrologic Unit 15030204, on left bank 0.6 mi downstream from Alamo Dam, 3.7 mi downstream from Bullard Wash, and 8 mi downstream from
confluence of Santa Maria and Big Sandy Rivers.

DRAINAGE AREA --4,633 mi of which 10 mi2 probably is noncontributing.
SURFACE-WATER RECORDS

PERIOD OF RECORD.--Oct. 1939 to current year. Monthly discharge only for Oct. and Nov. 1939, published in WSP 1313. Prior to Oct. 1943, published as
"Williams River near Alamo." Oct. 1943 to Sept. 1967, published as "Bill Williams River near Alamo."

REVISED RECORDS.-WSP 1213: 1939(M). 1941(P). WDR AZ-89-1: Drainage area.

WDRAZ05-Volume 1: Revised daily discharges for water year 2005, in cubic feet per second, for high water period. Revised monthly and yearly
discharges are given below. These figures super-cede those published in the report for 2005.

Daily discharges:

Feb. 23 6880 Mar. 01 6630 Mar. 07 2300 Mar. 13 6370 Mar. 19 3630
Feb. 24 6820 Mar. 02 6640 Mar. 08 3020 Mar. 14 4330 Mar.20 777
Feb. 25 6750 Mar. 03 5490 Mar. 09 3540 Mar. 15 6200 Mar. 21 689
Feb. 26 6750 Mar. 04 2020 Mar. 10 4790 Mar. 16 6130 Mar.22 625
Feb. 27 6740 Mar. 05 2020 Mar. 11 5450 Mar. 17 6040 Mar. 23 538
Feb. 28 6650 Mar. 06 2020 Mar. 12 6450 Mar. 18 5360 Mar. 24 458

Month Total Mean Max Min Ac-Ft
February 81613 2915 7230 108 161900
March 94434 3046 6640 261 187300

Cal Year 2004 483552 132 6990 5.1 95910
Witr Year 2005 2812828 771 7230 4.1 557900

GAGE.--Water-stage recorder. Elevation of gage is 967 ft above sea level, from construction data. Prior to Apr. 9, 1968, at site 1.7 mi upstream at datum
1,002.95 ft above sea level.

REMARKS.--Records fair. Diversions above station for irrigation of about 9,100 acres, mostly by pumping from ground water. Flow regulated by Alamo
Lake, beginning Mar. 2, 1969. Temporary storage and slight regulation of releases through uncontrolled rectangular conduit through Alamo Dam June
23,1968, to Mar. 27, 1969. Alamo Lake is formed by an earthfill and rockfill dam, completed in 1968. Total capacity of lake is 1,043,000 acre-ft.

EXTREMES FOR PERIOD OF RECORD.--1940-68: Maximum daily discharge, 65,100 ft3/s Aug. 29, 1951, gage height, 30.8 ft, site and datum then in use;
minimum daily discharge, 1.1 ft3/s Sept. 4, 1958.1969-2002: Maximum discharge, 6,980 ft3/s Mar. 16, 22, 1993, gage height, unknown as weir had
washed out; no flow at times in most years.

EXTREMES QUTSIDE PERIOD OF RECORD.--The history of floods that occurred prior to Oct. 1939 is published in WSP 1683. The peak discharges have been
correlated with those for Bill Williams River at Planet. The peak discharge for Feb. 1937 has been determined as 105,000 ft3/s at a stage of 46 ft, site
and datum then in use, from rating curve extended above 50,000 t3/s on basis of slope-area measurement for flood of Sept. 6, 1939, at a stage of 39.6
ft, discharge of 86,000 ft3/s and known stable high water control.
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EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 2,000 t3/s and (or) maximum (*):

Minimum daily discharge, 0.83 ft%/s, Aug. 9.

Date Time

Discharge Gage height

(ft3/s)

(ft)

Feb 24 1345

*560

*14.50

DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2008 TO SEPTEMBER 2009

DAILY MEAN VALUES
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 43 21 26 25 38 349 33 112 107 65 11 66
2 40 21 27 25 38 205 33 2.2 78 84 10 64
3 41 21 27 25 38 64 33 2.0 78 2.2 73 65
4 41 22 28 25 38 68 32 124 76 2.0 56 83
5 41 22 27 25 38 67 32 54 106 19 56 11
6 39 23 26 25 38 68 33 53 2.0 76 57 11
7 39 23 26 25 38 68 33 54 18 59 74 81
8 40 23 25 25 37 67 33 123 70 58 0.91 65
9 39 23 25 25 36 63 33 2.0 61 61 0.85 66
10 39 22 25 25 37 46 34 19 53 69 74 64
n 39 22 25 25 36 39 34 121 59 21 57 87
12 38 24 25 25 36 38 34 54 76 2.0 59 13
13 38 27 25 24 35 38 35 52 19 7 59 13
14 37 28 25 25 35 39 36 52 18 60 76 14
15 37 28 25 25 33 39 36 119 7 59 0.92 a3
16 37 29 25 25 33 39 36 2.1 58 59 11 95
17 37 29 25 25 33 38 38 2.0 59 68 76 96
18 37 30 25 25 32 38 39 116 47 1.9 60 84
19 36 30 25 25 31 37 39 113 74 18 61 13
20 36 30 25 25 122 37 40 113 2.1 78 61 12
21 37 31 25 25 320 37 41 113 1.9 62 79 83
2 38 31 25 25 303 36 31 91 64 60 11 64
23 27 31 25 25 285 35 47 2.1 59 62 10 65
24 21 31 25 25 388 35 55 19 62 61 L 65
25 21 31 25 24 531 35 52 1.9 58 71 62 80
26 20 32 25 24 518 34 46 105 77 18 62 12
21 20 32 25 24 448 34 47 76 2.1 15 63 1.2
28 20 33 25 24 344 34 46 61 2.0 76 80 81
29 20 31 25 24 34 46 109 83 56 11 65
30 20 29 25 33 33 46 1.9 83 56 11 63
3 21 25 38 32 17 65 83
Total 1,039 810 787 790 3,939 1,826 1,153 1,836.7 1580.6 1,459.2 141518 1,586.1
Mean 335 27.0 25.4 25.5 141 58.9 38.4 59.2 52.7 47.1 45.7 52.9
Max 43 33 28 38 531 349 55 124 107 84 83 96
Min 20 21 25 24 31 32 31 17 18 15 0.85 11
Ac-ft 2,060 1,610 1,560 1,570 7,810 3,620 2,290 3,640 3,140 2,890 2,810 3,150
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Calendar Year 2008  Water Year 2009
Total 14,308 18,221.78
Mean 39.1 49.9
Max 943 531
Min 20 0.85
Ac-ft 28,380 36,140
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