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10155200 PROVO RIVER AT RIVER ROAD BRIDGE NEAR HEBER CITY, UT

Jordan Basin
Provo Subbasin

LOCATION.--Lat 40°33'16", long 111°25'57" referenced to North American Datum of 1927, in NW % SW % SW % sec.18, T.3 S., R.5 E., Wasatch County,
UT, Hydrologic Unit 16020203, on right bank 2.8 miles downstream of Jordanelle Reservoir, 2.8 miles north of Heber City.

DRAINAGE AREA.--270 mi2.
SURFACE-WATER RECORDS
PERIOD OF RECORD.--September 2001 to current year.
GAGE.--Water-stage recorder. Elevation of gage is 5,710 ft above NGVD of 1929, from topographic map.
REMARKS .--Records good. Flow affected by irrigation diversions above station and by storage in, and releases from, Jordanelle Reservoir.
EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 1,960 ft3/s, Jun 2, 2005, gage height, 3.22 ft; minimum daily discharge, 106 ft3/s, Jan 22, 2008.
EXTREMES FOR CURRENT YEAR.--Maximum daily discharge, 1,740 t¥/s, Jun 4; minimum daily discharge, 122 ft3/s, on several days.
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DISCHARGE, CUBIC FEET PER SECOND

DAILY MEAN VALUES

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 194 125 127 143 143 143 149 476 1,310 483 421 298
2 175 129 131 143 143 143 149 539 1,450 473 424 180
3 159 126 134 143 139 150 152 542 1,650 469 427 181
4 161 126 134 142 138 152 151 546 1,740 469 431 176
5 166 125 132 142 138 150 151 550 1,540 469 429 172
6 165 122 130 143 138 147 148 548 1,330 457 432 175
7 168 122 130 143 138 145 139 549 1,110 451 435 177
8 179 122 130 143 138 143 131 549 1,110 450 444 166
9 190 123 130 143 140 145 133 545 1,010 446 445 166
10 207 127 132 143 139 143 132 547 961 432 446 154
" 206 125 134 143 138 143 134 539 883 427 445 146
12 205 124 134 143 139 144 134 539 790 423 448 142
13 205 124 134 144 138 145 134 538 709 420 447 145
14 160 124 134 145 139 146 231 537 606 418 447 152
15 128 122 134 144 138 147 358 529 653 406 460 168
16 125 122 134 143 138 148 446 524 650 399 467 175
11 122 122 133 140 141 163 445 524 638 409 469 180
18 122 122 136 139 138 143 440 526 760 416 464 182
19 122 122 138 139 138 142 439 516 831 404 456 191
20 125 122 138 141 138 143 436 509 774 402 459 195
21 129 122 138 141 138 142 439 502 762 402 460 198
2 139 122 139 143 138 142 443 501 780 406 463 178
23 138 123 138 146 141 148 444 500 700 409 465 159
24 133 126 138 148 143 151 447 499 575 410 468 162
25 130 126 140 149 145 152 452 495 533 416 463 165
26 130 126 138 145 144 151 451 613 535 417 470 172
27 129 127 141 143 143 148 453 699 535 417 470 169
28 126 127 143 143 143 149 443 861 534 412 468 173
29 122 127 143 143 --- 149 425 972 534 417 468 178
30 123 127 142 143 148 413 1,060 509 418 469 190
31 124 143 143 147 - 1,170 418 463
Total 4707 3,729 4202 4436 3914 4552 9,042 18544 26502 13265 14,023 5,265
Mean 152 124 136 143 140 147 301 598 883 428 452 176
Max 207 129 143 149 145 163 453 1,170 1,740 483 470 298
Min 122 122 127 139 138 142 131 476 509 399 421 142
Ac-ft 9340 7,400 8330 8800 7,760 9,030 17,930 36,780 52,570 26,310 27,810 10,440

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 2002-2009, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 146 138 141 143 141 137 177 416 549 238 236 188
Max 208 214 213 216 192 167 301 797 1,055 467 452 370
(Wy) (2007)  (2007)  (2007)  (2007)  (2007)  (2007)  (2009)  (2006)  (2005)  (2008)  (2009)  (2007)
Min 120 119 120 119 125 122 127 132 134 125 123 124
(Wy) (2004)  (2008)  (2008)  (2008)  (2006)  (2005)  (2003)  (2003)  (2002)  (2003)  (2003)  (2003)
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SUMMARY STATISTICS
Calendar Year 2008 Water Year 2009 Water Years 2002-2009

Annual total 101,410 112,181

Annual mean 277 307 221

Highest annual mean 307 2009
Lowest annual mean 147 2002
Highest daily mean 1,270 Jun 19 1,740 Jun 4 1,870 Jun 3, 2005
Lowest daily mean 106 Jan 22 122 Oct 17 106 Jan 22, 2008
Annual seven-day minimum 113 Jan 21 122 Nov 15 113 Jan 21, 2008
Annual runoff (ac-ft) 201,100 222,500 160,100

10 percent exceeds 506 545 462

50 percent exceeds 140 152 138

90 percent exceeds 122 127 122
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