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11525854 Trinity River at Douglas City, CA

Klamath River Basin

LOCATION.--Lat 40°38'50”, long 122°57"17" referenced to North American Datum of 1927, in NW % NW %4 sec.12, T.32 N., R.10 W., Trinity County, CA,
Hydrologic Unit 18010211, on right bank, 0.5 mi downstream of Reading Creek, 1.4 mi downstream from Weaver Creek, and 0.75 mi southwest of
Douglas City.

DRAINAGE AREA.--931 mi2.
SURFACE-WATER RECORDS

PERIOD OF RECORD.--October 2002 to current year.
SEDIMENT DATA: Water years 2004-06.

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 1,597 ft above NGVD of 1929.

REMARKS.--Records good. Flow regulated by Trinity Lake (station 11525400) and transbasin diversion to Judge Francis Carr powerplant
(station 11525430). Small diversion for irrigation upstream from station. See schematic diagram of Klamath River and Trinity River Basins available
from the California Water Science Center.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 12,500 ft%/s, Dec. 30, 2005, gage height, 12.54 ft; minimum daily, 277 ft3/s, Nov. 26, 2002.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2008 TO SEPTEMBER 2009

DAILY MEAN VALUES

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 450 404 331 401 354 870 545 4,270 1,500 612 467 489
2 455 487 328 461 352 1,920 534 4,760 1,370 560 463 488
3 476 410 329 450 350 1,410 523 5,080 1,350 537 463 486
4 483 453 331 413 348 1,050 514 5,200 1,400 506 466 492
5 475 395 332 414 357 871 502 5,580 1,330 469 475 491
6 467 393 331 400 454 769 494 5090 1,330 457 481 484
7 467 393 329 417 440 701 495 4,740 1,320 449 481 485
8 473 382 326 418 406 656 495 4,340 1,300 447 478 484
9 521 396 326 423 392 620 518 3,830 1,290 454 476 484
10 526 381 330 412 388 588 528 3,470 1,290 448 473 487
n 528 340 331 407 393 556 501 3200 1,300 462 471 490
12 529 371 331 403 387 552 487 3,020 1,300 458 468 489
13 532 398 329 414 409 536 491 2,780 1,190 448 466 490
14 528 393 334 417 413 513 493 2,730 1,020 446 470 492
15 524 379 355 417 590 516 483 2,650 896 447 469 491
16 525 378 348 414 671 588 472 2,540 789 461 468 491
11 373 373 346 411 574 629 463 2,500 755 498 470 488
18 309 370 354 406 509 589 470 2,370 750 507 471 489
19 347 373 354 400 481 579 487 2,320 755 479 469 481
20 346 367 352 400 462 586 521 2,240 758 468 467 482
2 337 371 366 397 459 599 561 2,220 757 436 470 481
2 321 368 367 392 844 597 603 2,210 753 437 468 482
23 318 357 360 381 1,360 568 570 2,220 750 436 689 485
24 319 337 379 378 1,180 535 528 2,230 735 435 2,490 486
25 319 337 396 377 848 531 508 2,220 730 435 2,230 482
26 318 336 374 372 741 496 498 2,200 678 435 1,430 484
27 318 335 376 368 671 523 890 2,190 657 434 837 485
28 317 334 414 363 622 595 1,400 2,190 653 431 517 488
29 316 334 469 358 --- 601 2,490 2,180 646 435 486 487
30 315 330 456 355 560 3,250 1,900 619 438 470 487
3 327 414 355 544 1,650 437 473
Total 12,859 11,275 11,098 12,394 15455 21,248 21,314 96,120 29,971 14,402 19,972 14,600
Mean 415 376 358 400 552 685 710 3,101 999 465 644 487
Max 532 487 469 461 1,360 1920 3,250 5580 1,500 612 2,490 492
Min 309 330 326 355 348 496 463 1,650 619 431 463 481
Ac-ft 25510 22,360 22,010 24580 30,650 42,150 42,280 190,700 59,450 28,570 39,610 28,960

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 2003 - 2009, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 401 352 702 1,214 979 867 1,022 4,045 2,255 950 584 558
Max 415 376 1,526 4,510 1,950 1,552 2,748 6,358 5,045 1,235 736 775
(Wy) (2009)  (2009)  (2006)  (2006)  (2004)  (2004)  (2006)  (2006)  (2006)  (2006)  (2004)  (2003)
Min 379 335 358 400 540 538 624 2,714 760 458 458 445
(Wy) (2004)  (2005)  (2009)  (2009)  (2007)  (2007)  (2007)  (2003)  (2007)  (2007)  (2008)  (2008)
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SUMMARY STATISTICS
Calendar Year 2008 Water Year 2009 Water Years 2003 - 2009

Annual total 387,590 280,708

Annual mean 1,059 769 1,163

Highest annual mean 2,172 2006
Lowest annual mean 705 2007
Highest daily mean 7,170 May 9 5,580 May 5 10,000 May 24, 2006
Lowest daily mean 309 Oct 18 309 Oct 18 277 Nov 26, 2002
Annual seven-day minimum 317 Oct 24 317 Oct 24 285 Nov 24, 2002
Maximum peak flow 6,090 May 4 12,500 Dec 30, 2005
Maximum peak stage 8.28 May 4 12.54  Dec 30, 2005
Annual runoff (ac-ft) 768,800 556,800 842,800

10 percent exceeds 2,340 1,560 2,790

50 percent exceeds 526 481 537

90 percent exceeds 347 347 348
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