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07103977 COTTONWOOD CREEK AT COWPOKE ROAD AT COLORADO SPRINGS, CO 
Upper Arkansas Basin 

Fountain Subbasin 

LOCATION.--Lat 38°5704, long 104°4247 referenced to North American Datum of 1927, in SE ¼ NW ¼ sec.6, T.13 S., R.65 W., El Paso County, CO, 
Hydrologic Unit 11020003, on right bank 10 ft downstream from Cowpoke Road bridge at Colorado Springs, 1.0 mi upstream from Woodmen Road, and 
5.3 mi east of Interstate 25. 

DRAINAGE AREA.--5.93 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--April 1998 to October 2002 (seasonal records only). October 2002 to September 2009 (annual maximum only) (discontinued). 

GAGE.--Water-stage recorder and crest-stage gage. Elevation of gage is 6,875 ft above NGVD of 1929, from topographic map. 

REMARKS.--Natural flow of stream affected by erosion-control and livestock-watering reservoirs and groundwater withdrawals. 

EXTREMES FOR PERIOD OF RECORD.--(seasonal only) Maximum discharge, 230 ft³/s, June 23, 1999, from rating curve extended above 42 ft³/s on basis of 
velocity-area study, gage height, 6.25 ft, from floodmarks. 

 

MAXIMUM PEAK DISCHARGE 
WATER YEAR OCTOBER 2005 TO SEPTEMBER 2006 

Date 
Discharge,

in ft³/s 

Discharge 
qualification 

code 
Gage height,

in ft 

Gage height 
qualification 

code 

Jul 20, 2006 
a108 --- 4.73 --- 

a From rating curve extended above 42 ft3/s on basis of velocity-area 
study. 

 

MAXIMUM PEAK DISCHARGE 
WATER YEAR OCTOBER 2006 TO SEPTEMBER 2007 

Date 
Discharge,

in ft³/s 

Discharge 
qualification 

code 
Gage height,

in ft 

Gage height 
qualification 

code 

Aug 5, 2007 
a58.0 --- 4.25 --- 

a From rating curve extended above 42 ft3/s on basis of velocity-area 
study. 

 

 

MAXIMUM PEAK DISCHARGE 
WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008 

Date 
Discharge,

in ft³/s 

Discharge 
qualification 

code 
Gage height,

in ft 

Gage height 
qualification 

code 

Aug 5, 2008 
a164 --- 5.14 --- 

a From rating curve extended above 42 ft3/s on basis of velocity-area 
study. 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=07103977
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MAXIMUM PEAK DISCHARGE 
WATER YEAR OCTOBER 2008 TO SEPTEMBER 2009 

Date 
Discharge,

in ft³/s 

Discharge 
qualification 

code 
Gage height,

in ft 

Gage height 
qualification 

code 

Sep 14, 2009 
a64.0 --- 4.31 --- 

a From rating curve extended above 42 ft3/s on basis of velocity-area 
study. 

 


