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Water-Data Report 2011 

01570000 CONODOGUINET CREEK NEAR HOGESTOWN, PA 
Lower Susquehanna Basin 

Lower Susquehanna-Swatara Subbasin 

LOCATION.--Lat 40°15′08″, long 77°01′16″ referenced to North American Datum of 1983, Cumberland County, PA, Hydrologic Unit 02050305, on left bank 
1,000 ft upstream from highway bridge on Township Route 596 (Sample Bridge Road), 0.4 mi downstream from Hogestown Run, and 1.0 mi northeast 
of Hogestown. 

DRAINAGE AREA.--470 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October 1911 to September 1917, October 1929 to September 1958, July 1967 to current year.  October 1917 to December 1919 
(gage heights and discharge measurements only), in reports of Water Supply Commission of Pennsylvania.  Published as "at Brysons Bridge" 1912-17. 

REVISED RECORDS.--WSP 1722:  1913, 1917. 

GAGE.--Water-stage recorder. Datum of gage is 351.00 ft above National Geodetic Vertical Datum of 1929. Prior to Dec 1919, non-recording gage at site 2 
mi downstream at different datum. Oct 1, 1929 to Aug 3, 1931, non-recording gage at site 1,000 ft downstream at present datum. Satellite and 
landline telemetry at station. 

COOPERATION.--Station established and maintained by the U.S. Geological Survey National Streamflow Information Program in cooperation with the 
Pennsylvania Department of Environmental Protection.  

REMARKS.--Records good except those for estimated daily discharges, which are poor. Since June 1969 the Pennsylvania American Water Co. has 
diverted water upstream from station for municipal supply. Diversion for the year was equivalent to a mean daily discharge of 6.3 ft³/s. 

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 4,000 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 

Oct   1 1615 4,360 6.76 
Dec   2 1815 5,510 7.64 
Mar   7 2200 5,550 7.67 
Mar 11 2315 9,590 10.05 
Apr 18 1015 8,940 9.73 
Apr 29 0730 5,300 7.53 

May 20 0715 4,120 6.64 
Sep   8 0430 *10,600 *10.53 
Sep 10 2245 4,880 7.23 
Sep 29 0130 5,070 7.37 

Minimum discharge, 104 ft³/s, Jan. 23, gage height, 1.08 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=01570000
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 3,690 214 1,690 264 177 2,300 749 1,850 893 295 196 270 
2 2,490 209 5,240 265 259 1,650 746 1,640 804 287 222 249 
3 1,180 203 2,630 265 554 1,260 678 1,370 721 463 203 234 
4 820 231 1,550 248 642 1,030 632 1,780 679 350 200 238 
5 713 322 1,210 227 554 896 653 1,940 674 324 197 620 

6 579 380 990 e220 546 1,370 697 1,490 642 300 225 1,270 
7 522 317 844 e210 708 4,760 657 1,270 601 317 589 6,970 
8 443 272 722 e210 821 3,960 678 1,110 575 554 340 9,710 
9 378 254 618 e200 717 2,330 1,150 973 540 873 459 5,510 

10 338 240 548 e195 597 3,510 1,210 884 518 628 352 4,280 

11 313 225 505 e190 479 8,340 1,010 819 498 436 280 3,280 
12 305 217 590 e190 446 7,710 998 764 530 365 240 1,880 
13 284 212 940 e185 413 3,230 1,470 724 505 328 220 1,400 
14 293 204 865 e190 477 2,220 2,020 699 470 302 214 1,050 
15 371 202 602 e195 872 1,730 1,530 752 436 281 425 989 

16 343 222 e500 e195 812 1,520 2,200 851 431 268 826 1,290 
17 299 1,470 e460 195 687 1,390 7,210 871 529 259 451 971 
18 271 2,610 e470 206 735 1,150 7,700 965 491 253 341 830 
19 315 1,200 e440 216 802 1,010 3,030 2,330 437 249 284 738 
20 371 861 422 231 683 889 3,170 3,400 403 242 250 680 

21 353 678 399 229 594 846 2,520 2,120 411 229 290 643 
22 313 562 374 195 583 853 1,830 1,550 381 219 380 694 
23 282 492 360 e180 520 875 1,680 1,330 374 216 269 857 
24 266 440 341 e185 468 1,340 1,750 1,150 512 212 230 936 
25 255 429 323 e190 797 1,300 1,640 961 420 241 227 860 

26 264 638 318 e195 1,840 1,050 1,450 1,080 374 246 264 728 
27 278 631 291 e200 1,530 929 1,450 2,750 349 218 229 1,010 
28 257 522 245 198 1,430 852 3,140 2,500 336 210 632 3,110 
29 240 453 e280 190 --- 785 4,610 1,700 326 219 587 3,220 
30 225 434 280 187 --- 734 2,510 1,270 306 211 391 2,190 
31 225 --- 266 181 --- 719 --- 1,030 --- 203 311 --- 

Total 17,276 15,344 25,313 6,427 19,743 62,538 60,768 43,923 15,166 9,798 10,324 56,707 
Mean 557 511 817 207 705 2,017 2,026 1,417 506 316 333 1,890 
Max 3,690 2,610 5,240 265 1,840 8,340 7,700 3,400 893 873 826 9,710 
Min 225 202 245 180 177 719 632 699 306 203 196 234 
Cfsm 1.19 1.09 1.74 0.44 1.50 4.29 4.31 3.01 1.08 0.67 0.71 4.02 
In. 1.37 1.21 2.00 0.51 1.56 4.95 4.81 3.48 1.20 0.78 0.82 4.49 

 
STATISTICS OF MONTHLY MEAN DATA FOR PERIOD OF DAILY RECORD, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 364 481 677 710 785 1,094 951 705 507 331 299 336 
Max 1,838 1,436 1,940 1,850 2,257 3,463 2,693 1,753 3,120 1,184 1,584 1,890 
(WY) (1977) (1971) (1997) (1996) (1984) (1994) (1993) (1998) (1972) (1989) (1915) (2011) 
Min 55.1 53.4 57.3 83.5 133 270 268 194 148 77.0 60.0 68.0 
(WY) (1931) (1931) (1931) (1931) (2002) (2009) (1915) (1941) (1991) (2002) (2002) (1932) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 For Period of Daily Record 
Annual total  255,912    343,327    
Annual mean  701    941    603   
Highest annual mean    1,045 1972  
Lowest annual mean    212 2002  
Highest daily mean  7,450 Jan 26   9,710 Sep   8   24,500 Jun 23, 1972  
Lowest daily mean  126 Sep 11 a  177 Feb   1   26 Dec 23, 1930  
Annual seven-day minimum  131 Sep 20   b190 Jan 26   27 Dec 19, 1930  
Maximum peak flow   10,600 Sep   8   c33,700 Jun 23, 1972  
Maximum peak stage   10.53 Sep   8   d17.01 Jun 23, 1972  
Instantaneous low flow                  e104            Jan 23  24 Dec 16, 1930  
Annual runoff (cfsm)  1.49    2.00    1.28   
Annual runoff (inches)  20.26    27.17    17.43   
10 percent exceeds  1,240    2,060    1,280   
50 percent exceeds  493    530    355   
90 percent exceeds  173    213    120   
a Also Sept. 22 and 26. 
b Computed using estimated days. 
c From rating curve extended above 27,100 ft³/s. 
d From floodmark in gage. 
e Result of freeze-up. 
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