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Water-Data Report 2011
01614500 CONOCOCHEAGUE CREEK AT FAIRVIEW, MD

Potomac Basin
Conococheague-Opequon Subbasin

LOCATION.--Lat 39°42'59.0", long 77°49'29.2" referenced to North American Datum of 1983, Washington County, MD, Hydrologic Unit 02070004, on right
bank 0.7 mi upstream from highway bridge in Fairview, 2.0 mi upstream from Rockdale Run, 6.5 mi northwest of Hagerstown, and 19.1 mi upstream
from mouth.

DRAINAGE AREA .--494 miz.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--June 1928 to current year. Monthly discharge only for some periods, published in WSP 1432.
REVISED RECORDS.--WSP 756: Drainage area. WSP 1432: 1929(M), 1930, 1931-32(M), 1935(M).

GAGE .--Water-stage recorder and crest-stage gage. Datum of gage is 391.85 ft above National Geodetic Vertical Datum of 1929. Prior to Dec. 6, 1932,
nonrecording gage at highway bridge 0.7 mi downstream at datum 2.93 ft lower. Dec. 6, 1932, to Oct. 7, 1933, nonrecording gage 150 ft downstream
from former site at datum 4.92 ft lower than present datum.

REMARKS.--Records good except those for estimated daily discharges (ice effect and missing record), which are poor. Diversions for irrigation upstream
from station. U.S. Geological Survey satellite collection platform at station. Water-quality records for some prior periods have been collected at this
location.

EXTREMES QUTSIDE PERIOD OF RECORD.--Maximum stage known prior to 1928, about 16.5 ft, present datum, sometime in 1889, from information by
local residents, discharge, about 22,000 t3/s.

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 4,300 ft3/s and (or) maximum (*):

Discharge  Gage height

Date Time (ft3/s) (ft)
Dec 2 0100 5,810 9.00
Mar 7 1315 4,640 7.95
Mar 11 1015 12,400 13.03
Aprl7 1015 *13,500 13.61
Apr20 0130 4,610 8.02
Apr28 1715 5,870 9.14
May 27 0845 5,160 8.52
Sep 7 2300 4,970 8.35
Sep 10 0645 9,330 11.55
Sep 28 0315 4,930 8.31
Minimum discharge, 96 ft3/s, Jan. 22.
U.S. Departmem of the Interior Suggested citation: U.S. Geological Survey, 2012, Water-resources data for the United States, Water

Year 2011: U.S. Geological Survey Water-Data Report WDR-US-2011, site 01614500, accessed at

U.S. Geological Survey http://wdr water.usgs. gov/wy2011/pdfs/01614500.2011 pdf
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011

DAILY MEAN VALUES
[e, estimated)]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 1,810 123 2,760 210 €194 2,060 718 2,010 835 210 116 124

2 990 120 4,720 205 e426 1,440 696 1,770 732 202 108 121

3 508 119 1,780 205 1,000 1,140 638 1,520 651 227 111 118

4 372 140 1,240 191 585 965 598 1,860 604 223 146 121

5 330 216 982 189 479 856 660 1,770 575 213 140 422

6 284 230 806 184 524 1,370 716 1,440 545 201 129 756

7 249 183 687 193 678 4,200 642 1,280 500 190 160 3,800

8 221 162 588 185 698 2,660 634 1,140 475 204 176 3,210

9 199 152 511 156 572 1,920 964 1,020 438 244 168 3,640

10 183 146 457 el54 485 5,130 961 912 426 229 164 8,010

1" 173 139 424 e150 407 11,100 878 835 415 196 151 2,550

12 166 135 452 el52 378 6,190 1,060 774 403 181 134 1,700

13 173 133 717 e150 362 3,260 2,510 727 411 171 127 1,200

14 172 131 591 el52 572 2,280 2,450 722 363 163 125 965

15 185 127 492 el56 828 1,800 1,680 832 342 158 166 1,890

16 179 143 416 el54 627 1,650 2,860 1,030 328 151 200 1,750

17 165 1,560 €380 el45 557 1,450 11,900 953 486 149 165 1,170

18 152 1,330 £348 el43 595 1,250 6,060 1,750 395 147 142 933

19 155 712 e318 el148 622 1,110 3,660 2,630 346 140 e132 794

20 170 517 e304 €150 541 969 4,130 2,530 331 138 el24 705

21 177 415 €288 €148 504 912 2,820 1,860 344 136 120 636

22 157 354 e273 €148 513 887 2,190 1,500 340 135 120 592

23 148 316 €256 €150 450 889 2,140 1,310 305 130 112 580

24 141 286 e247 el52 418 1,150 2,260 1,180 288 125 109 630

25 137 272 €238 €159 852 1,030 1,910 994 272 125 110 585

26 135 349 €228 el70 1,820 901 1,630 958 261 134 111 504

27 135 332 215 el75 1,330 826 1,490 4,100 249 126 114 1,060

28 133 285 e212 el75 1,450 766 4,170 2,080 243 117 144 3,800

29 130 256 €220 el73 719 4,180 1,460 236 126 186 2,710

30 126 255 e214 el194 --- 677 2,540 1,150 221 127 160 1,790

31 126 218 el181 694 959 118 132

Total 8,381 9,638 21,582 5,197 18,467 62,251 69,745 45,056 12,360 5,136 4,302 46,866

Mean 270 321 696 168 660 2,008 2,325 1,453 412 166 139 1,562

Max 1,810 1,560 4,720 210 1,820 11,100 11,900 4,100 835 244 200 8,010

Min 126 119 212 143 194 677 598 722 221 117 108 118

Cfsm 0.55 0.65 1.41 0.34 1.34 4.06 471 2.94 0.83 0.34 0.28 3.16
In. 0.63 0.73 1.63 0.39 1.39 4.69 5.25 3.39 0.93 0.39 0.32 3.53
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1928 - 2011, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 333 453 652 691 820 1,199 1,060 760 525 317 229 287

Max 2,177 1,571 1,926 2,404 2,473 3,725 2,991 1,736 3,278 1,358 921 1,886
(Wy) (1977)  (1998)  (1997)  (1996)  (1998)  (1994)  (1993)  (1989)  (1972)  (1928)  (1942)  (1996)
Min 42.3 45.4 61.2 88.8 115 251 304 218 120 62.2 48.0 54.6
(WY) (1931)  (1931)  (1931) (1931) (2002) (2009)  (1995)  (1941) (1965)  (1966)  (1966)  (1930)
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SUMMARY STATISTICS

Calendar Year 2010 Water Year 2011 Water Years 1928 - 2011
Annual total 235,112 308,981
Annual mean 644 847 606
Highest annual mean 1,183 1996
Lowest annual mean 184 2002
Highest daily mean 8,800 Jan 26 11,900 Apr 17 26,700 Jun 23, 1972
Lowest daily mean 71 Sep 23 108 Aug 2 25 Nov 28, 1930
Annual seven-day minimum 74 Sep 5 114 Aug 21 28 Sep 7,1966
Maximum peak flow 13,500 Apr 17 432,400 Jun 23, 1972
Maximum peak stage 13.63 Aprl7 2450  Jun 23,1972
Instantaneous low flow 96 Jan 22 21 Aug 8,1966¢
Annual runoff (cfsm) 1.30 1.71 1.23
Annual runoff (inches) 17.70 23.27 16.68
10 percent exceeds 1,220 1,960 1,320
50 percent exceeds 414 380 338
90 percent exceeds 101 133 104

a From rating curve extended above 15,000 ft3/s on basis of contracted-opening and flow-over-road measurement of peak flow.

b From floodmarks.
C Aug. 8, Sept. 12, 1966.
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