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Water-Data Report 2011
02172002 LAKE MOULTRIE TAILRACE CANAL AT MONCKS CORNER, SC

Edisto-South Carolina Coastal Basin
Cooper Subbasin

LOCATION.--Lat 33°12'54", long 79°58'29" referenced to North American Datum of 1927, Berkeley County, SC, Hydrologic Unit 03050201, on upstream
side of left fender pier, under U.S. Highway 52 bridge, 2.2 mi below Lake Moultrie Pinopolis Dam, and at river mile 45.8

SURFACE-WATER RECORDS
PERIOD OF RECORD.--October 1978 to current year.
REVISED RECORDS.--WRD SC-95-1: 1992-94.

GAGE.--Data measurement is controlled, stored, and transmitted using a Sutron Satlink2 data collection platform. A SonTek/YSI Argonaut-SL 1.5 MHz
acoustic Doppler velocity meter (ADVM) is used to measure index velocity. A Sutron Accubar 5600 pressure system is used to measure gage height.
Datum of gage is 4.03 ft above NGVD of 1929. Prior to June 2001, at datum 0.82 ft below NGVD of 1929.

REMARKS .--Records fair. Discharge records for the 1979-2001 water years computed by utilization of One-Dimensional unsteady flow simulation model
and are rated poor. Maximum discharge for the 1979-2001 water years, unknown, maximum gage height, 11.52, June 24, 1986.

U.S. Department of the Interior Suggested citation: U.S. Geological Survey, 2012, Water-resources data for the United States, Water
. Year 2011: U.S. Geological Survey Water-Data Report WDR-US-2011, site 02172002, accessed at
U:S. Geological Survey http://wdr.water.usgs.gov/wy2011/pdfs/02172002.2011 pdf
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011

DAILY MEAN VALUES
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 5,290 5,120 4,220 4,510 4,850 4,840 5,580 4,580 4,460 5,500 5,010 5,180

2 4,800 4,990 5,250 4,960 6,230 5,390 4,120 5,630 5,190 5,710 5,000

3 4,920 4,950 5,140 --- 4,840 4,730 5,190 4,530 5,120 5,170 4,660 6,080

4 5,020 5,310 4,380 4,910 6,120 4,810 5,090 4,810 4,970 5,050 5,680 4,840

5 4,950 4,530 3,930 4,790 4,920 4,610 4,930 4,620 5,100 5,030 5,030 5,200

6 5,780 4,750 5,110 5,150 4,200 4,980 5,130 4,530 3,940 5,040 4,920 4,200

7 4,420 5,590 5,840 5,630 4,810 4,600 5,440 4,680 4,390 5,250 5,020 4,680

8 4,730 4,850 7,260 4,110 5,240 5,620 5,140 4,400 5,810 5,060 5,320 4,640

9 5,920 4,980 7,650 4,580 4,720 4,850 4,750 4,650 4,870 5,590 5,200 4,990

10 5,100 4,490 3,490 4,930 5,270 4,980 5,390 4,630 4,630 5,130 5,240 4,780

1" 4,830 4,610 3,680 4,760 5,670 5,340 4,750 4,340 4,350 4,820 5,100 5,430

12 4,910 6,190 4,150 5,630 4,920 5,060 5,040 5,070 4,770 5,990 5,050 5,100

13 4,910 4,970 5,950 9,480 5,060 5,390 5,480 4,840 4,810 4,660 5,390 5,030

14 4,660 5,200 9,620 4,600 4,710 4,960 5,000 5,050 5,390 4,980 5,120 4,910

15 4,060 4,750 7,520 5,360 4,460 4,830 4,960 4,410 5,490 4,710 5,060 5,280

16 5,540 4,860 --- 4,540 4,950 5,010 4,390 4,280 4,910 5,390 5,230 4,290

17 5,400 4,770 --- 5,170 4,930 5,220 4,790 4,360 4,950 4,750 5,310 5,070

18 4,740 4,840 6,080 4,990 5,150 4,890 4,760 4,900 5,070 4,700 4,580

19 4,730 5,040 4,820 4,840 5,140 5,090 4,310 4,440 4,670 5,120 5,360 4,800

20 4,740 4,860 5,190 3,980 4,810 5,520 4,720 5,000 4,590 5,620 4,930 5,320

21 4,370 5,050 4,440 5,150 4,950 4,670 4,870 5,040 5,650 5,090 5,200 5,090

22 4,540 5,060 4,840 4,890 5,040 5,350 4,400 5,800 5,320 4,970 5,090 5,310

23 5,420 4,830 5,150 4,550 5,370 5,020 4,320 3,910 5,000 4,970 4,880 4,120

24 5,150 4,890 5,230 5,060 4,700 4,970 4,810 4,780 4,910 5,170 5,150 4,470

25 6,030 4,520 3,820 4,680 5,170 5,050 5,120 5,120 4,810 5,060 5,080 5,290

26 3,860 4,220 5,060 4,850 4,950 5,120 4,710 4,990 4,430 5,010 5,000 5,010

27 4,340 4,660 5,600 5,060 4,600 5,050 4,090 3,990 5,830 5,010 5,220 ---

28 4,320 5,170 4,960 4,720 3,590 5,400 4,320 4,640 4,870 5,070 4,980 ---

29 4,870 5,040 5,470 3,990 --- 5,340 4,630 4,880 5,120 5,610 5,080 ---

30 4,780 5,200 5,170 4,810 5,020 4,630 5,060 4,940 5,210 5,230 5,510

31 5,090 - 4,950 4,960 5,250 5,070 4,740 4,780
Total 152,220 148,290 --- 137,940 158,060 146,260 145,380 148,630 159,030 158,730
Mean 4,910 4,943 --- --- 4,926 5,099 4,875 4,690 4,954 5,130 5,120 ---
Max 6,030 6,190 --- --- 6,120 6,230 5,580 5,800 5,830 5,990 5,710 ---
Min 3,860 4,220 --- --- 3,590 4,600 4,090 3,910 3,940 4,660 4,660 ---

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 2002 - 2011, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 4,895 4,887 4772 4,794 4,895 4,970 5,045 4,938 5,066 4,983 4,951 5,001
Max 5,063 5,424 5,062 5,364 5,332 5,391 5,287 5,180 5,362 5,304 5,250 5,104
(WY) (2004)  (2010) (2010) (2010)  (2004)  (2003) (2003) (2008)  (2003)  (2003)  (2003)  (2003)
Min 4,545 3,796 3,833 3,651 3,753 3,805 4,875 4,690 4,928 4,070 4,249 4,853
(W) (2008)  (2008)  (2008)  (2008)  (2008)  (2008)  (2011)  (2011)  (2007)  (2008)  (2008)  (2007)
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SUMMARY STATISTICS
Water Years 2002 - 2011
Annual mean 4,882
Highest annual mean 5,118 2003
Lowest annual mean 4,323 2008
Highest daily mean 10,000 Dec 28, 2001
Lowest daily mean 88 Jan 21, 2003
Annual seven-day minimum 3,330 Nov 30, 2007
Maximum peak flow 27,100 Feb 27, 2003
Maximum peak stage 10.40 Feb 27,2003
10 percent exceeds 6,320
50 percent exceeds 4,860
90 percent exceeds 3,530
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