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Water-Data Report 2011 

03184200 BIG CREEK NEAR BELLEPOINT, WV 
Kanawha Basin 

Greenbrier Subbasin 

LOCATION.--Lat 37°40′28″, long 80°48′52″ referenced to North American Datum of 1927, Summers County, WV, Hydrologic Unit 05050003, on left 
upstream wingwall of bridge, on Secondary Route 10, 4 mi northeast of Bellepoint, and at mile 2.0. 

DRAINAGE AREA.--8.27 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--May 1969 to September 1977 (daily discharge and peaks), October 1998 to September 2011, discontinued (annual maxima). 

GAGE.--Crest-stage gage.  Datum of gage is 1,407.16 ft above NAVD 88 (VERTCON conversion of 1,407.68 ft above NGVD 29).  Prior to Sept. 30, 1977, 
water-stage recorder at same site at different datum. 

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--8 years, 11.2 ft³/s, 18.39 in/yr. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 3,670 ft³/s, June 21, 1973, gage height, 6.7 ft (datum then in use, from flood profile), from 
rating curve extended above 80 ft³/s on basis of slope-area measurement of peak flow; maximum gage height, 13.5 ft, Nov. 19, 2003, backwater 
behind bridge; minimum daily, 0.01 ft³/s, Aug. 6-8, 1970, Sept. 2-5, 1973, Aug. 23-27, Sept. 1, 6, 7, 9, 1976. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 266 ft³/s, Apr. 28, gage height, 5.21 ft. 
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