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Water-Data Report 2011 

03197000 ELK RIVER AT QUEEN SHOALS, WV 
Kanawha Basin 

Elk Subbasin 

LOCATION.--Lat 38°28′15″, long 81°17′03″ referenced to North American Datum of 1927, Kanawha County, WV, Hydrologic Unit 05050007, on right bank 
50 ft upstream from Queen Shoals Creek, 100 ft downstream from highway bridge at Queen Shoals, 4.0 mi upstream from Big Sandy Creek, and at 
mile 26.2. 

DRAINAGE AREA.--1,145 mi², includes that of Queen Shoals Creek. 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October to November 1928 (monthly discharge published in WSP 1305), December 1928 to September 1960 (daily discharge and 
peaks), October 1960 to current year (daily discharge and annual maxima). 

REVISED RECORDS.--WSP 783: Drainage area. WSP 1335: 1929-32, 1935(M), 1936, 1939, 1943(M). WDR WV-2004-1: 1981-2003(P).  WDR-US-2008: 1981-
2003. 

GAGE.--Water-stage recorder with satellite telemeter. Datum of gage is 603.50 ft above NAVD 88 (VERTCON conversion of 604.09 ft above NGVD 29). 
Prior to June 19, 1932, nonrecording gage. June 19, 1932, to Sept. 30, 1946, water-stage recorder, at bridge 100 ft upstream at same datum. 

REMARKS.--No estimated daily discharges.  Records good. Flow regulated since October 1960 by Sutton Lake.  Unregulated statistics of monthly mean 
data and summary statistics for water years 1929-1958 are also published.  Flows were effected by dam construction during the 1959-60 water years 
and were not used for any statistical calculations. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 72,000 ft³/s, from rating curve extended above 40,000 ft³/s, July 5, 1932, gage height, 29.20 ft; 
minimum discharge, 0.30 ft³/s, Nov. 4, 5, 1953. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 16,100 ft³/s, Mar. 1, gage height, 13.39 ft; minimum discharge, 108 ft³/s, Oct. 1, gage height, 3.68 
ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=03197000&agency_cd=USGS
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 108 381 4,630 2,840 3,400 14,000 1,800 3,660 1,100 177 194 143 
2 111 379 7,650 5,590 5,090 11,400 1,610 1,980 943 165 181 163 
3 226 581 6,060 7,370 7,470 7,740 1,110 1,580 770 154 174 194 
4 479 678 4,190 6,190 6,990 4,870 1,050 2,260 505 147 147 234 
5 431 988 3,410 4,660 5,150 4,510 2,410 2,370 349 155 132 287 

6 373 1,920 2,380 3,170 3,730 6,700 6,190 4,040 261 253 144 518 
7 388 2,240 1,570 1,920 3,100 9,830 5,600 4,860 411 1,020 246 1,460 
8 888 1,630 1,130 1,540 2,730 8,690 3,840 3,300 620 708 396 2,100 
9 1,120 1,080 838 1,150 2,280 7,280 4,130 2,440 858 883 291 1,500 

10 875 1,200 805 1,050 1,830 7,230 5,600 1,780 479 1,170 309 888 

11 670 1,430 808 848 1,480 10,300 5,990 1,500 334 742 236 547 
12 510 1,230 1,120 685 1,480 5,230 5,380 1,210 243 557 244 488 
13 389 1,110 2,440 728 1,460 3,080 4,720 1,660 230 423 207 409 
14 296 871 2,120 691 1,340 4,770 9,240 3,030 223 277 199 315 
15 208 711 2,250 697 1,160 7,910 8,460 2,690 196 236 203 272 

16 206 913 2,300 698 1,130 6,730 5,360 1,800 178 206 228 211 
17 261 881 1,780 673 1,210 5,850 6,260 1,660 171 179 226 188 
18 469 1,320 1,380 683 1,210 5,210 6,530 2,190 166 163 201 181 
19 500 1,510 1,180 1,330 1,550 5,040 4,890 3,670 201 175 236 173 
20 490 1,480 941 2,480 2,570 5,240 3,390 5,410 979 431 331 204 

21 362 1,380 749 3,170 2,840 5,100 2,490 4,090 2,150 796 387 311 
22 291 1,150 789 2,450 2,960 5,820 2,340 3,290 2,000 424 448 346 
23 287 935 827 1,790 3,810 8,380 4,530 2,650 1,470 275 297 363 
24 288 935 912 1,400 3,490 10,900 7,750 1,920 957 241 240 513 
25 255 1,040 920 1,290 5,710 11,500 7,670 2,120 555 234 220 511 

26 190 1,170 886 1,510 8,020 8,690 5,750 1,780 490 303 287 372 
27 200 1,150 885 4,060 7,150 5,840 4,190 1,050 425 333 240 981 
28 225 1,110 846 3,770 7,920 4,440 6,570 635 337 267 196 1,530 
29 527 1,300 783 2,970 --- 2,880 10,500 1,890 294 294 181 1,190 
30 828 1,650 822 2,820 --- 2,100 7,590 2,060 209 341 159 1,040 
31 443 --- 1,210 3,120 --- 1,790 --- 1,530 --- 271 147 --- 

Total 12,894 34,353 58,611 73,343 98,260 209,050 152,940 76,105 18,104 12,000 7,327 17,632 
Mean 416 1,145 1,891 2,366 3,509 6,744 5,098 2,455 603 387 236 588 
Max 1,120 2,240 7,650 7,370 8,020 14,000 10,500 5,410 2,150 1,170 448 2,100 
Min 108 379 749 673 1,130 1,790 1,050 635 166 147 132 143 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1929 - 1958, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 557 1,093 2,233 3,130 3,578 4,210 2,995 2,149 1,061 1,279 980 408 
Max 3,510 3,488 5,245 6,482 7,715 7,339 5,307 4,352 3,111 6,268 4,453 2,398 
(WY) (1938) (1930) (1943) (1937) (1939) (1936) (1958) (1958) (1940) (1932) (1958) (1950) 
Min 3.46 7.50 204 402 759 2,154 799 384 113 17.1 13.1 7.21 
(WY) (1931) (1931) (1931) (1940) (1934) (1937) (1942) (1930) (1936) (1930) (1930) (1930) 
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SUMMARY STATISTICS 

 Water Years 1929 - 1958 

Annual mean  1,967   
Highest annual mean  2,821 1950  
Lowest annual mean  1,214 1941  
Highest daily mean  58,100 Jul   5, 1932  
Lowest daily mean  0.30 Nov   3, 1953 a 
Annual seven-day minimum  0.86 Oct 30, 1953  
Maximum peak flow  b72,000 Jul   5, 1932  
Maximum peak stage  29.20 Jul   5, 1932  
Instantaneous low flow  0.30 Nov   4, 1953 c 
10 percent exceeds  4,650   
50 percent exceeds  955   
90 percent exceeds  90   
a Also Nov. 4, 1953. 
b From rating curve extended above 40,000 ft³/s. 
c Also Nov. 5, 1953. 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1961 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 1,017 2,021 2,836 2,992 3,438 4,152 2,836 2,582 1,318 909 857 651 
Max 5,017 6,700 7,402 6,259 6,776 9,051 5,606 6,151 4,555 2,667 3,487 3,072 
(WY) (1977) (2004) (1973) (1979) (1994) (1967) (1973) (1967) (2003) (1992) (1972) (1971) 
Min 229 352 244 594 955 1,279 562 409 132 120 83.7 142 
(WY) (2009) (2002) (1966) (1977) (2002) (2006) (1963) (1964) (1965) (1964) (1965) (1999) 

 
SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1961 - 2011 
Annual total  627,725    770,619    
Annual mean  1,720    2,111    2,129   
Highest annual mean    3,088 1994  
Lowest annual mean    1,063 1966  
Highest daily mean  14,300 Mar 13   14,000 Mar   1   35,300 Mar 15, 1967  
Lowest daily mean  94 Sep   8   108 Oct   1   47 Sep   3, 1993  
Annual seven-day minimum  97 Sep   3   169 Aug 28   59 Sep   5, 1964  
Maximum peak flow   16,100 Mar   1   a45,100 Mar   2, 1997  
Maximum peak stage   13.39 Mar   1   25.36 Mar   2, 1997  
Instantaneous low flow   108 Oct   1   (b) (b)  
10 percent exceeds  4,660    5,840    5,580   
50 percent exceeds  888    1,110    1,150   
90 percent exceeds  164    204    227   
a From rating curve extended above 40,000 ft³/s. 
b Not determined. 
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