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Water-Data Report 2011 

03488000 NORTH FORK HOLSTON RIVER NEAR SALTVILLE, VA 
French Broad-Holston Basin 
North Fork Holston Subbasin 

LOCATION.--Lat 36°53′48″, long 81°44′47″ referenced to North American Datum of 1927, Smyth County, VA, Hydrologic Unit 06010101, on right bank 0.5 
mi upstream from Cedar Branch bridge, 1.5 mi northeast of Saltville, 7.8 mi downstream from Laurel Creek, and at mile 85.0. 

DRAINAGE AREA.--221 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--June 1907 to December 1908 (published as "at Saltville"), October 1920 to current year. Monthly discharge only for some periods, 
published in WSP 1306. 

REVISED RECORDS.--WSP 1113: 1944-47. WSP 1306: 1907(M), 1921-22(M), 1924-30(M), 1932-34(M). WSP 1726: 1947, monthly and yearly runoff. WDR-
03-01: 2002(M). OFR 2006-1308: Drainage area. 

GAGE.--Water-stage recorder. Datum of gage is 1,703.53 ft NGVD of 1929. June 11, 1907, to Nov. 12, 1908, nonrecording gage on highway bridge 2.1 mi 
downstream, at different datum. Nov. 2, 1920, to May 23, 1934, nonrecording gage on highway bridge 0.5 mi downstream, at datum of 1,695.79 ft 
NGVD of 1929. 

REMARKS.--Records good except those for estimated daily discharges, which are fair. National Weather Service gage-height telemeter at station. Several 
measurements of water temperature were made during the year. Water-quality records for some prior periods have been collected at this location. 

PEAK DISCHARGES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 3,000 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 

Mar   1 0430 *5,280 *7.48 
Mar   6 1915 4,690 6.95 
Apr   5 1600 3,220 5.51 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=03488000
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 53 44 1,310 410 503 3,580 780 325 116 56 71 30 
2 51 42 736 1,210 783 1,420 665 283 107 52 58 29 
3 50 39 375 955 868 968 548 243 99 49 50 31 
4 47 49 262 640 610 680 476 249 93 47 47 31 
5 45 76 215 454 485 525 2,190 226 87 51 44 71 

6 44 86 172 349 407 2,470 1,820 209 83 52 42 348 
7 42 71 143 296 332 2,580 1,140 199 80 85 42 360 
8 42 60 127 260 296 1,330 846 236 76 87 43 166 
9 41 53 105 197 249 1,360 879 336 73 103 47 108 

10 41 50 e103 e185 226 2,490 1,440 285 381 91 47 80 

11 40 48 e99 178 195 1,780 1,100 514 205 67 45 65 
12 38 46 130 158 185 1,200 971 451 137 59 43 54 
13 44 44 186 138 175 930 912 360 122 56 39 48 
14 50 43 e150 121 167 706 768 430 100 52 50 43 
15 49 43 e143 e145 156 583 630 428 85 48 55 40 

16 48 56 433 138 146 525 678 861 79 51 50 37 
17 48 92 1,160 125 139 444 751 625 76 59 48 36 
18 46 101 718 124 138 394 582 484 74 53 43 35 
19 44 81 474 154 159 387 489 399 85 48 40 34 
20 50 70 343 237 160 351 422 344 95 46 38 34 

21 55 63 276 263 148 326 354 299 91 46 37 35 
22 55 58 243 225 154 317 304 256 82 48 35 36 
23 53 54 230 207 155 315 283 233 77 74 33 38 
24 48 52 205 191 205 863 251 209 75 86 35 42 
25 48 50 196 176 1,460 923 230 202 70 81 35 43 

26 50 53 189 202 1,350 721 224 177 63 108 33 43 
27 81 67 170 329 835 599 207 170 60 86 33 38 
28 106 71 143 309 1,310 501 477 178 59 63 33 35 
29 86 68 e144 290 --- 451 524 178 62 53 35 33 
30 59 70 e147 329 --- 549 401 147 64 49 33 32 
31 49 --- 161 440 --- 839 --- 129 --- 69 31 --- 

Total 1,603 1,800 9,488 9,435 11,996 31,107 21,342 9,665 2,956 1,975 1,315 2,055 
Mean 51.7 60.0 306 304 428 1,003 711 312 98.5 63.7 42.4 68.5 
Max 106 101 1,310 1,210 1,460 3,580 2,190 861 381 108 71 360 
Min 38 39 99 121 138 315 207 129 59 46 31 29 
Cfsm 0.23 0.27 1.38 1.38 1.94 4.54 3.22 1.41 0.45 0.29 0.19 0.31 
In. 0.27 0.30 1.60 1.59 2.02 5.24 3.59 1.63 0.50 0.33 0.22 0.35 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1907 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 111 174 325 457 550 594 449 359 226 131 121 87.7 
Max 916 1,077 1,178 1,317 1,500 1,735 1,311 858 1,036 704 584 474 
(WY) (1977) (1978) (1927) (1957) (1957) (1955) (1987) (1990) (1907) (2001) (1940) (1989) 
Min 24.9 27.5 32.4 49.9 98.0 121 116 80.4 46.3 33.6 25.2 21.1 
(WY) (1954) (1940) (1940) (1966) (1934) (1988) (1995) (1941) (1930) (1988) (1988) (2007) 

 



 Water-Data Report 2011 

 03488000 NORTH FORK HOLSTON RIVER NEAR SALTVILLE, VA—Continued 

— 3 — 

SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1907 - 2011 
Annual total  104,448    104,737    
Annual mean  286    287    297   
Highest annual mean    457 1973  
Lowest annual mean    135 1988  
Highest daily mean  3,460 Mar 13   3,580 Mar   1   12,700 Mar 18, 2002  
Lowest daily mean  38 Sep 23 a  29 Sep   2   2.0 Oct 15, 1947  
Annual seven-day minimum  40 Sep 19   31 Aug 29   16 Sep 28, 2007  
Maximum peak flow   5,280 Mar   1   17,100 Nov 19, 2003  
Maximum peak stage   7.48 Mar   1   15.46 Nov 19, 2003  
Instantaneous low flow   29 Sep   2 b  c1.0 Oct 15, 1947 d 
Annual runoff (cfsm)  1.29    1.30    1.34   
Annual runoff (inches)  17.58    17.63    18.23   
10 percent exceeds  664    758    640   
50 percent exceeds  158    125    156   
90 percent exceeds  49    42    39   
a Also Sept. 24, 25, and Oct. 12, 2010. 
b Also Sept. 3, 2011. 
c Flow affected by mine cave-in. 
d Also Oct. 16, 1947. 

 

 

 

O N D 
2010 

J F M A M J J A S 
2011 

10 

20 

50 

100 

200 

500 

1,000 

2,000 

5,000 

10,000 

M
EA

N
 D

IS
CH

AR
GE

, C
UB

IC
 F

EE
T 

PE
R 

SE
CO

N
D 


