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Water-Data Report 2011 

05416000 GALENA RIVER AT GALENA, IL 
Upper Mississippi-Maquoketa-Plum Basin 

Apple-Plum Subbasin 

LOCATION.--Lat 42°24′38″, long 90°25′51″ referenced to North American Datum of 1983, in NE ¼ NE ¼ sec.24, T.28 N., R.1 W., Jo Daviess County, IL, 
Hydrologic Unit 07060005, on Green Street Bridge in Galena, about 1,500 ft downstream from Hughlett Branch and at mile 3.9. 

DRAINAGE AREA.--196 mi². 

WATER-QUALITY RECORDS 
PERIOD OF RECORD.— 
SURFACE-WATER QUALITY 

CHEMICAL: Water years 1979-87 and 2009 to current year. 

INSTRUMENTATION.--Wire-weight gage.  Datum of gage is 580.56 feet above NGVD of 1929 (580.39 ft. NAVD 1988). 

EXTREMES FOR PERIOD OF RECORD.-- 
SUFACE-WATER DISCHARGE AND STAGE: Maximum discharge, about 11,400 ft³/s, Feb. 21, 1937, gage height, 27.85 feet, from rating curve extended 

above 6,000 ft³/s; minimum discharge, 20 ft³/s July 11, 12, 30, Aug. 3, 9, 1936, Dec. 10, 11, 1938; minimum gage height observed, 7.90 ft. Aug. 
13, 1936. 

EXTREMES OUTSIDE PERIOD OF RECORD.-- 
SURFACE-WATER DISCHARGE AND STAGE: A stage of 25.0 ft (from high water mark) occured Mar. 26, 1916 (discharge, about 6,200 ft³/s). 

 
WATER-QUALITY DATA 

WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 
[%, percent; MF, membrane filter; NTRU, nephelometric turbidity ratio unit; col/100 mL, colonies per 100 milliliters; mg/L, milligrams per liter; 

nm, nanometers; °C, degrees Celsius; µS/cm, microsiemens per centimeter; E, estimated] 

Date 
 

Sample 
start time 

 

Tempera-
ture, 
air, 
°C 

(00020) 

Dissolved 
oxygen, 
water, 

unfiltered, 
mg/L 

(00300) 

Dissolved 
oxygen, 
water, 

unfiltered, 
% 

saturation 
(00301) 

pH, 
water, 

unfiltered, 
field, 

standard 
units 

(00400) 

Specific 
conduc-
tance, 
water, 

unfiltered, 
µS/cm at 

25 °C 
(00095) 

Tempera-
ture, 

water, 
°C 

(00010) 

Turbidity, water, 
unfiltered, broad 
band light source 

(400-680 nm), 
detectors at 

multiple angles 
including 90 +/- 30 

degrees, 
ratiometric 

correction, NTRU 
(63676) 

Fecal 
coliform, 
M-FC MF 

(0.45 
micron) 
method, 
water, 

col/100 mL 
(31616) 

11-08-2010 1450 15.5 12.6 104 8.1 847 6.9 6.9 -- 
12-07-2010 1410 -7.0 15.3 106 7.7 868 .4 7.5 -- 
02-22-2011 1330 -5.0 12.0 86 7.8 533 1.5 58 -- 
03-14-2011 1410 8.6 15.6 120 7.9 729 4.4 14 -- 
04-25-2011 1440 16.9 14.1 130 8.1 752 12.0 11 -- 
05-31-2011 1435 28.0 7.3 82 8.1 801 21.1 11 320 
07-12-2011 1350 31.0 7.8 93 8.1 782 24.1 20 4,200 
08-10-2011 1420 27.3 9.7 107 8.0 799 20.4 10 3,300 
09-26-2011 1445 14.0 10.5 103 8.0 825 12.6 14 E 1,110 
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