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Water-Data Report 2011
05455940 CEDAR RIVER AT LANSING, MN
lowa Basin
Upper Cedar Subbasin
LOCATION.--Lat 43°44'47", long 92°57'30" referenced to North American Datum of 1927, in NW % NE % sec.11, T.103 N., R.18 W., Mower County, MN,
Hydrologic Unit 07080201, on County Road 2 (Bridge 50524), 0.5 miles east of Lansing.

DRAINAGE AREA.--160 miz.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--2007 to current year.
GAGE.--Non-recording gage.
EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 9,950 ft3/s, Sep. 24, 2010; gage height, 20.99. ft.

MAXIMUM PEAK DISCHARGE
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011

Discharge Gage height
Discharge, qualification Gage height, qualification
Date in ft¥/s code in ft code
Mar 23, 2011 3,480 18.02
U.S. Departmem of the Interior Suggested citation: U.S. Geological Survey, 2012, Water-resources data for the United States, Water

. Year 2011: U.S. Geological Survey Water-Data Report WDR-US-2011, site 05455940, accessed at
U.S. Geological Survey http://wdr water.usgs. gov/wy2011/pdfs/05455940.2011 pdf
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