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Water-Data Report 2011 

07288800 YAZOO RIVER AT REDWOOD, MS 
Yazoo Basin 

Lower Yazoo Subbasin 

LOCATION.--Lat 32°29′14″, long 90°49′02″ referenced to North American Datum of 1927, Warren County, MS, Hydrologic Unit 08030208, near mid-
channel on the downstream side of the center turnstile pier of the Illinois Central and Gulf Railroad bridge, 0.6 miles downstream of the Highway 61 
bridge, 7 miles upstream of Steele Bayou, and 18 miles upstream from the confluence with the Mississippi River at Vicksburg, MS. 

DRAINAGE AREA.--12,603 mi². 

WATER-QUALITY RECORDS 

PERIOD OF RECORD.--Water years 1961-62, 1972 - August 1993, October 2010 - March 2011 (discontinued). 

PERIOD OF DAILY RECORD.-- 
SPECIFIC CONDUCTANCE: October 1978 to September 1981. 
WATER TEMPERATURE:  October 1978 to September 1981. 

REMARKS.--Prior to October 2, 1980, daily values of specific conductance listed as 30 microsiemens represent 30 microsiemens or less due to instrument 
limitations. 

 
WATER-QUALITY DATA 

WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 
[FNU, Formazin nephelometric units; LED, light-emitting diode; ft, feet; mg/L, milligrams per liter; nm, nanometers; °C, degrees 

Celsius; µS/cm, microsiemens per centimeter; --, no data] 

Date 
 

Sample 
start time 

 

Dissolved 
oxygen, 
water, 

unfiltered, 
mg/L 

(00300) 

pH, 
water, 

unfiltered, 
field, 

standard 
units 

(00400) 

Specific 
conduc-
tance, 
water, 

unfiltered, 
µS/cm at 

25 °C 
(00095) 

Tempera-
ture, 

water, 
°C 

(00010) 

Turbidity, water, 
unfiltered, mono-

chrome near infra-
red LED light, 780-
900 nm, detection 

angle 90 +/- 2.5 
degrees, FNU 

(63680) 

Sampling 
depth, 

ft 
(00003) 

Location in 
cross 

section, 
distance 
from left 

bank 
looking 
down-
stream, 

ft 
(00009) 

03-01-2011 1638 12.0 8.4 220 18.4 29 1.00 250 
03-01-2011 1640 9.9 8.1 223 17.7 30 5.00 250 
03-01-2011 1642 8.2 7.8 227 16.9 31 10.0 250 
03-01-2011 1646 7.8 7.7 228 16.8 31 15.0 250 
03-01-2011 1648 7.5 7.7 230 16.8 32 20.0 250 
03-30-2011 1120 5.8 6.6 110 16.7 -- 2.00 271 
03-30-2011 1121 5.7 6.5 110 16.7 -- 7.00 271 
03-30-2011 1122 5.6 6.5 112 16.7 -- 12.0 271 
03-30-2011 1123 5.5 6.4 118 16.7 -- 17.0 271 
03-30-2011 1124 5.5 6.4 125 16.5 -- 22.0 271 
03-30-2011 1125 7.7 6.4 308 13.5 -- 27.0 271 
03-30-2011 1126 7.9 6.6 312 13.3 -- 32.0 271 
03-30-2011 1127 7.9 6.6 313 13.1 -- 37.0 271 
03-30-2011 1128 7.5 6.6 314 12.7 -- 42.0 271 
03-30-2011 1129 7.1 6.7 315 12.6 -- 47.0 271 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=07288800&agency_cd=USGS
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WATER-QUALITY DATA 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

[ft, feet; ft³/s, cubic feet per second; mg/L, milligrams per liter] 

Date 
 

Sample 
start time 

 

Discharge, 
instanta-

neous, 
ft³/s 

(00061) 

Gage 
height, 

ft 
(00065) 

Suspended 
sediment 
concen-
tration, 

mg/L 
(80154) 

10-07-2010 1045 5,620 65.34 95 
10-14-2010 1335 5,180 62.21 112 

 


