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Water-Data Report 2011
11525655 Trinity River below Limekiln Gulch, near Douglas City, CA

Klamath River Basin

LOCATION.--Lat 40°40'22", long 122°55"10" referenced to North American Datum of 1927, in SW /4 NW %4 sec.32, T.33 N., R.9 W., Trinity County, CA,
Hydrologic Unit 18010211, on left bank, 1.8 mi northeast of Douglas City, 2.3 mi downstream from Limekiln Gulch, and 11.3 mi downstream from
Lewiston diversion dam.

DRAINAGE AREA.--810 miz.

SURFACE-WATER RECORDS

PERIOD OF RECORD.--April 1981 to September 1991, October 2002 to current year.
WATER TEMPERATURE: Water years 1981-91, 2004.
SEDIMENT DATA: Water years 1981-91, 2004-06.

GAGE --Water-stage recorder and crest-stage gage. Datum of gage is 1,650 ft above NGVD of 1929, from topographic map.

REMARKS .--Records good. Flow regulated by Trinity Lake (station 11525400) and transbasin diversions to Judge Francis Carr powerplant (station
11525430). Small diversion for irrigation upstream from station. See schematic diagram of Klamath River and Trinity River Basins available from the
California Water Science Center.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 12,600 ft3/s, May 7, 2011, gage height, 12.45 ft; minimum daily, 228 ft3/s, June 15, 1990.

U.S. Department of the Interior Suggested citation: U.S. Geological Survey, 2012, Water-resources data for the United States, Water
. Year 2011: U.S. Geological Survey Water-Data Report WDR-US-2011, site 11525655, accessed at
U:S. Geological Survey http://wdr.water.usgs.gov/wy2011/pdfs/11525655.2011 pdf
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DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011

DAILY MEAN VALUES
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 507 404 364 499 404 400 767 4,970 3,040 1,700 625 887

2 506 400 414 466 400 444 770 8,620 2,920 1,660 481 503

3 505 411 438 446 398 457 723 11,300 2,790 1,600 479 468

4 512 404 414 435 398 448 672 12,000 2,750 1,510 474 464

5 516 401 422 421 396 464 656 12,300 2,710 1,480 471 463

6 516 393 551 412 396 553 652 12,400 2,620 1,470 469 461

7 510 501 504 404 392 537 628 11,900 2,520 1,440 468 464

8 506 408 488 395 391 516 599 9,380 2,500 1,390 467 466

9 506 375 505 393 388 489 574 6,060 2,490 1,360 473 473

10 479 361 557 388 385 483 558 4,920 2,490 1,330 479 503

1" 475 352 517 386 382 486 547 4,490 2,390 1,330 472 503

12 483 348 492 389 380 488 545 4,550 2,220 1,320 474 504

13 478 347 462 467 376 526 550 4,580 2,220 1,320 471 505

14 473 349 588 517 389 629 548 4,430 2,220 1,290 468 505

15 463 351 511 507 465 735 536 4,200 2,200 1,220 471 505

16 434 345 473 546 561 1,050 535 4,040 2,200 1,170 474 504

17 384 337 451 587 494 796 616 3,910 2,170 1,160 482 506

18 356 338 447 527 468 755 644 3,800 2,180 1,100 482 504

19 338 342 459 501 458 732 601 3,730 2,180 1,080 482 505

20 335 346 453 481 443 1,030 587 3,720 2,160 997 482 511

21 336 333 477 467 435 1,010 599 3,660 2,150 964 482 513

22 341 355 637 463 429 831 741 3,560 2,140 907 480 513

23 365 365 536 454 422 858 782 3,550 2,140 865 479 513

24 685 396 478 445 420 1,230 798 3,520 2,120 873 478 514

25 461 337 477 442 420 1,030 801 3,580 2,030 875 473 519

26 384 345 549 434 413 984 788 3,530 1,940 880 474 520

27 372 376 518 426 407 908 780 3,470 1,920 872 474 523

28 408 365 578 423 404 811 1,650 3,420 2,040 809 841 519

29 450 362 831 419 --- 731 1,750 3,240 1,920 767 2,460 517

30 406 359 624 417 --- 713 2,140 3,140 1,740 732 2,070 515

31 405 538 409 743 3,060 688 1,440
Total 13,895 11,106 15,753 13,966 11,714 21,867 23,137 173,030 69,110 36,159 19,795 15,370
Mean 448 370 508 451 418 705 771 5,582 2,304 1,166 639 512
Max 685 501 831 587 561 1,230 2,140 12,400 3,040 1,700 2,460 887
Min 335 333 364 386 376 400 535 3,060 1,740 688 467 461
Ac-ft 27560 22,030 31,250 27,700 23,230 43,370 45,890 343,200 137,100 71,720 39,260 30,490

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1981 - 2011, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 366 390 646 798 724 1,052 782 2,311 1,474 751 507 451
Max 448 1,002 2,670 3,770 2,449 6,446 3,109 5,699 4,814 1,166 789 802
(WY) (2011)  (1984)  (1984)  (2006)  (1983)  (1983)  (1983)  (2006)  (2006)  (2011)  (2004)  (2003)
Min 304 302 314 315 320 371 381 361 338 323 310 303
(W) (1989)  (2005)  (2008)  (1991)  (1991)  (1985)  (1990)  (1985)  (1990)  (1988)  (1988)  (1988)
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SUMMARY STATISTICS
Calendar Year 2010 Water Year 2011 Water Years 1981 - 2011

Annual total 371,396 424,902

Annual mean 1,018 1,164 871

Highest annual mean 2,022 1983
Lowest annual mean 371 1990
Highest daily mean 6,750 May 4 12,400 May 6 12,400 May 6, 2011
Lowest daily mean 333 Nov 21 333 Nov 21 228 Jun 15, 1990
Annual seven-day minimum 342 Nov 15 342 Nov 15 237 Jun 9, 1990
Maximum peak flow 12,600 May 7 12,600 May 7, 2011
Maximum peak stage 1245 May 7 12.45 May 7,2011
Annual runoff (ac-ft) 736,700 842,800 630,900

10 percent exceeds 2,440 2,660 2,110

50 percent exceeds 513 511 453

90 percent exceeds 395 387 319
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