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Water-Data Report 2011 

13060000 SNAKE RIVER NEAR SHELLEY, ID 
Upper Snake Basin 

American Falls Subbasin 

LOCATION.--Lat 43°24′47″, long 112°08′06″ referenced to North American Datum of 1983, in SE ¼ SW ¼ sec.17, T.1 N., R.37 E., Bingham County, ID, 
Hydrologic Unit 17040206, Woodville quad., on right bank 0.3 mi southeast of Woodville, 2.5 mi north of Shelley, and at mile 787.8. 

DRAINAGE AREA.--9,790 mi², approximately, excluding indeterminate nontributary area on Snake River Plain. 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--March 1915 to current year (prior to October 1931, irrigation seasons only). 

REVISED RECORDS.--WSP 1317: 1916. 

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 4,599.0 ft above NGVD of 1929. 

REMARKS.--Records good except for estimated daily discharges, which are fair. Station equipment includes satellite telemetry. Some regulation by 
Jackson Lake, Palisades Reservoir, Island Park Reservoir, Henrys Lake (sta 13039000), and Grassy Lake. Initial filling of forebay pool at Gem Power 
plant 2 mi upstream, occurred during March and April of 1988. Diversions above station for irrigation of about 39,000 acres below and about 637,000 
acres above station, of which about 100,000 acres are irrigated by withdrawals from ground water (1966 determination). Considerable water leaks 
above station into Snake River Plain aquifer. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 67,300 ft³/s June 6, 1976, gage height, 19.12 ft, result of Teton Dam failure. 

Maximum discharge excluding 1976, 47,800 ft³/s June 17, 1997, gage height, 16.05 ft; maximum gage height, 16.97 ft, June 17, 1918; minimum, 288 
ft³/s Nov. 5, 1934, gage height, 2.22 ft. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Flood of June 6, 1894, reached an estimated discharge of 75,000 ft³/s at former station 13059000 Snake River 
at Eagle Rock (now Idaho Falls), 7 mi upstream from present site. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 32,300 ft³/s May 28, gage height, 13.15 ft; minimum daily, 1,500 ft³/s Jan. 3. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=13060000
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 3,260 4,230 2,720 e1,800 e3,800 3,560 10,900 18,600 28,900 16,000 10,700 5,070 
2 3,340 4,400 2,810 e1,650 e3,400 3,630 11,100 18,600 28,500 16,900 11,800 5,120 
3 3,370 4,080 2,860 e1,500 e3,100 3,690 11,600 18,300 28,400 18,200 13,000 5,140 
4 3,530 3,410 3,050 e1,750 e3,500 3,710 11,700 17,200 28,400 18,000 13,500 5,270 
5 3,810 2,850 3,080 e2,000 e3,950 3,730 11,800 16,300 27,600 17,300 13,000 5,410 

6 3,930 2,780 3,050 e2,300 e3,950 3,700 11,700 16,100 26,400 16,800 12,400 5,150 
7 4,180 2,690 3,160 e2,600 e3,800 3,830 12,700 16,600 25,900 18,500 11,900 5,000 
8 3,830 2,720 3,150 e2,900 e3,850 3,740 13,300 17,900 26,900 21,400 11,100 5,180 
9 4,060 2,850 3,160 e2,850 e3,800 3,700 14,200 19,700 29,000 21,900 10,300 5,300 

10 4,190 2,880 3,030 e2,700 e3,700 3,670 14,900 22,400 30,800 22,700 8,390 5,270 

11 4,390 2,750 3,040 e2,600 e3,500 3,710 15,000 24,400 28,100 22,800 7,920 5,270 
12 4,100 2,610 3,160 e2,400 e3,700 3,730 15,100 24,400 23,300 22,100 7,640 5,490 
13 4,220 2,610 3,140 e2,550 e3,850 3,670 15,200 23,700 21,300 21,300 7,530 5,700 
14 3,880 2,600 3,090 2,650 3,810 3,650 15,500 24,000 20,700 21,400 7,330 5,700 
15 3,640 2,620 3,170 2,920 3,800 3,730 15,600 24,700 20,800 22,000 7,190 5,850 

16 3,720 2,670 3,140 2,990 3,850 3,810 16,000 26,300 21,700 22,800 6,850 6,000 
17 3,730 2,590 3,070 e3,150 3,790 4,000 16,400 27,900 21,700 22,800 6,760 6,520 
18 3,580 2,610 e2,300 3,190 3,830 4,060 16,900 28,600 22,300 21,800 6,320 7,030 
19 3,450 2,560 e2,650 3,320 3,720 3,940 18,100 27,200 21,600 18,900 6,110 7,150 
20 3,430 2,640 e2,900 3,570 3,730 3,800 18,400 26,600 20,700 18,100 5,480 7,290 

21 3,520 2,730 e3,000 e3,750 3,720 3,890 18,200 26,300 20,200 19,600 5,250 7,190 
22 3,270 2,670 3,030 e3,700 3,640 3,850 18,700 27,000 19,300 20,100 5,250 7,270 
23 3,490 2,480 3,140 e3,780 3,720 3,860 19,500 27,300 17,600 19,600 4,980 7,290 
24 3,210 e2,150 3,180 e3,870 3,730 4,170 19,300 26,900 17,500 17,500 4,820 7,350 
25 3,380 e1,750 3,150 3,720 3,610 4,560 18,900 28,000 18,000 15,100 4,820 7,290 

26 3,760 1,830 2,910 3,900 3,550 4,680 19,000 29,500 19,000 13,700 5,210 7,250 
27 3,950 2,200 e2,800 3,910 3,520 5,190 19,100 31,600 19,400 12,900 5,280 7,180 
28 3,780 2,760 e2,750 3,980 3,560 6,160 18,800 31,700 18,700 12,100 5,230 7,160 
29 3,750 e2,950 e2,700 4,050 --- 6,840 18,600 30,200 17,500 11,600 5,260 6,300 
30 3,820 e2,800 e2,400 3,830 --- 8,770 18,700 29,900 16,600 11,100 5,170 5,450 
31 4,190 --- e2,100 e3,850 --- 10,600 --- 29,700 --- 10,200 5,100 --- 

Total 115,760 83,470 90,890 93,730 103,480 137,630 474,900 757,600 686,800 565,200 241,590 183,640 
Mean 3,734 2,782 2,932 3,024 3,696 4,440 15,830 24,440 22,890 18,230 7,793 6,121 
Max 4,390 4,400 3,180 4,050 3,950 10,600 19,500 31,700 30,800 22,800 13,500 7,350 
Min 3,210 1,750 2,100 1,500 3,100 3,560 10,900 16,100 16,600 10,200 4,820 5,000 
Ac-ft 229,600 165,600 180,300 185,900 205,300 273,000 942,000 1,503,000 1,362,000 1,121,000 479,200 364,200 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1915 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 3,166 3,485 3,502 3,414 3,625 4,485 7,406 12,340 13,050 7,455 4,893 3,856 
Max 9,465 7,841 8,334 8,210 11,460 15,150 19,620 28,240 34,380 19,650 9,073 7,682 
(WY) (1972) (1984) (1984) (1984) (1997) (1997) (1986) (1928) (1997) (1917) (1997) (1971) 
Min 646 827 1,584 1,515 1,599 1,401 1,559 3,261 2,432 2,213 1,342 1,119 
(WY) (1932) (1935) (1935) (1932) (1932) (1934) (1934) (1931) (1934) (1934) (1919) (1934) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1915 - 2011 
Annual total  1,703,070    3,534,690    
Annual mean  4,666    9,684    5,875   
Highest annual mean    12,330 1997  
Lowest annual mean    1,998 1934  
Highest daily mean  24,200 Jun 14   31,700 May 28   50,500 Jun   7, 1976  
Lowest daily mean  1,680 Mar 29   1,500 Jan   3   350 Nov   5, 1934  
Annual seven-day minimum  1,760 Mar 25   1,870 Dec 31   412 Nov   2, 1934  
Annual runoff (ac-ft)  3,378,000    7,011,000    4,256,000   
10 percent exceeds  9,030    22,700    12,700   
50 percent exceeds  3,430    5,100    4,210   
90 percent exceeds  2,080    2,740    2,180   
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