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Water-Data Report 2011 

14200000 MOLALLA RIVER NEAR CANBY, OR 
Willamette Basin 

Molalla-Pudding Subbasin 

LOCATION.--Lat 45°14′40″, long 122°41′10″ referenced to North American Datum of 1927, in NW ¼ NE ¼ sec.9, T.4 S., R.1 E., Clackamas County, OR, 
Hydrologic Unit 17090009, on left bank, at upstream side of Goods Bridge, 1.5 mi south of Canby and at mile 6.01. 

DRAINAGE AREA.--323 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--August 1928 to September 1959, October 1963 to September 1978, October 2000 to current year. 

GAGE.--Water-stage recorder and crest-stage gage. Elevation of gage is 94 ft above NGVD of 1929. Prior to Oct. 24, 1933, nonrecording gage and Oct. 24, 
1933 to Sept. 26, 1955, water-stage recorder at present site at datum 11.00 ft higher. Sept. 27, 1955 to June 3, 1956, water-stage recorder at site 145 
ft downstream at datum 10 ft higher. June 4, 1956 to Sept. 30, 1959, water-stage recorder at site 0.3 mi downstream at datum 8.02 ft higher. Oct. 1, 
1963 to May 4, 1964, non-recording gage and May 5, 1964 to Sept. 30, 1978, Oct. 1, 2000, to Oct. 31, 2001, water-stage recorder at present site at 
datum 10 ft higher. 

REMARKS.--No estimated daily discharges. Records good except those for Jan. 5 to June 9, which are poor. No regulation. Numerous small diversions for 
irrigation upstream from station. 

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--57 years (water years 1929-59, 1964-78, 2001-11), 1,144 ft³/s, 48.11 in/yr, 828,600 acre-ft/yr. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 43,600 ft³/s Dec. 22, 1964, gage height, 26.76 ft, present datum; minimum discharge, 20 ft³/s 
Aug. 24, 1959. 

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 7,200 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 

Dec 10 0300 9,090 17.71 
Dec 13 0830 9,800 18.07 
Jan 16 2200 *16,800 *20.87 

Minimum discharge, 54 ft³/s, Sept. 9, 10, 11, 12, gage height, 9.92 ft. 

 

http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=14200000
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 114 800 3,790 2,100 738 3,540 4,180 1,830 3,240 376 114 71 
2 110 1,740 3,730 1,770 661 3,770 4,460 1,700 3,440 326 111 69 
3 107 1,490 2,800 1,490 602 3,340 3,710 1,600 3,040 298 108 66 
4 106 1,030 2,030 1,280 553 2,620 3,040 1,440 2,540 280 105 64 
5 105 791 1,520 1,140 553 2,640 4,760 1,420 2,300 258 102 62 

6 103 660 1,250 1,080 605 2,370 4,280 1,450 2,240 240 101 60 
7 99 1,280 1,130 1,040 630 1,950 3,910 1,700 1,940 227 100 60 
8 101 1,370 1,730 1,310 683 1,610 3,290 2,140 1,620 215 99 58 
9 121 1,250 4,560 1,300 630 1,770 2,780 2,460 1,360 203 99 56 

10 308 1,830 7,370 1,190 582 4,750 2,360 2,400 1,220 192 90 55 

11 575 1,520 5,750 1,090 557 4,820 2,600 2,200 1,140 179 88 55 
12 341 1,230 6,920 1,710 550 3,350 2,570 2,370 1,050 177 85 55 
13 263 1,020 8,710 4,800 827 2,980 2,280 2,030 1,020 191 84 56 
14 220 1,310 8,430 5,130 898 4,190 2,120 1,880 893 177 85 59 
15 196 1,670 5,920 4,050 1,950 4,030 2,940 2,010 766 165 84 60 

16 178 2,050 3,860 10,600 2,370 4,950 5,110 2,720 700 163 81 60 
17 166 1,790 2,800 10,900 1,800 4,350 5,170 2,560 624 194 79 62 
18 156 3,970 2,320 6,270 1,390 3,460 3,800 2,250 591 228 76 64 
19 148 3,090 1,990 5,170 1,150 2,880 2,880 1,940 768 193 74 70 
20 142 2,270 1,740 3,870 966 2,450 2,310 1,730 709 217 74 78 

21 137 1,710 1,500 3,460 827 2,180 1,930 1,640 634 186 74 70 
22 132 1,420 1,290 3,560 745 2,080 1,610 1,570 586 176 71 64 
23 142 1,350 1,130 2,930 685 1,870 1,400 1,460 557 162 71 61 
24 333 1,080 999 2,370 656 1,850 1,330 1,350 494 151 69 60 
25 1,110 931 960 1,930 577 1,700 1,830 1,360 435 144 69 61 

26 1,300 896 1,030 1,600 509 1,670 2,690 1,520 393 143 68 65 
27 997 1,770 1,060 1,370 507 1,750 2,430 2,020 366 135 70 74 
28 765 1,560 2,730 1,190 1,190 1,820 2,200 2,690 368 129 68 83 
29 702 1,230 5,310 1,070 --- 1,910 2,160 2,720 362 124 69 75 
30 626 1,360 3,560 946 --- 3,810 2,020 2,500 388 121 70 68 
31 818 --- 2,620 837 --- 4,490 --- 2,450 --- 118 72 --- 

Total 10,721 45,468 100,539 88,553 24,391 90,950 88,150 61,110 35,784 6,088 2,610 1,921 
Mean 346 1,516 3,243 2,857 871 2,934 2,938 1,971 1,193 196 84.2 64.0 
Max 1,300 3,970 8,710 10,900 2,370 4,950 5,170 2,720 3,440 376 114 83 
Min 99 660 960 837 507 1,610 1,330 1,350 362 118 68 55 
Ac-ft 21,270 90,190 199,400 175,600 48,380 180,400 174,800 121,200 70,980 12,080 5,180 3,810 
Cfsm 1.07 4.69 10.0 8.84 2.70 9.08 9.10 6.10 3.69 0.61 0.26 0.20 
In. 1.23 5.24 11.58 10.20 2.81 10.47 10.15 7.04 4.12 0.70 0.30 0.22 

 
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1929 - 2011, BY WATER YEAR (WY) 

 Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 404 1,444 2,257 2,426 1,811 1,712 1,495 1,113 643 198 101 134 
Max 2,201 3,864 5,835 5,124 4,265 3,559 2,954 2,376 1,888 491 378 555 
(WY) (1948) (1974) (1965) (1953) (1949) (1972) (1937) (1945) (2010) (1952) (1968) (1978) 
Min 59.9 52.7 211 303 271 505 383 275 164 73.2 38.1 46.0 
(WY) (1953) (1937) (1977) (1977) (1977) (1941) (1941) (1931) (1940) (2003) (2003) (2003) 
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SUMMARY STATISTICS 

 Calendar Year 2010 Water Year 2011 Water Years 1929 - 2011 
Annual total  457,715    556,285    
Annual mean  1,254    1,524    1,144   
Highest annual mean    1,822 1956  
Lowest annual mean    511 2001  
Highest daily mean  8,710 Dec 13   10,900 Jan 17   34,100 Dec 22, 1964  
Lowest daily mean  76 Aug 26   55 Sep 10   22 Aug 27, 1959  
Annual seven-day minimum  78 Aug 25   56 Sep   8   28 Aug 31, 2003  
Annual runoff (ac-ft)  907,900    1,103,000    828,600   
Annual runoff (cfsm)  3.88    4.72    3.54   
Annual runoff (inches)  52.72    64.07    48.11   
10 percent exceeds  2,690    3,750    2,660   
50 percent exceeds  1,040    1,130    680   
90 percent exceeds  106    73    79   
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CLIMATOLOGICAL RECORDS 

PERIOD OF RECORD.-- 
PRECIPITATION: January 2010 to current year. 

INSTRUMENTATION.--Unshielded, standard 8-in diameter, tipping-bucket precipitation gage, mounted atop gage house with top of collector 20 ft above 
land surface. 

REMARKS.-- 
PRECIPITATION: Collection, computation, and publication of precipitation data do not necessarily conform to standards used by the National Weather 

Service. Records published in this report are for general scientific use. 

 
PRECIPITATION, TOTAL, INCHES 

WATER YEAR OCTOBER 2010 TO SEPTEMBER 2011 
DAILY SUM VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 0.00 0.56 0.32 0.00 0.00 0.74 0.25 0.00 0.36 0.00 0.00 0.00 
2 0.00 0.01 0.01 0.00 0.00 0.12 0.37 0.05 0.02 0.00 0.00 0.00 
3 0.00 0.00 0.00 0.00 0.00 0.19 0.00 0.00 0.00 0.00 0.00 0.00 
4 0.00 0.00 0.00 0.00 0.00 0.20 0.59 0.00 0.00 0.00 0.00 0.00 
5 0.00 0.00 0.00 0.12 0.00 0.11 0.02 0.01 0.00 0.00 0.00 0.00 

6 0.00 0.98 0.02 0.01 0.00 0.00 0.34 0.25 0.00 0.00 0.00 0.00 
7 0.00 0.24 0.18 0.14 0.00 0.00 0.02 0.04 0.01 0.00 0.00 0.00 
8 0.02 0.08 0.92 0.04 0.00 0.19 0.00 0.65 0.00 0.00 0.00 0.00 
9 0.71 0.39 1.26 0.05 0.00 0.40 0.00 0.00 0.00 0.00 0.00 0.00 

10 1.45 0.04 0.37 0.00 0.00 0.88 0.26 0.00 0.00 0.00 0.00 0.00 

11 0.00 0.06 0.98 0.03 0.00 0.00 0.25 0.36 0.00 0.01 0.00 0.00 
12 0.00 0.00 0.32 0.31 0.00 0.21 0.00 0.00 0.10 0.24 0.00 0.00 
13 0.00 0.19 0.56 0.60 0.00 0.77 0.14 0.00 0.02 0.00 0.00 0.00 
14 0.00 0.10 0.88 0.00 0.00 0.25 0.62 0.00 0.00 0.00 0.00 0.00 
15 0.00 0.01 0.08 0.93 0.00 1.17 0.62 0.59 0.02 0.00 0.00 0.05 

16 0.00 0.03 0.00 0.96 0.16 0.39 0.00 0.05 0.00 0.09 0.00 0.04 
17 0.00 1.17 0.00 0.90 0.02 0.09 0.00 0.01 0.00 0.90 0.00 0.00 
18 0.00 0.36 0.21 0.43 0.28 0.09 0.00 0.00 0.17 0.01 0.00 0.14 
19 0.00 0.18 0.07 0.00 0.00 0.00 0.00 0.00 0.01 0.15 0.00 0.04 
20 0.00 0.18 0.19 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 

21 0.00 0.15 0.00 0.65 0.01 0.17 0.00 0.02 0.00 0.00 0.00 0.00 
22 0.03 0.33 0.00 0.00 0.02 0.00 0.00 0.09 0.00 0.00 0.00 0.00 
23 0.58 0.00 0.00 0.00 0.15 0.17 0.00 0.03 0.00 0.00 0.00 0.00 
24 0.82 0.00 0.02 0.00 0.05 0.10 0.29 0.00 0.00 0.00 0.00 0.00 
25 0.79 0.01 0.14 0.00 0.02 0.08 0.64 0.33 0.00 0.01 0.00 1.04 

26 0.16 0.22 0.43 0.00 0.00 0.15 0.33 0.15 0.00 0.00 0.00 0.14 
27 0.00 0.11 0.94 0.00 0.01 0.20 0.08 0.55 0.02 0.00 0.00 0.18 
28 0.34 0.02 1.89 0.00 2.09 0.06 0.29 0.03 0.21 0.00 0.00 0.01 
29 0.02 0.05 0.18 0.00 --- 0.53 0.04 0.00 0.00 0.00 0.00 0.00 
30 0.52 1.18 0.01 0.00 --- 0.01 0.00 0.03 0.00 0.00 0.01 0.00 
31 0.42 --- 0.00 0.00 --- 0.00 --- 0.29 --- 0.00 0.00 --- 

Total 5.86 6.65 9.98 5.17 2.81 7.28 5.15 3.53 0.94 1.41 0.01 1.64 

 
 Water Year 2011 

Total 50.43 

 


