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LOCATION.--Lat 38°45'44", long 78°41'06" referenced to North American Datum of 1927, Shenandoah County, VA, Hydrologic Unit 02070006, on right

Water-Data Report 2012

01632970 CROOKED RUN NEAR MOUNT JACKSON, VA

Potomac Basin
North Fork Shenandoah Subbasin

upstream wingwall of culvert on State Highway 263, 0.4 mi upstream from mouth, and 2.3 mi west of Mt. Jackson.

DRAINAGE AREA.--6.61 mi2.

SURFACE-WATER RECORDS

PERIOD OF RECORD.--1972 to current year.
GAGE.--Crest-stage gage. Datum of gage is 962.84 ft NGVD of 1929.

EXTREMES FOR PERIOD OF RECORD.-

-Maximum discharge, 1,640 ft3/s, Jan. 19, 1996, gage height, 11.34 ft.

MAXIMUM PEAK DISCHARGE
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

Discharge Gage height
Discharge, qualification Gage height, qualification
Date in ft¥/s code in ft code
Sep 18, 2012 178 4.20

U.S. Department of the Interior
U.S. Geological Survey

Suggested citation: U.S. Geological Survey, 2013, Water-resources data for the United States, Water
Year 2012: U.S. Geological Survey Water-Data Report WDR-US-2012, site 01632970, accessed at
http://wdr.water.usgs.gov/wy2012/pdfs/01632970.2012.pdf


http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=01632970&agency_cd=USGS

