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Water-Data Report 2012
02066000 ROANOKE (STAUNTON) RIVER AT RANDOLPH, VA

Roanoke Basin
Middle Roanoke Subbasin

LOCATION.--Lat 36°54'54", long 78°44'28" referenced to North American Datum of 1927, Halifax County, VA, Hydrologic Unit 03010102, on right bank 6 ft
downstream from bridge on State Highway 746, 2.8 mi northwest of Randolph, 3.6 mi upstream from Roanoke Creek, and at mile 227.3.

DRAINAGE AREA.--2,966 mi2.

SURFACE-WATER RECORDS

PERIOD OF RECORD.--August 1900 to September 1906, October 1927 to September 1930, October 1950 to current year. Monthly discharge only for some
periods, published in WSP 1303. Prior to October 1902, published as Staunton River at Randolph. Gage heights collected since 1905 at this site or at
former site are contained in reports of the National Weather Service.

REVISED RECORDS.--WSP 1203: 1928-30. WSP 1303: 1901-6. OFR 2006-1308: Drainage area.

GAGE.--Water-stage recorder. Datum of gage is 307.59 ft NGVD of 1929. Aug. 27, 1900 to Oct. 13, 1902, nonrecording gage at site 3.2 mi downstream at
datum of about 301.7 ft, based on NGVD of 1929. Oct. 14, 1902 to Aug. 11, 1906 and Oct. 1, 1927 to Mar. 31, 1930, nonrecording gage at site of
original gage, at datum of 303.66 ft NGVD of 1929.

REMARKS.--Records good. Flow regulated since 1962 by Leesville Lake (station 02059400) 68.7 mi upstream and since 1963 by Smith Mountain Lake
(station 02057400) 86.7 mi upstream. Statistics of monthly mean data and summary statistics for water years 1901 - 1906, 1928 - 1930, 1951 - 1962
(unregulated flow) are available in previous data books, water years 1991 - 1998. U.S. Army Corps of Engineers satellite gage-height telemeter at
station. Maximum discharge, 97,000 t/s, from graph based on gage readings, site and datum then in use. Several measurements of water
temperature were made during the year. Water-quality records for some prior periods have been collected at this location.

EXTREMES QUTSIDE PERIOD OF RECORD.--Flood of Aug. 16, 1940, reached a stage of 41.6 ft, present site and datum, discharge, 150,000 ft3/s, from
information by U.S. Army Corps of Engineers.

U.S. Depanmem of the Interior Suggested citation: U.S. Geological Survey, 2013, Water-resources data for the United States, Water
f Year 2012: U.S. Geological Survey Water-Data Report WDR-US-2012, site 02066000, accessed at
Us. Geomglcal survev http://wdr.water.usgs.gov/wy2012/pdfs/02066000.2012.pdf
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DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

DAILY MEAN VALUES
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 1,020 1,210 10,700 2,310 2,030 2,250 3,740 3,500 2,370 1,130 1,190 1,260

2 951 1,210 4520 2,110 2,030 3,350 3,570 3,580 2,190 1,110 1,280 1,250

3 910 1,170 3,080 1,990 1,940 4,180 3,320 3,280 2,310 1,090 1,260 1,340

4 891 1,650 2,400 2,250 1,790 7,480 3,150 3,220 2,220 1,140 1,230 1,350

5 882 1,780 2,010 2,220 2,010 5,180 3,200 3,220 2,090 1,180 1,220 1,320

6 875 1,410 1,840 1,820 2,430 4,100 3,160 3,170 2,050 1,170 1,200 1,300

7 866 1,220 2,010 1,760 2,400 3,710 3,130 3,270 1,970 1,140 1,200 1,290

8 859 1,140 15,100 1,830 2,020 3,310 3,000 3,710 1,980 1,110 1,220 1,310

9 855 1,110 20,600 1,860 1,910 3,300 3,060 3,130 1,930 1,140 1,240 1,300

10 848 1,100 14,900 1,850 1,830 3,290 2,930 3,310 1,880 1,530 1,240 1,250

1" 852 1,090 8,520 1,870 1,810 3,080 3,020 3,380 1,850 1,630 1,240 1,230

12 916 1,070 4,800 3,780 1,790 2,950 3,050 3,220 2,110 1,400 1,260 1,140

13 1,480 1,050 3,090 5,420 1,800 2,950 3,130 3,050 2,520 1,270 1,240 996

14 2,480 1,030 2,690 3,650 1,800 2,950 3,170 2,910 3,140 1,230 1,210 970

15 1,660 1,030 2,510 2,900 1,740 2,910 3,150 3,430 2,010 1,240 1,230 982

16 1,410 1,120 2,410 2,500 1,670 2,870 3,360 6,990 1,510 1,250 1,190 978

17 1,190 2,210 2,310 2,240 1,620 2,910 3,660 4,180 1,390 1,230 1,190 981

18 1,080 2,730 2,380 2,060 1,630 2,910 3,380 3,540 1,380 1,200 1,200 989

19 1,100 1,950 2,630 1,990 1,610 2,910 3,240 3,260 1,340 1,180 1,200 1,190

20 1,150 1,550 2,570 1,920 1,680 2,980 3,330 2,900 1,290 1,180 1,200 1,420

21 1,140 1,410 2,200 1,980 1,820 3,560 3,190 2,730 1,320 1,150 1,220 1,310

22 1,120 1,350 2,580 2,350 2,190 3,790 3,170 2,660 1,270 1,200 1,250 1,140

23 1,040 1,610 3,210 2,920 2,790 3,290 3,540 2,760 1,270 1,200 1,250 1,070

24 996 3,250 5,420 3,320 3,100 3,710 3,980 2,830 1,240 1,210 1,240 1,030

25 983 3,560 3,800 2,920 3,340 16,200 3,550 2,530 1,260 1,230 1,250 1,000

26 976 3,130 3,260 2,270 3,400 23,300 3,280 2,410 1,240 1,230 1,330 995

27 991 2,780 2,660 2,210 2,700 12,600 3,500 2,270 1,190 1,220 1,550 994

28 975 2,400 3,780 2,330 2,360 4,750 3,740 2,190 1,150 1,230 1,370 997

29 1,070 3,680 4,160 2,340 2,250 3,900 3,810 2,150 1,140 1,200 1,310 1,020

30 1,320 9,720 3,180 2,030 - 3,460 3,480 2,180 1,150 1,210 1,290 1,090

3 1,340 - 2,580 1,940 - 3,440 - 2,420 - 1,180 1,270 -

Total 34,226 60,720 147,900 74,940 61,490 151,570 100,070 97,380 51,760 37,810 38,770 34,492

Mean 1,104 2,024 4,771 2,417 2,120 4,889 3,336 3,141 1,725 1,220 1,251 1,150

Max 2,480 9,720 20,600 5,420 3,400 23,300 3,980 6,990 3,140 1,630 1,550 1,420

Min 848 1,030 1,840 1,760 1,610 2,250 2,930 2,150 1,140 1,090 1,190 970
Cfsm 0.37 0.68 1.61 0.82 0.71 1.65 112 1.06 0.58 0.41 0.42 0.39
In. 0.43 0.76 1.85 0.94 0.77 1.90 1.26 1.22 0.65 0.47 0.49 0.43

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1963 - 2012, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 1,943 2,336 2,706 3,521 3,776 4,678 4,149 3,241 2,527 1,775 1,616 2,040

Max 7,906 11,230 9,108 9,532 12,230 13,970 17,570 10,060 10,260 5,635 5,988 11,350

(WY) (1991)  (1986)  (2010)  (1978)  (1998)  (1975)  (1987)  (1978)  (1972)  (1972)  (1985)  (1996)

Min 428 658 809 857 781 769 1,082 1,038 491 613 493 458

(Wy) (1964)  (2002)  (2002)  (2002)  (2002)  (1981)  (2002)  (1964)  (1964)  (2002)  (1964)  (2002)
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SUMMARY STATISTICS

Calendar Year 2011 Water Year 2012 Water Years 1963 - 2012
Annual total 808,030 891,128
Annual mean 2,214 2,435 2,853
Highest annual mean 5,152 2003
Lowest annual mean 852 2002
Highest daily mean 20,600 Dec 9 23,300 Mar 26 78,700 Sep 8,1996
Lowest daily mean 836 Sep 20 848 Oct 10 179 Sep 8,19652
Annual seven-day minimum 862 Oct 5 862 Oct 5 238 Sep 5, 1965
Maximum peak flow 25,600 Mar 26 b89,300 Sep 7,1996
Maximum peak stage 24.87 Mar 26 D34.94 Sep 7,1996
Instantaneous low flow 846 Oct 10€ d176 Sep 8,1965¢
Annual runoff (cfsm) 0.746 0.821 0.962
Annual runoff (inches) 10.13 11.18 13.07
10 percent exceeds 3,720 3,600 5,420
50 percent exceeds 1,400 1,940 1,740
90 percent exceeds 976 1,080 834

a Also July 7, 1970.

b prior to regulation, 1901-06, 1928-30, 1951-62, maximum peak flow, 97,000 ft¥/s, Dec. 31, 1901, gage height, 35.00 ft.

C Also Oct. 11, 2011.

d prior to regulation, 1901-06, 1928-30, 1951-62, instantaneous low flow, 256 ft3/s, Sept. 16, 1954.

€ Also Sept. 9, 1965.
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CLIMATOLOGICAL RECORDS
PERIOD OF RECORD.--August 2003 to current year. Unpublished records available August 2003 to September 2011 in files of the USGS.
INSTRUMENTATION.--Electronic data logger with 15-minute record interval. Tipping bucket rain gage mounted on top of concrete gagehouse.
REMARKS.--Records good.
EXTREMES FOR CURRENT YEAR.--Maximum daily precipitation, 1.78 in., Nov. 16; minimum precipitation, 0.00 in., on many days.

PRECIPITATION, TOTAL, INCHES
WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012

DAILY SUM VALUES
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 0.00 0.00 0.00 0.03 0.04 0.03 0.00 0.04 0.17 0.00 0.26 0.00
2 0.00 0.00 0.00 0.00 0.08 0.15 0.00 0.00 0.01 0.00 0.00 0.76
3 0.05 0.03 0.00 0.00 0.00 0.24 0.00 0.00 0.08 0.00 0.00 0.04
4 0.00 1.09 0.00 0.00 0.34 0.00 0.00 0.29 0.02 0.00 0.00 0.00
5 0.00 0.00 0.00 0.00 0.16 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.15 0.00
7 0.00 0.00 0.75 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.05 0.00
8 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.63 0.70 0.00
9 0.00 0.00 0.00 0.00 0.00 0.17 0.00 0.21 0.00 0.06 0.00 0.00
10 0.00 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.35 0.00
n 0.08 0.00 0.00 0.49 0.00 0.00 0.00 0.00 0.58 0.03 0.00 0.00
12 0.46 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.89 0.00 0.00 0.00
13 0.04 0.00 0.00 0.00 0.00 0.10 0.00 0.01 0.01 0.02 0.00 0.00
14 0.15 0.00 0.00 0.00 0.00 0.00 0.00 0.18 0.00 0.86 0.00 0.00
15 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.06 0.00 0.00 0.00 0.00
16 0.00 1.78 0.35 0.00 0.12 0.00 0.00 0.04 0.00 0.00 0.00 0.06
17 0.00 0.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01
18 0.07 0.00 0.00 0.00 0.00 0.00 0.83 0.00 0.00 0.00 0.00 0.58
19 0.54 0.00 0.00 0.00 - 0.03 0.00 0.00 0.00 0.00 0.14 0.01
20 0.00 0.00 0.00 0.13 0.44 0.59 0.00 0.01 0.00 0.00 0.03 0.00
21 0.00 0.04 0.08 0.27 0.00 0.01 0.14 0.02 0.00 1.10 0.00 0.00
2 0.00 0.01 0.38 0.00 0.03 0.00 0.43 0.57 0.00 0.00 0.00 0.00
23 0.00 0.26 0.00 0.01 0.07 0.00 0.05 0.11 0.00 0.00 0.00 0.00
24 0.00 0.00 0.00 0.00 0.38 1.60 0.01 0.00 0.01 0.01 0.00 0.00
25 0.00 0.00 0.00 0.00 0.00 0.09 0.00 0.00 0.00 0.00 0.76 0.00
26 0.00 0.00 0.00 0.00 0.00 0.01 0.37 0.00 0.00 0.00 0.02 0.00
27 0.00 0.00 0.39 0.09 0.00 0.00 0.00 0.00 0.00 0.46 0.00 0.00
28 0.16 0.05 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.05
29 0.63 0.66 0.00 0.00 0.29 0.00 0.00 0.00 0.04 0.00 0.00 0.10
30 0.00 0.00 0.00 0.00 - 0.00 0.02 0.03 0.00 0.00 0.00 0.02
31 0.00 --- 0.00 0.00 - 0.00 0.06 0.00 0.00
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