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Water-Data Report 2012 

03115640 051 Middle Fork Duck Creek (33-6) at Middleburg OH 
Upper Ohio-Little Kanawha Basin 

Little Muskingum-Middle Island Subbasin 

LOCATION.--Lat 39°40′14″, long 81°23′21″ referenced to North American Datum of 1927, Noble County, OH, Hydrologic Unit 05030201, at bridge on SR 
564, about 0.3 miles south of Middleburg, and about 10 miles southeast of Caldwell. 

DRAINAGE AREA.--20.5 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--Site established September 11, 2001, and data has been collected through present year. 

REVISED RECORDS.--WDR OH-06: 2002-05 (P).WDR OH-10: 2002, 2005, 2007-08 (P). 

GAGE.--Crest-stage gages: 2 gages on left bank, at approach section 134 ft. upstream of bridge; 1 gage on left bank, 11 ft. upstream of bridge; 2 gages on 
left bank, at tailwater section, 104 ft. downstream of bridge. 

REMARKS.--This is a partial-record station, a station at which limited streamflow data are collected on a systematic basis over a period of years for use in 
hydrologic analyses.  Data collected at this partial-record station are used in peak-flow analyses. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 5,460 cfs, Sep. 18, 2004; gage height, 99.38 ft. 

 
MAXIMUM PEAK DISCHARGE 

WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012 

Date 
Discharge, 

in ft³/s 

Discharge 
qualification 

code 
Gage height, 

in ft 

Gage height 
qualification 

code 

May   8, 2012 1,590 --- 93.71 --- 
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