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03473500 MIDDLE FORK HOLSTON RIVER AT GROSECLOSE, VA 
French Broad-Holston Basin 
South Fork Holston Subbasin 

LOCATION.--Lat 36°53′19″, long 81°20′51″ referenced to North American Datum of 1927, Smyth County, VA, Hydrologic Unit 06010102, on left bank 10 ft 
downstream from culvert on State Highway 679 at Groseclose, 0.2 mi upstream from Rocky Spring Branch, 10 mi northeast of Marion, and at mile 
54.7. 

DRAINAGE AREA.--7.40 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--1948 to 1957 (operated as a continuous-record gaging station), 1958 to 1987,  1988 to 1989 (operated as a continuous-record gaging 
station), 1990 to 1995, 2001 to current year. 

GAGE.--Crest-stage gage. Datum of gage is 2,442.86 ft NGVD of 1929. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 813 ft³/s, July 6, 1953, gage height, 7.42 ft. 

 
MAXIMUM PEAK DISCHARGE 

WATER YEAR OCTOBER 2011 TO SEPTEMBER 2012 

Date 
Discharge, 

in ft³/s 

Discharge 
qualification 

code 
Gage height, 

in ft 

Gage height 
qualification 

code 

Dec   7, 2011 101 --- 3.33 --- 
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